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This device complies with Part 15 of the FCC rules. Operation is sub- 
ject to the following two conditions: (1) This device may not cause 
harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation. 


Icom Inc. 


FOREWORD 


We understand that you have a choice of many differ- 
ent radios in the market place. We want to take a cou- 
ple of moments of your time to thank you for making 
the IC-746PRO your radio of choice, and hope you 
agree with Icom’s philosophy of “technology first”. Many 
hours of research and development went into the de- 
sign of your IC-746PRO. 


Rather than completely redesigning all areas to create 
a new radio, the engineering team at Icom decided to 
follow in the footsteps of the IC-746 (one of the best 
value transceivers in the marketplace) with the new 
“PRO.” Focused on real world improvements compiled 
over the last few years from letters, phone calls, E- 
Mails and newsgroup postings, the engineering team 
at Icom is proud to say “many of these changes were 
compiled from a list of suggestions from you, the ama- 
teur radio operator!” 

FEATURES 

¢ 32-bit Floating point DSP and 24-bit AD/DA converter 
¢DSP IF Filter creates 102 types of filter 

¢All mode capability covering 160-2 m 

¢100 Watt continuous duty cycle 

°All mode digital modulation and demodulation 
¢RTTY demodulator and decoder 

¢ Twin Pass Band Tuning 

¢RF speech compression with selectable pass band 

¢ Microphone Equalizer 

¢SSB/CW synchronous tuning 


IMPORTANT 


READ THIS INSTRUCTION MANUAL 
CAREFULLY before attempting to operate the 
transceiver. 


SAVE THIS INSTRUCTION MANUAL. This 
manual contains important safety and operating in- 
structions for the IC-746PRO. 


EXPLICIT DEFINITIONS 


WORD DEFINITION 
Personal injury, fire hazard or electric 
A\ WARNING shock may occur. 
CAUTION | Equipment damage may occur. 
If disregarded, inconvenience only. No 
NOTE risk or personal injury, fire or electric 
shock. 


PRECAUTIONS 


Z\ WARNING RF EXPOSURE! This device emits 
Radio Frequency (RF) energy. Extreme caution should be 
observed when operating this device. If you have any 
questions regarding RF exposure and safety standards 
please refer to the Federal Communications Commission 
Office of Engineering and Technology’s report on Evalu- 
ating Compliance with FCC Guidelines for Human Radio 
Frequency Electromagnetic Fields (OET Bulletin 65). 


Z\ WARNING HIGH VOLTAGE! NEVER attach an 
antenna or internal antenna connector during transmis- 
sion. This may result in an electrical shock or burn. 


Z\ NEVER apply AC to the [DC13.8V] jack on the trans- 
ceiver rear panel. This could cause a fire or ruin the trans- 
ceiver. 


Z\ NEVER apply more than 16 V DC, such as a 24 V 
battery, to the [DC13.8V] jack on the transceiver rear 
panel. This could cause a fire or ruin the transceiver. 


Z\ NEVER let metal, wire or other objects touch any in- 
ternal part or connectors on the rear panel of the trans- 
ceiver. This may result in an electric shock. 


NEVER expose the transceiver to rain, snow or any liquids. 


AVOID using or placing the transceiver in areas with tem- 
peratures below —10°C (+14°F) or above +60°C (+140°F). 
Be aware that temperatures on a vehicle’s dashboard can 
exceed 80°C (+176°F), resulting in permanent damage to 
the transceiver if left there for extended periods. 


AVOID placing the transceiver in excessively dusty envi- 
ronments or in direct sunlight. 


AVOID placing the transceiver against walls or putting 
anything on top of the transceiver. This will obstruct heat 
dissipation. 


Place unit in a secure place to avoid inadvertent use by 
children. 


During mobile operation, DO NOT operate the transceiver 
without running the vehicle’s engine. When the trans- 
ceiver’s power is ON and your vehicle’s engine is OFF, 
the vehicle’s battery will soon become exhausted. 


Make sure the transceiver power is OFF before starting 
the vehicle. This will avoid possible damage to the trans- 
ceiver by ignition voltage spikes. 


During maritime mobile operation, keep the transceiver 
and microphone as far away as possible from the magnetic 
navigation compass to prevent erroneous indications. 


BE CAREFUL! The heatsink will become hot when oper- 
ating the transceiver continuously for long periods. 


BE CAREFUL! If a linear amplifier is connected, set the 
transceiver’s RF output power to less than the linear am- 
plifier’s maximum input level, otherwise, the linear ampli- 
fier will be damaged. 


Use Icom microphones only (supplied or optional). Other 
manufacturer’s microphones have different pin assign- 
ments, and connection to the IC-746PRO may damage 
the transceiver. 
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# Installation 


1. Install a ground system for DC noise suppression 
and RFI suppression 

2. Install your DC power supply 

3. Install lightning protection. This will help protect 
more than your gear. 


1. Grounding your Shack 


4. Install and connect an antenna system for the ap- 
propriate bands of operation 

5. Connect other peripheral equipment. This includes 
microphones, headsets, TNC, amplifiers and any 
other equipment necessary to make your shack 
complete. 


Although your radio will operate by connecting the DC 
power supply and antenna, it is necessary to have a 
good ground system in your shack. A ground connec- 
tion is the electrical contact between the common point 
of an electrical or electronic system and the earth. 


A good earth ground is necessary to prevent electrical 
shock, eliminate problems from RFI and DC noise. 
With more electronic devices being used today, it is 
also important to reduce RFI and EMI. Although you 
may not see interference in your shack, without a 
grounding system, your neighbors may experience in- 
terference. Even though many of these devices are 
Part 15, where they must accept interference from 
their surrounding environment, it is best to eliminate 
as much of the possible interference from your shack. 


If you do not have a grounding system for your shack, 
depending on the location of your shack, basement or 
ground floor, a good ground system can be as simple 
as a couple of ground rods driven 6 to 8 feet into the 
soil. When installing your IC-746PRO to your ground- 
ing system, the shortest most direct connection is rec- 
ommended. 


Y NOTE: There are many publications covering 
Y proper grounding techniques. Check with your local 
Y dealer for more information and recommendations. 
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Gs WARNING!: NEVER ground station equip- 


Z ment or antennas to house gas lines. NEVER at- 
%, tach ground lines to plastic (pvc) pipe. 
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© Some Symptoms if inadequate grounding 

a. Poor DC Ground 

60 Hz hum on the audio either Rx or Tx without the 
antenna connected. 


If you feel a tingling sensation when you touch a 
metal surface. Surfaces such as the cover of your 
radio or power supply. 


b. Poor RF Ground 

While transmitting and you feel a tingling sensation 
when you touch a metal surface. Surfaces such as 
the cover of your radio or power supply. 

While transmitting, you experience interference to 
other electronic devices, such as the telephone, 
television or stereo audio systems. 


2. Installing your DC Power Supply 


The DC power supply is a device used to convert 
110/220 V AC, also know as Household current, to a 
steady source of 13.8 V DC. 


The perfect match to your IC-746PRO is the PS-125. 
This compact switching power supply is the matching 
power supply for your IC-746PRO with a current rat- 
ing of 25 A continuous duty. This plug and play unit 
plugs into the DC jack located on the rear of the radio. 


PS-125 


DC power 
socket 
iB 
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DC power cable 
Connect to an AC outlet using the supplied AC cable. 


elf you are not using the PS-125: 

Connect the supplied DC power cable (OPC-025D) to 
the appropriate color coded terminals, then insert the 
DC connector into the DC jack located on the rear of 
the radio. 


AC ADC power to DC power 
outlet — supply* socket 
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AC cable DC power cable “13.8 V; at least 23 A 
30 A fuses continuous 


4% NOTE: Although the power supply current require- 
4% ment is quite low during receiving, this not the case 
4% when you transmit. With many electrical devices in 
Y the shack, it is very important to verify the electrical 
Y circuit is not overloaded. 
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3. Installing lightning protection 
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Although you may not live in an area with high occur- 
rence for lightning storms, it is always wise to take 
precautions for lightning or static discharges. Proper 
lightning protection not only offers protection to the 
ham gear, but the shack and most importantly the op- 
erator. 


% NOTE: There are many publications covering 
proper lightning protection, check with your local 
Y dealer for more information and recommendations. 


MH 


4. Installing your antenna system 


Whether your IC-746PRO is your first radio or one of 
many, one of your key elements in a great shack is 
the antenna system. There are three connections on 
the back of your IC-746PRO, two for HF and 6 m and 
one for 2 m. If you are using one antenna for HF and 
6 m, for simplicity, connect the antenna coax to ANT 1. 


ANTENNA 1, 2 
[Example]: ANT1 for 1.8-18 MHz bands 
ANT2 for 21-50 MHz bands 
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Connect a VHF (60-144 MHz) 
antenna; impedance: 50 ©. 


Your IC-746PRO is equipped with an internal antenna 
tuner (ATU) for operation on 160-6 m. This ATU is de- 
signed to work with an unbalanced 50 © feedline. The 
purpose of the internal antenna tuner is to match the 
impedance of your antenna system to as close to a 
50 Q load as possible. This ATU will not operate with 
a long wire or ladder line (450 Q or other balanced 
feedlines). An external ATU such as the AH-4 would 
be necessary for this kind of operation. 


Antenna SWR 

Each antenna is tuned for a specified frequency 
range and SWR may be increased out-of-range. 
When the SWR is higher than approx. 2.0:1, the 
transceiver’s power drops to protect the final tran- 
sistors. In this case, an antenna tuner is useful to 
match the transceiver and antenna. Low SWR al- 
lows full power for transmitting even when using the 
antenna tuner. The IC-746PRO has an SWR meter 
to monitor the antenna SWR continuously. 


PL-259 CONNECTOR INSTALLATION EXAMPLE 


O enn Slide the coupling ring 
o_o down. Strip the cable 
> jacket and soft solder. 

Coupling ring 10 mm (soft solder) 
® 10MM sof Strip the cable as 


solder shown at left. Soft sol- 


der the center con- 


at 


1-2mm ductor. 
solder cas 
Slide the connector 
oe Cl body on and solder it. 
® Screw the coupling 


ring onto the 


| connector body. 


30mm=%in 10mm=%in 1-2 mm = “ein 


y /\WARNING: Although a mag mount antenna 
Y works great on a vehicle, DO NOT use the IC- 
Y 746PRO with this type of antenna. 


7 CAUTION: Although your IC-746PRO has protec- 
Z tion to drop down power with a high SWR, this 
Z does not completely protect the transceiver from 
Y transmission without an antenna. Make sure you 
gy have an antenna connected whenever you trans- 
% mit with your radio. 


4% NOTE: There are many publications covering 
Y proper antennas and their installation, check with 
ZY your local dealer for more information and recom- 
Z mendations. 
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5. Connect other peripheral equipment 


Everyone has his or her favorite ad-on gear; now is 
the time to connect this gear! We will cover the basic 
devices that can be connected to your IC-746PRO. 


If you do not see the particular item you are wanting 
to connect, refer to the Advance Connections section 
starting on page 15. 


@ Operation 


1. Voice 


Microphones: Connect the microphone to the eight- 
pin connector on the front of the radio. 


2. CW 


CW Key: There are several types of keys or keyers 
that can be used with your IC-746PRO. 


a. lambic Key paddle: Use a 6.35(d) mm (1/4”) stereo 
plug and connect to the [ELEC-KEY] jack located 
on the front of the radio. 


(com) 
=> (dash) 


A straight key can be used when the internal 
electronic keyer is turned OFF in keyer set 
mode. (p. 34) 

XQ 


b. Straight Key: Use a 6.35(d) mm (14”) mono plug 
and connect key to the back of the radio. 

c. External Keyer: Use a 6.35(d) mm (14”) mono 
plug and connect to the back of the radio. 

d. Computer Keying: Use a 6.35(d) mm (14”) mono 
plug and connect to the back of the radio. 


mo) UM 
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4% NOTE: You will need to select the type of keyer you 
4 are using in the Keyer Set mode. There are many 
Y advanced CW functions in this set mode. Until you 
Y have a full understanding of these functions 
ZG change only the items necessary. 


3. Other convenient items 
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Headphones: 

A 6.35(d) mm (14”) mono jack for operation without 
using the internal or external speakers. Perfect for op- 
eration without disturbing others in the room. 


External Speaker: 

A3.5(d) mm (%”) mono jack for operation with an ex- 
ternal speaker. (Input impedance: 8 Q/Max. input 
power: 5 W) 


(8Sh 
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EXTERNAL SPEAKER 


SP-21 (optional) |- 


#@ Your first contact 


Now you should have your IC-746PRO installed in 
your shack, and like a kid on his birthday, you are 
probably excited to get on the air. We would like to 
take you through a few basic operation steps to make 
your first “On The Air’ an enjoyable experience. 


% Getting started 


1. Before powering up your radio, you may want to 
make sure the following controls are set in the fol- 
lowing positions: 


[AF] : Commonly referred to as the vol- 
ume: fully counter clockwise. 
¢[NR] : The noise reduction control: fully 


counter clockwise. 


e([MIC GAIN] — : The mic gain: fully counter clock- 
wise. 

¢[RF/SQL] : The control for the RF Gain and 
Squelch circuits: 12 o’clock. 

(CW PITCH] : The control for the CW pitch: 


12 o'clock. 
*([KEY SPEED] : Internal CW Keyer Speed: fully 
counter clockwise 
: Control for the manual notch: 
12 o’clock 


¢ [NOTCH] 


2. Resetting the CPU: Although you have purchased 
a brand new radio, some settings may be changed 
from the factory defaults during the QC process. So 
your radio can start from Factory Defaults resetting 
the CPU is necessary. 


[POWER] 


[F-INP] [M-CL] 


QUICK REFERENCE GUIDE 


% Just listening 


1. Select the desired band 

On your IC-746PRO, an easy way of changing bands 
is by using the keypad located just above the tuning 
knob on the right hand side of the display. You will no- 
tice each switch has two sets of numbers; one set of 
numbers represents the band selection. 


¢Say you want to go to 20 meters or 14 MHz; you 
would push the [14 5]. This will immediately change 
the displayed operating frequency to the 20-meter 
band. By pushing [14 5] again, frequency pre-sets 
in the triple band stacking registers frequency can be 
displayed. For more details on this system refer to 
p. 19. 


eee CS 


2. Tune to the desired frequency 


Directly below the keypad is the tuning knob. This will 
allow you to dial in the frequency you want to oper- 
ate. You will notice the tuning speed [TS] is 10 Hz res- 
olution. Page 22 will instruct you on how to set the 
tuning speed [TS] for 1 Hz resolution. 


NOTE: Although you can directly enter the fre- 
quency with the keypad, using the Band Stacking 
Register and the tuning knob is the most popular 
method of hoping around the bands. For more in- 
formation regarding the direct frequency entry 
Zz, method, refer to p. 22. 


RAGAN 


You IC-746PRO has three antenna connectors. Two 


2m is automatic, where the HF and 6 m is user se- 
lectable for either one of the antenna jacks. For first 
time use, the antenna selector should show “@®Y” on 
the display of your radio. Verify the antenna selected 
on the display is the antenna port your antenna is 
connected to. 


3. Verify proper antenna has been selected. 


for HF and 6 m and a one for 2 m. The selection for 


r 


0 CU INESS IH 
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MPATT AGC-OFF SPLIT DUP-+ EJNOTCH FILTER 
© GMBNs DTcs TSaL NR dab 


Either “@” or “@” appears. 
E> Y r 2 *No indicator appears during 


144 MHz operation. 


4. Adjust audio output 


Adjust this control to a comfortable audio level. 


AF-®-RF/SQL 


© What are you hearing? 

Stop and focus on what you are hearing. Do you hear 
a lot of noise? Is the signal intelligible? Are you set up 
for the right mode? How about the filters? 


1. Verify mode 
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Although your IC-746PRO will automatically select 
USB or LSB in the HF bands, it will not select any of 
the other modes. You will need to select the proper 
mode whether CW, RTTY, AM or FM. 


Hint! 

The Triple Band Stacking Register will memorize 
the last three frequencies used in the band, as well 
as the Mode, Filter, Tuner and AGC settings. This 
makes band hoping much easier. 


2. Reducing interference 


Your IC-746PRO has many features to reduce QRM 
and QRN from the desired signal. 


a. Noise Reduction: The noise reduction system on 
your IC-746PRO is part of the 32-bit DSP. This is 
used to reduce the hiss and QRM levels. To acti- 
vate, push the [NR] switch located just to the right 
of the [PHONES] jack. 


[NR] [NR] 
P.AMP = AGC FILTER 
a iM) NR a 


Appears 


b. Adjusting the Noise Reduction: The noise re- 
duction is completely variable on how much of the 
DSP Noise Reduction is used [NR] level control lo- 
cated just above the [NR] switch. 


NR-®- NOTCH 
Decreases i 14; 


Noise reduction ON 


Noise reduction OFF 


Hint! 

How far you advance the NR control will determine 
how much the noise can be effectively reduced. 
Turning the control too far clockwise may cause 
some distortion to occur on the received signal. The 
NR control should only be turned as far clockwise 
as is necessary. Use this control, along with RF 
gain, NB (noise blanker, if needed), and IF filters as 
well, to minimize the effects of noise on the target 
signal. 


Vi 


Vil 
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c. Notch: There are two notch systems on your IC- 

746PRO. 

e Automatic: The automatic notch will track up to three 
heterodynes. This is helpful for eliminating annoying 
transmitter “tune up” tones on any band, and to min- 
imize continuous tone “heterodynes” encountered on 
the 40 meter phone bands at night, for example. 
Once selected an icon will appear “@§ NOTCH’ on 
the display. 


Hint! 
The Automatic Notch will not operate in the SSB 
data, CW or RTTY modes. 


¢ Manual: The Manual notch provides 70 dB of atten- 
uation to pin point an interfering signal. The 12 o’- 
clock position is on the operating frequency, turning 
the Notch knob clockwise moves the notch up the 
band and counter clockwise will move the notch 
down the band. Once selected an icon “NOTCH?” will 
appear on the display. 


NR-®- NOTCH 


Low frequency ‘Or High frequency 


[EY/NOTCH] [NOTCH] 


PMP = AGC EYNOTCH FILTER 
a iN) a 


Notch function indicators 


vy NOTE: Your IC-746PRO is equipped with multiple 
Y AGC circuits. This allows the DSP to filter out inter- 
% fering signals and QRM, while also taking this in- 
% terference out of the AGC. Bottom line, this will ei- 
Zier eliminate or greatly reduce the pumping of the 
% AGC from the interfering signal. 


d. Filters: Your IC-746PRO has an incredible IF DSP 
based filter network with over 100 settings. 


¢Dial in your filters: By pushing [FILTER] for 1 sec., 
you enter the filter set mode. This is where you are 
able set the three filter presets. Across the bottom of 
the display you will see the “Fi? 


iP icon. The switch di- 
rectly below, along with the tuning dial, will be used 
to select the changes you will make. 


The selected filter width is indicated 
for approx. 1 sec. when [FILTER] is 


pushed. Filter selection 


¢ Filter set mode indication 


ae ee 


Shows the selected filter and passband width. 


¢ Indication while setting 


| 


While pushing [F1 F4.], rotate the tuning dial to set 
passband width. 


F1 F2 ||| «3 F4 | F5 ) 


Reverses Appears 
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d. Filters:— continued 

¢On the fly adjustment: Once the adjustments have 
been made in the filter set mode, you can make on 
the fly changes by using the Twin Pass Band Tuning, 
Twin PBT. You will be able to see the effects of the 
Twin PBT on the upper left hand side of the screen. 


~ 


Gu (TNE) GD Y 4 O LsBusBcw-RTTY-RAMFM 
—, =, <<, <=, =, =, | 
i CVEN-E CICIE! £t6t 
o Noose 
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=i HECKGEREEw® = RIT ATX (BLANK) 
atc [au w= = El LCi ro8 C1 10 Gee, 
SWRA MAEUIHSHEEE R ae LILLIES veo Oo CF cx 
VOX GBK-IN PAMPATT AGC-OFF SPLIT DUP- EXNOTC4 FILTER \ 
coMP MON! @@ GME NB DTCS TSaL NR \ GAR 


One of “#8,” “@’ or ‘Bis FILTER 
displayed for selected filter 
: Cnet indications. gak 
NOTE: The Twin PBT filters shift the two IF DSP 
filters (See Diagrams below and right). This feature 
allows both an IF shift as well as a narrowing of the 
Pass Band. Although you can narrow the pass 
band by shifting the two filters, this does not nar- 
row both filters, thus the filter shape is not nar- 
rowed. You may hear some signal artifacts pass 
, through this filter adjustment. 


OO @ ¥xX8 


PBT operation example 
[TWIN PBT] control 


Passband width and shifting value are 
indicated while [TWIN PBT] is operated. 


Appears when PBT is used. 
¢ Filter set mode indication 


F1 | F2 | F3 | Fa | Fs | 


Shows the selected filter and passband width. 


¢ Indication while PBT setting 


Appears when passband is shifted. 
“By pushing [PBTC] for 1 sec., the shifted value returns 
to the default setting, and the “dot” disappears. 


Passband 


Center 


IF center frequency 


pass band 


interference desired signal inteference desired signal 


passband 


IF shift 


IF center freq. interference 


Vill 


QUICK REFERENCE GUIDE 


3. RX Tone Control: 


Once you have mastered your filter settings, one last [F1 
feature to enable the most intelligible audio is the ac- 
tual audio tone you hear. You can adjust the equal- 


&) [F2 ¥][F4 Toe 


ization of your received audio +5dB. 


@ Push [MENU] several times, or until {*" is shown 
on the display. 
@ Push [F4 Tr] for the Tone Control set mode. 


(3) Push the appropriate mode switch to adjust SSB, 


AM or FM. 


(4) Push [F1 4] or [F2 #] to change to the desired [MENU] 
component. 


Tuning dial 


This it ‘item adjusts the bass level of the receive audio 
tone from —5 dB to +5 dB in 1 GB steps. 


This item adjusts the treble level of the receive audio 
tone from —5 dB to +5 dB in 1 GB steps. 


We hope these pointers have been helpful. Now you 
are ready for the “Ready to call CQ?”. 


@ Ready to call CQ? 


[NR]: Max. CCW [NOTCH]: Max. CCW 


fe) 
ICOM _ 1IC-74)5PRO 


a ~ TUNER ANT 


NR-® | JOTCH 


HF/VHF TRANSCEIVER 


TWIN PBT 
H 


TRANSMIT 


[TRANSMIT]: OFF ——-—<#) 


ELEC-KEY AF-9-RF/SQL 


[AF]: Max. CCW 
|| @ Wg), 7 JF rT [ Fs 
[RF/SQL 12 o'clock — We) Oo MED E) 


[MIC GAIN]: Max. CCW SS D>» f OC 


[RE PWR]: Max. CCW [CW PITCH]: 12 o'clock [KEY SPEED]: Max. CCW 


1. Setting up your transmit audio 


The 32-bit DSP in your IC-746PRO is capable of al- 
lowing you to selects transmit audio for phone modes. 


2. Mic Gain 


The microphone gain is used for proper transmit 
audio level for full output power. 


QUICK REFERENCE GUIDE 


3. DSP TX Audio Pass Band 


The capability of changing the pass band of your 
transmit audio, is at your finger tips. Regardless of the 
condition of the speech compressor, you can adjust it 
by selecting the [F4 TE]. 


rea I ee | Fa y[ Fs) 


You will find this located in the #}1 menu. By pushing 
i] for 1 sec. you can select the TX audio band 


There are three levels of audio passband width avail- 


able (Wide, Mid, and Nar). Rae a Ra | 
TX Audio Passband widths The selected transmit filter width 

Wide :2.8kHz _ ; Great Full Audio is displayed for approx. 1 sec. 

Mid 2.4 kHz ;Great for operators with Push [F4] for 1 sec. to select the transmit filter width. 


deep full voices 
Nar :2.2 kHz ; Great for breaking through 
pile ups 


4. Microphone Equalizer 


Although these bandwidths are fixed, the Microphone [F1 &] [F2 ¥][F4 Tice] 
Tone Control will give you more audio control for your 
voice operation on SSB, AM, and FM modes. Your IC- 
746PRO is equipped with a very powerful equalizer 
system with 121 possible combinations. This is 
achieved by using the separate bass and treble ad- 
justments. The default for both the Base and Treble 
is at O GB. 


Entering Microphone Tone Control set mode: 


[MENU] Tuning dial 
@ Push [MENU] several times, or until f** is shown 
on the display. Hint! 
@) Push [F4 Tr] for the Tone Control set mode. Voice patterns and audio characteristics vary with 
(3) Push the appropriate mode switch to adjust SSB, each operator, therefore the [MIC GAIN], DSP TX 
AM, or FM. Audio Pass Band and Microphone Tone Control 
(4) Push [F1 4] or [F2 #] to change to the desired settings will be different for each operator. Actual on 
component. air experimenting is necessary to get just the right 


sound. Listen to your transmit audio with head- 
phones and the monitor function turned ON. It’s 
also best to test and adjust your audio on the air, 
while someone who knows what your real voice 
sounds like listens, and provides and opinion on 
your audio quality. 


1. E a 


This item adjusts the bass level of the transmit audio 
tone from —5 dB to +5 dB in 1 dB steps. 


OTs oT 


This item adjusts the treble level of the transmit audio 
tone from —5 dB to +5 dB in 1 dB steps. 


Verify you have selected a clear frequency 
and call out your CQ! 


Mm 1) PANEL DESCRIPTION 


@ Front panel 


HF/VHF TRANSCEIVER 


(4) (@_5)| 
GAes)| 
(ee) (9) | 


eae) « 


(F141 F2 ] F3 Fa FS 


menu ))(( ssB | {(cwarry) (Cawew) (Cuter) \ 
@) @ | C Co OC (es) 


CWFITCH KEYS/EED P.AMP/ATT NB VOX/BK-IN MONITOR 


© 
@ POWER SWITCH [POWER] © MICROPHONE CONNECTOR [MIC] 
> Push momentarily to turn power ON. Accepts the supplied or an optional microphone. 
¢Turn the optional DC power supply ON in advance. ¢See p. 101 for appropriate microphones. 
Push for 1 sec. to turn power OFF. ¢See p. 12 for microphone connector information. 
@ TRANSMIT SWITCH [TRANSMIT] © RF GAIN CONTROL/SQUELCH CONTROL 
Selects transmitting or receiving. [RF/SQL] (outer control) 
¢The [TX] indicator lights red while transmitting and the Adjusts the RF gain and squelch threshold level. 
[RX] indicator lights green when the squelch is open. The squelch removes noise output from the speaker 
closed condition) when no signal is received. 
© HEADPHONE JACK [PHONES] a squelch is Sai teeate for FM. It is also 
Accepts headphones. available for other modes. 
*Output power: 5 mW with an 8 Q load. °12 to 1 o'clock position is recommended for any setting 
*When headphones are connected, the internal speaker of the [RF/SQL] control. 
or connected external speaker does not function. *The control can be set as ‘Auto’ (RF gain control in SSB, 
CW and RTTY; squelch control in AM and FM) or 
@ ELECTRONIC KEYER JACK [ELEC-KEY] (p. 14) squelch control (RF gain is fixed at maximum) ne 
Accepts a paddle to activate the internal electronic mode as follows. (p. 82) 
keyer for CW operation. . SET MODE SETTING 
¢Selection between the internal electronic keyer, bug-key MODE 
; [| AUTO | SQL | RFGAIN+SQL 
and straight key operation can be made in keyer set SSB.CW 
mode. (p. 34) RTTY | RF GAIN | SQL | RF GAIN+SQL 
°A straight key jack is separately available on the rear AM, FM SQL RF GAIN + SQL 
panel. See [KEY] on p. 7. 
¢Keyer polarity (dot and dash) can be reversed in keyer *When setting as RF gain/squelch control 
set mode. (p. 34) 
°4-channel memory keyer is available for your conve- Noise squelch (FM mode) 


nience. (p. 30) 


Recommended level 
eee . (dot) a_ <<“ 


\ : i — Maximum 


. RF gain 


‘ 


Squelch Pak 


open. 


sheeudl aaah 
adjustable 
range 


S-meter 
squelch 


eWhen functioning as RF gain control 
(Squelch is fixed open; SSB, CW, RTTY only) 


x 


Maximum 
RF gain 


Adjustable 
range 


¢When functioning as squelch control 
(RF gain is fixed at maximum.) 


Minimum RF gain vd 


Noise squelch Noise squelch (FM mode) 


threshold 
S-meter squelch 
(FM mode) sy threshold 
Squelch is / ,  \ S-meter 
open. : * J squelch 
Shallow Deep 


Y While rotating the RF gain control, noise may be 
4% heard. This comes from the DSP unit and does not 
ZG indicate an equipment malfunction. 


@ MIC GAIN CONTROL [MIC GAIN] 
Adjusts microphone input gain. 
¢The transmit audio tone in SSB, AM and FM modes can 
be adjusted in tone control set mode. (p. 89) 


VY How to set the microphone gain. 

Set the [MIC] control so that the ALC meter sometimes 
swings during normal voice transmission in SSB mode. 
Make sure that voice peak readings do not exceed the ALC 
range brackets on the meter. 


Recommended level for 
an Icom microphone | 


Decreases { \ Increases 
MIC GAIN 


© AF CONTROL [AF] (inner control) 
Varies the audio output level from the speaker. 
AF-2-RF/SQL 


© RF POWER CONTROL [RF PWR] 
Continuously varies the RF output power from min- 
imum (less than 5 W*) to maximum (100 W*). 
*AM mode: less than 5 W to 40 W 


Decreases { \ Increases 
RF PWR 
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@ CW PITCH CONTROL [CW PITCH] (p. 28) 
Shifts the received CW audio pitch and monitored 
CW audio pitch without changing the operating fre- 
quency. 
¢The pitch can be changed from 300 to 900 Hz in approx. 
25 Hz steps. 


Decreases { © \ Increases 


CW PITCH 


@ ELECTRONIC CW KEYER SPEED CONTROL 
[KEY SPEED] (p. 28) 
Adjusts the internal electronic CW keyer’s speed. 
*6 wpm (min.) to 60 wpm (max.) can be set. 


Slow { \ Fast 


KEY SPEED 


@® AUTO NOTCH/MANUAL NOTCH SWITCH 
[GY/NOTCH] (p. 53) 
Toggles the notch function between manual and au- 
tomatic when pushed. 
¢“NOTCH” appears when manual; “@3 NOTCH” appears 
when automatic notch is selected. 


@® NOTCH CONTROL [NOTCH] (outer control; p. 53) 
Adjusts the notch filter frequency to remove an in- 
terfering signal. 


NR-®- NOTCH 


Low frequency ‘Or High frequency 


@ ANTENNA SELECTOR SWITCH [ANT] (p. 75) 
Switches the antenna connector selection between 
ANT1 and ANT2 when pushed. 


@® NOISE REDUCTION LEVEL CONTROL [NR] 
(inner control; p. 53) 
Adjusts the noise reduction level when the noise re- 
duction is in use. Set for maximum readability. 
NR-®- NOTCH 


@ ANTENNA TUNER SWITCH [TUNER] (pgs. 76, 77) 
Turns the antenna tuner ON and OFF (bypass) 
when pushed momentarily. 
Starts to tune the antenna manually when 
pushed for 1 sec. 
When the tuner cannot tune the antenna, the tuning 
circuit is bypassed automatically after 20 sec. 


@® NOISE REDUCTION SWITCH [NR] (p. 53) 
Switches the noise reduction ON and OFF. 
e“NR’” appears while the noise reduction is activated. 
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@ Front panel (continued) 


HF/VHF TRANSCEIVER 


TWIN PBT 
1 


qujanian) 


RIT ao pe xX CLEAR 
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RIT/ATX 
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@® MULTI-FUNCTION SWITCHES [F1]-[F5] 
Push to select the function indicated in the LCD 
display above these switches. (p. 11) 
¢Functions vary depending on the operating mode. 
Push to input a character for memory keyer pro- 
gramming or memory name. (pgs. 31, 67) 


@® MENU SWITCH [MENU] 
Push to change the set of functions assigned to the 
multi-function switches. 
*Toggles between menu 1 (f} 1 


@ MODE SWITCHES 
Selects the desired mode. (p. 23) 
eAnnounces the selected mode when an optional UT-102 
is installed. (p. 90) 


) and menu 2 (#12). 


» Selects USB and LSB mode alternately. 
= Selects SSB data mode (USB-D, LSB-D) 
when pushed for 1 sec. in SSB mode. 
(cwnrry) =» Selects CW and RTTY mode alternately. 
w Switches CW and CW-R (CW reverse) 
mode when pushed for 1 sec. in CW 
mode. 
= Switches RTTY and RTTY-R (RTTY re- 
verse) mode when pushed for 1 sec. in 
RTTY mode. 
=» Selects AM and FM mode alternately. 


=» Selects AM/FM data mode (AM-D, FM-D) 
when pushed for 1 sec. in AM/FM mode. 


LO, 


@ PREAMP/ATTENUATOR SWITCH [P.AMP/ATT] 
(p. 48) 
Push momentarily to toggle between preamp-1 
and preamp-2. 
¢“P.AMP§’ activates for HF all bands. 
°“P.AMP@” activates high-gain preamp for 24 MHz 
band and above. 
Push for 1 sec. to toggle the attenuator function 
ON and OFF. 


V What is the preamp? 

The preamp amplifies received signals in the front end cir- 
cuit to improve the S/N ratio and sensitivity. Select “PAMP@®” 
or “PAAMP®” when receiving weak signals. 


V What is the attenuator? 

The attenuator prevents a desired signal from distorting 
when very strong signals are near the desired frequency, or 
when very strong electric fields, such as from a broadcast- 
ing station, are near your location. 


@ NOISE BLANKER SWITCH [NB] (p. 51) 

Switches the noise blanker ON and OFF when 
pushed. The noise blanker reduces pulse-type 
noise such as that generated by automobile igni- 
tion systems. This function cannot be used for 
FM, or non-pulse-type noise. 
e“NB” appears while the noise blanker is activated. 

= Enters the noise blanker level set mode when 
pushed for 1 sec. 


® VOX/BREAK-IN SWITCH [VOX/BK-IN] 
= In SSB, AM and FM modes, push momentarily to 
turn the VOX function ON and OFF (p. 55); push 
for 1 sec. to enter VOX set mode (p. 55). 
In CW mode, push momentarily to turn the semi 
break-in, full break-in or break-in OFF (p. 56); 
push for 1 sec. to enter break-in set mode (p. 56). 


V What is the VOX function? 

The VOX function (voice operated transmission) starts trans- 
mission without pushing the transmit switch or PTT switch 
when you speak into the microphone; then, automatically re- 
turns to receive when you stop speaking. 


V What is the break-in function? 

Full break-in (QSK) activates the receiver between transmit- 
ted dots and dashes. This is useful when operating in nets, 
or during DX pileups and during contests, when “fast ex- 
changes” are common. 


@ MONITOR SWITCH [MONITOR] (p. 57) 
» Monitors your transmitted signal. 
=» Enters monitor set mode when pushed for 1 sec. 


@® FILTER SWITCH [FILTER] (p. 50) 
=» Selects one of 3 IF filter settings. 
» Enters the filter set mode when pushed for 1 sec. 


@ CALL SWITCH [CALL] (p. 64) 
Selects the call channel when pushed momentarily. 


@ TUNING DIAL (p. 21) 
Changes the displayed frequency, selects set mode 
items, etc. 


@ LOCK/SPEECH SWITCH [LOCK/SPCH] 
Push momentarily to toggle the dial lock function 
ON and OFF. (p. 53) 
» Pushing for 1 sec. announces the selected read- 
out frequency and S-meter indication when an 
optional UT-102 is installed. (p. 90) 


@® RIT/ATX CONTROL [RIT/ATX] (pgs. 48, 57) 
Shifts the receive and/or transmit frequency without 
changing the transmit and/or receive frequency 
while the RIT and/or ATX functions are ON. 
¢Rotate the control clockwise to increase the frequency, 

or rotate the control counterclockwise to decrease the 
frequency. 
¢The shift frequency range is +9.99 kHz in 10 Hz steps. 
RIT/ATX 


Low shift { (E 
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€ RIT SWITCH [RIT] (p. 48) 
» Turns the RIT function ON and OFF when pushed. 
¢Use the [RIT/ATX] control to vary the RIT frequency. 
=» Adds the RIT shift frequency to the operating fre- 
quency when pushed for 1 sec. 


V What is the RIT function? 
The RIT (Receiver Incremental Tuning) shifts the receive fre- 
quency without shifting the transmit frequency. 


This is useful for fine tuning stations calling you on an off-fre- 
quency or when you prefer to listen to slightly different- 
sounding voice characteristics, etc. 


@ CLEAR SWITCH [CLEAR] (pgs. 48, 57) 
Clears the RIT/ATX shift frequency when pushed 
for 1 sec. 
¢Can be cleared instantly when [CLEAR] is pushed if the 
Quick RIT Clear is set to ON (p. 86). 


@ ATX SWITCH [ATX] (p. 57) 
Turns the ATX function ON and OFF when 
pushed. 
¢Use the [RIT/ATX] control to vary the ATX frequency. 
=» Adds the ATX shift frequency to the operating 
frequency when pushed for 1 sec. 


VY What is the 4TX function? 

The ATX shifts the transmit frequency without shifting the re- 
ceive frequency. This is useful for simple split frequency op- 
eration in CW, etc. 


@ MEMORY CHANNEL SELECTOR [M-CH] (p. 62) 
Select a memory channel. 
¢Rotate clockwise to increase the memory channel; ro- 
tate counterclockwise to decrease the memory channel. 


@ VFO/MEMORY SWITCH [VFO/MEMO] 
=» Switches the selected readout operating mode 
between the VFO mode and memory mode when 
pushed. (pgs. 20, 62) 
Transfers the memory contents to VFO when 
pushed for 1 sec. (p. 65) 


€ MEMORY CLEAR SWITCH [M-CL] (p. 63) 
Clears the selected readout memory channel con- 
tents when pushed for 1 sec. in memory mode. 
¢The channel becomes a blank channel. 
*This switch does not function in VFO mode. 


€ MEMORY WRITE SWITCH [MW] (p. 63) 
Stores the selected readout frequency and operat- 
ing mode into the displayed memory channel when 
pushed for 1 sec. 
*This function is available both in VFO and memory 

modes. 

@ PBT CLEAR SWITCH [PBTC] (p. 52) 

Clears the PBT settings when pushed for 1 sec. 
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@ Front panel (continued) 
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€ TRANSMIT FREQUENCY CHECK SWITCH [XFC] @ QUICK TUNING SWITCH [TS] (p. 21) 


(pgs. 45, 48) Turns the quick tuning step ON and OFF. 
Monitors the transmit frequency when pushed and ¢While the quick tuning indicator is displayed, the fre- 
held. quency can be changed in programmed kHz steps. 
*While pushing this switch, the transmit frequency can be °0.1, 1, 5, 9, 10, 12.5, 20 and 25 kHz quick tuning 
changed with the tuning dial, keypad or memo pad. steps are available. 
¢When the split lock function is turned ON, pushing [XFC] Quick tuning indicator 
cancels the dial lock function. (p. 60) | 
@ MEMO PAD-WRITE SWITCH [MP-W] (p. 68) adhd pie 
Programs the selected readout frequency and op- al rere res 
erating mode into a memo pad. 66. GOLIOLOLIL 


¢The 5 most recent entries remain in memo pads. 

¢The transmit frequency is programmed when pushed to- 
gether with [XFC]. 

¢The memo pad capacity can be expanded from 5 to 10 
in set mode for your convenience. (p. 85) 


=» While the quick tuning step is OFF, turns the 1 Hz 
step ON and OFF when pushed for 1 sec. 
¢1 Hz indication appears, and the frequency can be 
changed in 1 Hz steps. 


@ TRANSMIT INDICATOR [TX] =» While the quick tuning step is ON, enters the 
Lights red while transmitting. quick tuning step set mode when pushed for 
1 sec. 


@ MEMO PAD-READ SWITCH [MP-R] (p. 68) 
Each push calls up a frequency and operating @ VFO SELECT SWITCH [A/B] (p. 20) 


mode in a memo pad. The 5 (or 10) most recently » Push to toggle between VFO A and VFO B. 
programmed frequencies and operating modes can » Push for 1 sec. to equalize the frequency and op- 
be recalled, starting from the most recent. erating mode of the two VFO’s. 


¢The memo pad capacity can be expanded from 5 to 10 
in set mode for your convenience. (p. 85) 


@ RECEIVE INDICATOR [RX] 
Lights green while receiving a signal and when the 
squelch is open. 


@® LOCK INDICATOR [LOCK] (p. 53) 
Lights when the dial lock function is activated. 


@ SPLIT SWITCH [SPLIT] 
Turns the split function ON and OFF when 
pushed.(p. 59) 
Turns the quick split function ON, when pushed 
for 1 sec. (p. 60) 
¢The offset frequency is shifted from the displayed fre- 
quency. 
¢The quick split function can be turned OFF using set 
mode. (p. 83) 
Turns the split function ON and sets the transmit 
frequency after inputting an offset frequency with 
the keypad (+4 MHz in 1 kHz steps; p. 59). 


@ PASSBAND TUNING CONTROLS [TWIN PBT] 
Adjust the receiver’s “passband width” of the DSP 
filter. (p. 52) 
¢Passband width and shift frequency are displayed in the 
multi-function switch indicator. 

¢Push [PBTC] for 1 sec. to clear the settings when not in 
use. 

¢Variable range is set to half of the IF filter passband 
width. 25 Hz steps and 50 Hz steps are available. 

¢ These controls function as an IF shift control while in AM 
mode and when the RTTY filter is turned ON. Only the 
inner control may function in this case. 


V What is the PBT control? 

General PBT function electronically narrows the IF passband 
width to reject interference. This transceiver uses the DSP 
circuit for the PBT function. 


TWIN PBT 


PBT1 


PBT2 


TWIN PBT TWIN PBT TWIN PBT 


Low cut Center High out 
@ SPLIT INDICATOR (p. 59) 
Lights during split operation. 


@ FREQUENCY INPUT SWITCH [F-INP] (p. 22) 
Push to toggle keypad input between frequency and 
band. 

The frequency input indicator lights when fre- 
quency input is selected for the keypad. 


@ FREQUENCY INPUT INDICATOR (p. 22) 
Lights when frequency input from the keypad is en- 
abled. 
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@ KEYPAD 

=» Pushing a key selects the operating band. 
*[GENE ¢ ] selects the general coverage band. 

» Pushing the same key 2 or 3 times calls up other 
stacked frequencies and modes in the band. 
(p. 19) 
elcom’s triple band stacking register memorizes 3 fre- 

quencies in each band. 

=» After pushing [F-INP], enter a keyed frequency. 
Pushing [144 ENT] is necessary at the end. 

(p. 22) 
ee.g. to enter 14.195 MHz, push [F-INP] [1.8 1] [10 4] 
[GENE ¢] [1.8 14] [28 9] [14 5] [144 ENT]. 


@ LCD FUNCTION DISPLAY 
(See pgs. 9, 10 for details.) 
Shows the operating frequency, function switch 
menus, band scope screen, memory name screen, 
set mode settings, etc. 


1 PANEL DESCRIPTION 


@ Rear panel 


@ DC POWER SOCKET [DC 13.8V] (pgs. 14, 16) 
Accepts 13.8 V DC through the supplied DC power 
cable (OPC-025D). 


2) (Seehte 


Rear panel view 


@ ANTENNA CONNECTOR [ANT 144MHz] 

© ANTENNA CONNECTOR 2 [ANT2] 

© ANTENNA CONNECTOR 1 [ANT1] 
(pgs. 14, 15, 17, 75) 
Accepts a 50 © antenna with a PL-259 connector. 
e[ANT 144MHzZ] for 144 MHz (2 m) band only; [ANT1] and 

[ANT2] for both HF and 50 MHz (6 m) bands antennas. 

Y When using an optional AH-4 HF/50 MHz AUTO- 
Y MATIC ANTENNA TUNER, connect it to the [ANT1] 
4% connector. The internal antenna tuner activates 
Z tor [ANT2] and deactivates for [ANT1] when con- 
Z necting the AH-4. 


@ DATA SOCKET [DATA] (pgs. 15, 78) 
Connects a TNC (Terminal Node Controller), etc. for 
data communications. 
¢See p. 8 for connector information. 


@ EXTERNAL SPEAKER JACK [EXT SP] (pgs. 15, 101) 
Accepts a 4—8 © speaker. 


@ Cl-V REMOTE CONTROL JACK [REMOTE] (p. 95) 
=» Designed for use with a personal computer for re- 
mote control of the transceiver functions. 
» Used for transceive operation with another Icom 
CI-V transceiver or receiver. 


© SEND CONTROL JACK [SEND] (p. 17) 
Goes to ground while transmitting to control exter- 
nal equipment such as a linear amplifier. 
¢Max. control level: 16 V DC/0.5 A 
CAUTION: Be sure the linear amplifiers keying cir- 
cuit control voltage is compatible to the IC-746PRO, 


before connecting to [SEND]. 


© ALC INPUT JACK [ALC] (p. 17) 
Connects to the ALC output jack of a non-Icom lin- 
ear amplifier. 


@ ACCESSORY SOCKET 2 [ACC(2)] 

@ ACCESSORY SOCKET 1 [ACC(1)] 
Enables connection of external equipment such as 
a linear amplifier, an automatic antenna selector/ 
tuner, TNC for data communications, etc. 
¢See p. 8 for socket information. 


@® STRAIGHT KEY JACK [KEY] (p. 14) 
Accepts a straight key or external electronic keyer 
with 1% inch standard plug. 
*[ELEC-KEY] on the front panel can be used for a straight 
key or external electronic keyer. Deactivate the internal 
electronic keyer in keyer set mode. (p. 34) 


@® TUNER CONTROL SOCKET [TUNER] 
(pgs. 15, 77) 
Accepts the control cable from an optional AH-4 
HF/50 MHz AUTOMATIC ANTENNA TUNER. 


y \f you use an external electronic keyer, make 
4% sure the voltage retained by the keyer is less 
4% than 0.4 V when the key is ON. 


@® CALIBRATION POT [CAL] (p. 94) 
This is used for frequency calibration. 
¢The transceiver has been adjusted and calibrated thor- 
oughly at the factory. Under normal circumstances, the 
frequency does not need to be re-calibrated. 


@® GROUND TERMINAL [GND] (pgs. 13, 14) 
Connect this terminal to a ground to prevent electri- 
cal shocks, TVI, BCI and other problems. 
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© DATA SOCKET 
DATA PIN No.) NAME DESCRIPTION 
1 DATAIN  |Input terminal for data transmit. (1200 bps: AFSK/9600 bps: G3RUH, GMSk) 
2 GND Common ground for DATA IN, DATA OUT and AF OUT. 
3 PTT P  |PTT terminal for packet operation. Connect ground to transmit data. 
4  |DATA OUT | Data out terminal for 9600 bps operation only. 
5 AF OUT | Data out terminal for 1200 bps operation only. 
Squelch out terminal. Becomes high (+8 V) when the transceiver receives a signal 
which opens the squelch. 
Rear panel view) 6 P SQL _|¢To avoid unnecessary TNC transmission, connect squelch to the TNC to inhibit trans- 
mission when receiving signals. 
¢Keep audio output at a normal level, otherwise a “P SQL’ signal will not be output. 
© ACC SOCKETS 
ACC (1) PIN No.) NAME DESCRIPTION SPECIFICATIONS 
“High” level : More than 2.4 V 
1 RTTY | Controls RTTY keying “Low” level : Less than 0.6 V 
Output current : Less than 2 mA 
2 GND | Connects to ground. Connected in parallel with ACC(2) pin 2. 
F Ground level :-0.5 V to 0.8 V 
Input/output pin. (HF/50 MHz only) : 
3 |HSEND| Goes to ground when transmitting. SUID EE Carent 5 peso ween ee Tun 
Whandrotinded: tranemits Input current (Tx) : Less than 200 mA 
5 g Connected in parallel with ACC(2) pin 3. 
@ ) 4 MOD Modulator input. Input impedance :10kQ 
WM LF Connects to a modulator. Input level : Approx. 100 mV rms 
ea 
ag Getector OUIpUt. ,,.., |Output impedance : 4.7 kQ 
5 AF | Fixed, regardless of [AF] position in i 
: 2 Output level : 100-300 mV rms 
Rear panel view default settings. (see notes below) 
6 SQLS Squelch output. SQL open : Less than 0.3 V/5 mA 
Goes to ground when squelch opens. | SQL closed : More than 6.0 V/100 pA 
. Output current :Max.1A 
7 | 18.8 V/13.8 V output when power is ON. | Gnnected in parallel with ACC(2) pin 7. 
Control voltage :-4Vto0OV 
8 ALC |ALC voltage input. Input impedance — : More than 10 kQ 
Connected in parallel with ACC(2) pin 5. 
ACC (2) PIN No.) NAME DESCRIPTION SPECIFICATIONS 
Output voltage :8V+0.3V 
: By. Megulated' Sv Output Output current : Less than 10 mA 
GND Same as ACC(1) pin 2. 
5 HSEND Same as ACC(1) pin 3. 
@ 8 Band voltage output. . 
wD ic 4 |BAND (Varies with amateur band) Output voltage :0to8.0V 
Ce 5 ALC Same as ACC (1) pin 8. 
Bear panchview Input/output pin (144 MHz only) Ground level :-0.5 V to +0.8 V 
P 6 |VSEND| Goes to ground when transmitting. | Output current : Less than 20 mA 
When grounded, transmits. Input current (Tx) : Less than 200 mA 
7 (13.8V Same as ACC(1) pin 7. 


1 PANEL DESCRIPTION 


m@ LCD display 


| Gap (Tune) DYao LSBUSBCW-RTTY- RAMFM && 


t f1i1- 11 ot i 


"08 Cres. cece 


ME Rh Rhea eR ag ec Nt ri Peasy sO mete, TSIEN asta 


tt 


MG 


RIT ATX (BLANK }<—_—_® 


Raat A AA VEOR: f] AG Hs <i —$ 
? a SEL- 
swrameememmenneee: CPCI vevoll O0 c1—o 
NN oT ee ee 
@e———- vox @BK-IN P.AMPATT AGC-OFF SPLIT DUP-- EXNOTCH: FILTER: 
@@ GMs orcs tsa. xR maa > © 


@——comP MONI 


@ FREQUENCY READOUTS 
Shows the operating frequency. 


@ MULTI-FUNCTION METER INDICATION 
=» Shows receiving signal strength, etc. during re- 
ceive. 
=» Shows transmit output power, ALC and SWR dur- 
ing transmit. 


© VOX INDICATOR (p. 55) 
Appears when the VOX function is activated. 


@ MICROPHONE COMPRESSOR INDICATOR (p. 58) 
Appears when the microphone compressor is acti- 
vated. 


© MULTI-FUNCTION SWITCH INDICATOR (p. 11) 
Indicates the functions assigned to the multi-func- 
tion switches ([F1]-[F5]). 


@ DSP FILTER INDICATOR (p. 50) 
Shows the selected IF filter. 


@ MEMORY CHANNEL READOUTS (p. 62) 
Shows the selected memory channel. 


© SELECT MEMORY CHANNEL INDICATOR (p. 72) 
Appears when the selected memory channel is set 
as a select memory channel. 


© BLANK MEMORY INDICATOR (p. 62) 
Appears when the selected memory channel is 
blank. 


@ 1% TUNING DIAL SPEED INDICATOR (p. 21) 
Appears when the tuning dial speed is set so that 
one rotation is equal to 1% of the normal rotation. 


@ VOICE SQUELCH CONTROL INDICATOR (p. 54) 
Appears during VSC (Voice Squelch Control) func- 
tion is activated. 


@® MODE INDICATORS (p. 23) 
Shows the selected operating mode. 
°“@)’ appears when SSB data, AM data or FM data mode 
is selected. 


@® ANTENNA INDICATOR (p. 75) 
Indicates which antenna connector is used for 
HF/50 MHz. 


@® ANTENNA TUNER INDICATORS (pgs. 76, 77) 
“TUNE” appears when the antenna tuner is ON; 
“TUNE” appears and flashes during tuning. 
=» “EXT” appears when the optional AH-4 external 
antenna tuner is connected to [ANT 1]. 


@ LCD display (continued) 


PANEL DESCRIPTION 1 


® 


+20..+40. 


& Y @ DW LSBUSBCW-R1TY-RAMFM 


' F0-01-Ct 01 
'] or 9-05 fs 


= SL 


RIT ATX: (BLANK) 
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pay rage cope ermine rerey ene | 26) 
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@® BREAK-IN INDICATORS (p. 56) 
> “(3 BK-IN” appears when the full break-in function 
is activated. 
=» “BK-IN” appears when the semi break-in function 
is activated. 


@ MONITOR INDICATOR (p. 57) 
Appears when the monitor function is activated. 


@ PREAMP INDICATORS (p. 48) 
Appears when the preamp is activated. 


@® ATTENUATOR INDICATOR (p. 48) 
Appears when the attenuator is activated. 


@® AGC INDICATORS (p. 49) 
Shows the selected AGC time constant. 
°“@ for AGC fast; “00” for AGC middle; “&” for AGC 
slow; “-OFF” for AGC OFF. 


@ NOISE BLANKER INDICATOR (p. 51) 
Appears when the noise blanker is activated. 


@ DTCS INDICATOR (p. 43) 
Appears during DTCS operation. 


@ TONE SQUELCH INDICATORS 
=» “T” appears when the repeater tone is activated. 


(p. 44) 
=» “TSQL” appears during tone squelch operation. 


(p. 42) 


@® DUPLEX INDICATOR (p. 44) 
“DUP—” or “DUP+” appears during repeater opera- 
tion. 


@ NOISE REDUCTION INDICATOR (p. 53) 
Appears when the noise reduction is activated. 


@ NOTCH INDICATORS (p. 53) 
=» “NOTCH” appears when the manual notch func- 
tion is activated. 
=» “EJNOTCH” appears when the automatic notch 
function is activated. 


@ SPLIT INDICATOR (pgs. 59, 60) 
Appears during split operation. 


@ MEMORY INDICATOR (p. 62) 
Appears during memory mode. 


@ VFO INDICATORS (p. 20) 
Indicates whether VFO A or VFO B is selected. 


@ RIT/ATX INDICATORS (pgs. 48, 57) 
Appears during RIT or ATX operation and indicates 
the frequency offset. 


1 PANEL DESCRIPTION 


#@ Multi function switches 


©M1 FUNCTIONS 
During SSB operation 


During RTTY operation 


( Fi - F2 - = a F5 ) 


During AM operation 


sd (p. 49) 
-. Push momentarily to change the time 
constant of the AGC circuit. 
Push for 1 sec. to enter to the AGC set 
mode. 


DUPLEX (p. 44) 
» Push momentarily to select the duplex di- 
ed 


rection or turn the function OFF. 
e“DUP—” or “DUP+” indicator appears during 
duplex operation. 
Push for 1 sec. to turn the one-touch re- 
peater function ON/OFF. 


SPEECH COMPRESSOR (p. 58) 
=: ™>Push momentarily to turn the speech 
ia 


compressor function ON/OFF. 
e“COMP?” indicator appears when the speech 
compressor is ON. 
Push for 1 sec. to enter to the compres- 
sor set mode. 


Yq TUNING FUNCTION (p. 21) 
Push to turn the % tuning function 


ZS ON/OFF 


“Rh ’ indicator appears when the 14 tuning 
function is ON. 


TRANSMISSION BANDWIDTH (p. 58) 
: Push to select the transmission bandwidth. 


Bandwidth is selectable from narrow, middle 
and wide. 


MEMORY KEYER MENU (p. 29) 
+ Push to select the memory keyer or keyer 
Send menu, depending on the EF}, 
“i Setting in the set mode (p. 86). 


RTTY MENU (p. 36) 


eT Push to select the RTTY menu. 


BAND SCOPE FUNCTION (p. 47) 
“ag Push to select the band scope screen. 
Es) 


© M2 FUNCTIONS 


SCAN MENU (p. 70) 


Push to select the scan menu. 


t 


MEMORY NAME MENU (p. 67) 
rixpq_ Push to select the memory name screen. 


SWR GRAPH FUNCTION (p. 61) 
“],jf: Push to indicate the SWR graph screen. 
Ce 


TONE CONTROL SET MODE (p. 89) 
.. Push to enter the audio tone set mode. 
Ts 


Vee FUNCTION (p. 54) 
ky Push to turn the VSC (Voice Squelch Con- 
Fe trol) function ON and OFF. 


PANEL DESCRIPTION 1 


@ Microphone (HN-36) 


oO 
eo. 
@ UP/DOWN SWITCHES [UP}]/[DN] @ PTT SWITCH 
Change the selected readout frequency or memory Push and hold to transmit; release to receive. 


channel. 

*Continuous pushing changes the frequency or memory 
channel number continuously. 

eWhile pushing [XFC], the transmit readout frequency can 
be controlled while in spilt frequency operation. 

¢The [UP]/[DN] switch can simulate a key paddle. Preset 
in the keyer set mode. (p. 34) 


eMICROPHONE CONNECTOR 
(Front panel view) 
[MIC] 
Main readout AF output Pin No. FUNCTION DESCRIPTION 
Val iee NAPHIEAL) @  |+8V DC output Max. 10 mA 
@ Microphone input — @ GND Frequency up Ground 
rae ‘e \ Vee cereneaseune) 2 Fr ncy down Ground through 470 Q 
@ +8 V DC output — & oe ¢+— © GND (PTT ground) ae = aoe 
PO3 oe Squelch open “Low” level 
@ Frequency up/down ai @® PTT ® Squelch closed “High” level 
@ Main readout squelch switch Y CAUTION: DO NOT sh 
Y short pin 2 to ground as this 
Y can damage the internal 8 V regulator. 
G NOTE: DC voltage is applied to pin 1 for micro- 
Y phone operation. Take care when using a non-lcom 
Y microphone. 
¢HM-36 SCHEMATIC DIAGRAM 
MICROPHONE MICROPHONE CABLE MICROPHONE PLUG 


a 


2k 
10 4700p 


MIC I ; 
ELEMENT | ji 


PIT [ RECEIVE 


rt TRANSMIT 


ma 2 


@ Unpacking 


After unpacking, immediately report any damage to the 
delivering carrier or dealer. Keep the shipping cartons. 


For a description and a diagram of accessory equip- 
ment included with the IC-746PRO, see ‘Supplied ac- 
cessories’ on p. ii of this manual. 


@ Selecting a location 


Select a location for the transceiver that allows ade- 
quate air circulation, free from extreme heat, cold, or 
vibrations, and away from TV sets, TV antenna ele- 
ments, radios and other electromagnetic sources. 


The base of the transceiver has an adjustable stand 
for desktop use. Set the stand to one of two angles de- 
pending on your operating conditions. 


@ Grounding 


To prevent electrical shock, television interference 
(TVI), broadcast interference (BCI) and other prob- 
lems, ground the transceiver through the GROUND 
terminal on the rear panel. 


For best results, connect a heavy gauge wire or strap 
to a long earth-sunk copper rod. Make the distance be- 
tween the [GND] terminal and ground as short as pos- 
sible. 


y A WARNING: NEVER connect the [GND] 


y terminal to a gas or electric pipe, since the connec- 
Z tion could cause an explosion or electric shock. 


\ 


77, 


TH (0 


(a 
225 OO ap @ 


INSTALLATION AND CONNECTIONS 


@ Antenna connection 


For radio communications, the antenna is of critical im- 
portance, along with output power and sensitivity. Se- 
lect antenna(s), such as a well-matched 50 Q antenna, 
and feedline. 1.5:1 or better of Voltage Standing Wave 
Ratio (VSWR) is recommended for your desired band. 
Of course, the transmission line should be a coaxial 
cable. 


When using 1 antenna, use the [ANT1] connector. 


4% CAUTION: Protect your transceiver from lightning 
Y by using a lightning arrestor. 


PL-259 CONNECTOR INSTALLATION EXAMPLE 


® 30 mm 


an Slide the coupling ring 
a down. Strip the cable 
>] jacket and soft solder. 


Coupling ring 10 mm (soft solder) 
® 10MM go Strip the cable as 
solder shown at left. Soft sol- 
ie der the center con- 
1-2mm ductor. 
solder cies 

Slide the connector 

¢) 9 S 
es cl body on and solder it. 
® Screw the coupling 


c=] pb ring onto the 
connector body. 


30mm=%in 10mm=%in 1-2mm= “ein 


Antenna SWR 

Each antenna is tuned for a specified frequency 
range and SWR may be increased out-of-range. 
When the SWR is higher than approx. 2.0:1, the 
transceiver’s power drops to protect the final transis- 
tor. In this case, an antenna tuner is useful to match 
the transceiver and antenna. Low SWR allows full 
power for transmitting even when using the antenna 
tuner. The IC-746PRO has an SWR meter to moni- 
tor the antenna SWR continuously. 


M@ Required connections 


¢ Front panel 


INSTALLATION AND CONNECTIONS 


CW KEY 


9 
ICOM _IC-746PRO 


HF/VHF TRANSCEIVER 


TRANSMIT 


PHONES 


ELEC-KEY ‘AF-2-RF/SOL 


7 = JT re 
Gies cp cp ica) 


OS 
XS = © 


A straight key can be used 


when the internal electronic 
keyer is turned OFF in keyer 
set mode. (p. 34) 


J 


J 


eRear panel 


144 MHz ANTENNA (pgs. 13, 75) 


Connect a VHF 
(60-144 MHz) 
antenna; 
impedance: 50 Q. 


( ANTENNA 1, 2 (pgs. 13, 75) 
[Example]: ANT1 for 1.8-18 MHz bands 
ANT2 for 21-50 MHz bands 


DC POWER SUPPLY 


PS-125 
(Optional) 


Use the heaviest gauge wire or 
strap available and make the 
connection as short as possible. 


Grounding prevents electrical 
shocks, TVI and other problems. 


S 


2 INSTALLATION AND CONNECTIONS 


@ Advanced connections 


¢Front panel 


9. 
ICOM _IC-746PRO 


HF/VHF TRANSCEIVER 


( HEADPHONES 


@leeias) 


=) 
NR : i HH = oO ist LOCK 
=) a 
fy 
SF 


Ft JT F2 Fa Fa FS 
OO 


TWIN PBT 
n 


The AFSK modulation signal 
can be input from [MIC]. (p. 78) 


eRear panel 


AH-4 (p. 77) 


AH-2b 


GY WNhen using the AH-4, it must 
Y 

Y be connected to the [ANT1] 
Y 


77 connector. 


ANTENNA 1, 2 (p. 17) 
Connects a linear amplifier, 


antenna selector, etc. 


Rann 


Z 
[SEND], [ALC] (p. 17) 
Used for connecting a 


[acc SOCKETS (pgs. 8, 78) 


[REMOTE] (p. 95) 
Used for computer control and transceive operation. 


non-Icom linear ampli- 


fier. 
Me 


S 


( [DATA] (p. 78) 


SP-21 
(optional) 


INSTALLATION AND CONNECTIONS 2 


m@ Power supply connections CAUTION: Before connecting the DC power 


cable, check the following important items. Make 

sure: 

¢The [POWER] switch is OFF. 

Output voltage of the power source is 12-15 V 
when you use a non-lcom power supply. 

¢DC power cable polarity is correct. 


Use an optional DC power supply with a 25 A capacity 
and above when operating the transceiver with AC 
power. Refer to the diagrams below. 


Red : positive ® terminal 
Black : negative © terminal 
CONNECTING PS-125 DC POWER SUPPLY 
PS-125 Transceiver 


te) 


ft Ol» fF 


Connect to an AC outlet socket » Cll 0. [| 


using the supplied AC cable. ——>+ ~\ OO oe °& L 


DC power cable 


CONNECTING A DC POWER SUPPLY 


Transceiver 
AC outlet A DC power supply 


13.8 V; at least 23 A 


Black Red socket 


cecem 0 UUW Fy 


o CU 0. 


QQeo ° | 


Supplied 
DC power cable 


AC cable 


30 A fuses 


CONNECTING A VEHICLE BATTERY 


EVER connect to NOTE: Use terminals for 
24 V battery. the cable connections. 


4 


@ red Crimp 


Supplied 


y 
DC power cable Se 
NEVER connect to a battery without supplied DC 


© black 


Y 


j 


2 tuses, otherwise a fire hazard may occur. 


WV 


2 


@ Linear amplifier connections 


INSTALLATION AND CONNECTIONS 


Use the [ANT1] connector when connecting a linear 


CONNECTING THE IC-PW1 amplifier. 


Remote control cable (supplied with the IC-PW1) 


To an 
antenna ACC(1) 


ACC cable (supplied with the IC-PW1) 


Coaxial cable 
(supplied with the IC-PW1) 


INPUT1 


Be sure to connect the cable 
to the 7-pin ACC(2) jack. 


EXCITER 


(seg 


Q000 


41 GND 
ot GND 
IC-PW1 
AC outlet ~ Ground Transceiver 
(Non-European versions: 100—120/220—240 V 
European version : 230 V) 


7% Turn OFF the transceiver’s antenna tuner while tuning the IC-PW1’s tuner. 


CONNECTING A NON-ICOM LINEAR AMPLIFIER 


50 Q coaxial cable y /\ WARNING: 


Y 

To an Y Set the transceiver output power and linear ampli- 
antenna i Y fier ALC output level referring to the linear amplifier 
ANT1 Y instruction manual. Be sure the linear amplifier key- 
-———- Transceiver | Y ing circuit control voltage is compatible with the IC- 

RF OUTPUT RF INPUT 39 il im > y 746PRO, before connecting to [SEND] jack. 
are al 0000 i i Z The ALC input level must be in the range 0 V to —-4 
SEND Ge, cw 0 A ead Y V, and the transceiver does not accept positive volt- 


Y age. Non-matched ALC and RF power settings 


Y d : : i 
Non-Icom linear amplifier SEND GH could cause a fire or ruin the linear amplifier. 


Y The specifications for the SEND relay are 16 V/DC 
G05 A. If this level is exceeded, a large external 


Y, relay must be used. 


@ External antenna tuner connections 


CONNECTING THE AH-4 
WY The AH-4 must be connected to [ANT1]. 


Long wire or optional AH-2b 
Coaxial cable (from AH-4) 


(g33) 


(000 


Control cable 


@ When first applying power (CPU resetting) 


Before first applying power, make sure all connections 
required for your system are complete by referring to 
Chapter 2. Then, reset the transceiver using the fol- 
lowing procedure. 


4% NOTE: When first applying power or when operat- 
Y ing in cold environments, the display may flicker or 
Y appear faint. This is normal and will disappear once 
%, the transceiver has warmed up. 


@ Make sure the transceiver power is OFF. 

(2) While pushing [M-CL] and [F-INP], push [POWER] 
for 1 sec. to turn power ON. 
¢The internal CPU is reset. 
¢The transceiver displays its initial VFO frequency when 

resetting is complete. 

@ Correct the set mode settings after resetting, if de- 

sired. 


Y Resetting CLEARS all programmed contents in 
ZG memory channels and returns programmed values 


“7 in set mode to default values. 


LQ 


Initial settings 


After resetting the transceiver, set controls and 
switches as shown in the figure below. 


[NR]: Max. CCW 


BASIC OPERATION 


[POWER] 


[F-INP] [M-CL] 


[NOTCH]: Max. CCW 


CW 
CCW 


: Clockwise 
: Counterclockwise 


° 
ICOM _IC-74)5PRO 


HF/VHF TRANSCEIVER 


TWIN PBT 
L 


ee) AS 


TRANSMIT 


[TRANSMIT]: OFF ——7—=8) 


PHONES 


ELEC-KEY 


¢ 
21 7) @ 8) Ge 9)/¢ 


eZ 
M-CH 


[AF]: Max. CCW 


Fr 


[RF/SQL]: 12 o’clock 


7 F2 Fa 
NU SSB CWRTTY 


: 2) 


[MIC GAIN]: Max. CCW 


00 0 


Wen = RFPWR = CW |TCH KEYSPEED NIP/ATT NB VOXIBKIN MONITOR 


[RF PWR]: Max. CCW 


[CW PITCH]: 12 o’clock 


RIT ATX CLEAR 


RIT/ATX 


[KEY SPEED]: Max. CCW 


3m 


3 __sBASIC OPERATION 


@ Selecting an operating band 


The transceiver has a triple band stacking register. 
This means that the last 3 operating frequencies and 
modes used on a particular band are automatically 
memorized. 


See the table below for a list of the bands available 
and the default settings for each register. 


Band keys 


REGISTER 2 


REGISTER 3 


1.910000 MHz CW 


1.915000 MHz CW 


3.560000 MHz LSB 


3.580000 MHz LSB 


7.060000 MHz LSB 


7.020000 MHz CW 


10.130000 MHz CW 


10.140000 MHz CW 


14.200000 MHz USB 
18.130000 MHz USB 


14.050000 MHz CW 
18.150000 MHz USB 


21.300000 MHz USB 


21.050000 MHz CW 


24.980000 MHz USB 


24.900000 MHz CW 


29.500000 MHz USB 


28.100000 MHz CW 


50.200000 MHz USB 


51.000000 MHz FM 


BAND REGISTER 1 
1.8 MHz 1.900000 MHz CW 
3.5 MHz 3.550000 MHz LSB 
7 MHz 7.050000 MHz LSB 
10 MHz 10.120000 MHz CW 
14 MHz 14.100000 MHz USB 
18 MHz 18.100000 MHz USB 
21 MHz 21.200000 MHz USB 
24 MHz 24.950000 MHz USB 
28 MHz 28.500000 MHz USB 
50 MHz 50.100000 MHz USB 
144 MHz 145.000000 MHz FM 
General 15.000000 MHz USB 


© Using the band stacking registers 


@ Push [14 5], then select a frequency and an operat- 
ing mode. 
¢Frequency and operating mode are memorized in the 
first band stacking register. 
(2)Push [14 5] again, then select another frequency 
and operating mode. 
¢This frequency and operating mode are memorized in 
the second band stacking register. 
(3)Push [14 5] again, then select another frequency 
and operating mode. 
¢This frequency and operating mode are memorized in 
the third band stacking register. 
eWhen a fourth frequency and operating mode are se- 
lected on a band, the first register set in step ©, is over- 
written. 


145.100000 MHz FM 


15.100000 MHz USB 15.200000 MHz USB 


[Example]: 14 MHz band 


145.200000 MHz FM 


18 1) (35 2) (7 3) 
} es 


© 4) Ds) 


21 7||24 8) (28 9 
[21 7) (24 8) (28 9) 


BASIC OPERATION 


@ Selecting VFO/memory mode 


VFO is an abbreviation of Variable Frequency Oscilla- 
tor, and is commonly referred to as a main tuning func- 
tion. The tuning dial is often called the “VFO knob.” 


Push [V/M] to switch between VFO and memory 
modes. 
¢Pushing [V/M] for 1 sec. transfers the contents of the se- 
lected memory channel to VFO mode (p. 65). 


@ VFO operation 


The transceiver has 2 VFOs and are called VFO A and 
VFO B. You can use the desired VFO to call up a fre- 
quency and operating mode for your operation. 


Selecting the VFO A/B 


Push [A/B] to switch between the VFOA and 
VFO B. 
¢“VFO A’ or “VFO B” appears. 


& VEO equalization 
» Push [A/B] for 1 sec. to equalize the undisplayed DY usB 
VFO condition to the displayed VFO. —_ = = =, 
*3 beeps sound when the VFO equalization is completed. t Zl l LJ t a t LJ t d t 
O60, OLOLscees 
Ss 1.6463.065004670069. +20. 2440. .+60 (BLANK) 
CONVENIENT oF ' é . ™ i cH 
i ochginnitivedsvipersdienebe ésiee os 
Use two VFOs as a quick memory 
When you find a new station, but you wish to continue 
searching, the Two VFO system can be used for quick mem- iL Push (4®) for 1 sec. 
ory storage. 
: F DY USB 
@ Push [A/B] for 1 sec. to store the displayed frequency into 
the undisplayed VFO. | He | é rg rg rg rg 
@Continue searching for stations. 66. OLIOLeLILd 
@Push [A/B] to retrieve the stored frequency. g Verde eBeeeToni 8s 120,440. «+60 (STANK) 
@To continue searching for a station, push [A/B] again. < tires zor an ne 100% ; t 
ALC VFOB 
BWR oe tse tess tesestat a cH 
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3 __sBASIC OPERATION 


@ Frequency setting 


The transceiver has several tuning methods for conve- 
nient frequency tuning. 


Tuning with the tuning dial Band keys 


(@® Push the desired band key on the keypad 1-3 
times. 
°3 different frequencies can be selected on each band 
with the band key. (p. 19) 
(2) Rotate the tuning dial to set the desired frequency. 


@ \f the dial lock function is activated, the lock indicator 
Y lights, and the tuning dial does not function. In this 
Z case, push [LOCK/SPCH] to deactivate the lock 
ZG function. (see p. 53 for details) 


© Quick tuning step 


The operating frequency can be changed in kHz steps 
(0.1, 1, 5, 9, 10, 12.5, 20 or 25 kHz selectable) for 
quick tuning. 


@ Push [SSB], [CW/RTTY] or [AM/FM] to select the 
desired operation mode. 

(2) Push [TS] momentarily to activate the quick tuning 
function. 
e“W” appears. 

(3) Push [TS] for 1 sec. to enter the tuning step set 
mode. 

@) Rotate the tuning dial to select the desired tuning 
step. 

(©) Push [TS] to exit the tuning step set mode. 


© % Tuning step function (SSB data, CW and RTTY only) 


While operating in SSB data/CW/RTTY, the /% function mY nem 
is available for critical tuning. Dial rotation is reduced to ay cay cay ae 
V4 of normal when the 1% function is in use. {4 AH Oui 
=» While {14 is selected with [MENU], push [F3 {.-<4] ged STG AO. MED a 
to toggle the 1% function ON and OFF. bys sees agrees ae 100% VFOA ' 
SW toe 5 yea aeIes - Oh 


VY, indicator 


© Auto tuning step function 
When rotating the tuning dial rapidly, the tuning step 
automatically changes several times as selected. 


@ Push [MENU] for 1 sec. to enter the set mode. 
@F Push [F14] or [F2 #] to select the { 


OR Rotate the tuning dial to select the function ON 
i) and 
: Approx. 5 times faster 

: Approx. 2 times faster 

: Auto tuning step is turned OFF. 
@ Push [MENU] to exit the set mode. 


Selecting the 1 Hz step 


The minimum tuning step of 1 Hz can be used for fine 
tuning. 


@ Push [TS] momentarily to turn the quick tuning step 
OFF 
e“w” disappears. 

(2) Push [TS] for 1 sec. to toggle the 1 Hz tuning step 
ON and OFF. 


© Band edge warning beep 


When selecting a frequency that lies outside of a 
band’s specified frequency range, a warning beep 
sounds. 


This function can be turned OFF in set mode, if de- 
sired. (p. 82) 


Frequency setting with the keypad 


The transceiver has a keypad for direct frequency 
entry as described below. 


@ Push [F-INP]. 
¢F-INP indicator lights 
(2) Input the desired frequency. 
¢ Input “e” (decimal point) between the MHz units and kHz 
units. 
@ Push [144 ENT] to enter the input frequency. 
¢To cancel the input, push [A/B] instead of [144 ENT]. 


BASIC OPERATION 


DY USB 
tos 09000 0157-. 
| 6. | Lt | “4. Lg Eber 
a sa 
i ai a 


1 Hz indicator 


Lights when keypad input is activated. 
Keypad ee 


3 


[EXAMPLE] 
14.025 MHz 
Push or) CIGAUS 
BY USB OY USB OY USB DY USB 
sul ul “aL mac mwnstcEecrnr 
cn oe ee a : 4 wes Pl owe ae 
706 kHz 
Push 21 7 18 6 144 ENT 
DY USB BY USB DY USB 
a”. 4 8 "7064 8786.88 
21.280 MHz — 21.245 MHz 
Push 35 2 145 144 ENT 
DY USB DY USB DY USB 
7 0 7 4 ILC 7 6 rs 
coos : % cog £.7g7 MP © ee toe 
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3 __sBASIC OPERATION 


@ Operating mode selection 


SSB (USB/LSB), SSB data (USB data/LSB data), CW, 
CW reverse (CW-R), RTTY, RTTY-R (RTTY reverse), 
AM, AM data, FM and FM data modes are available in 
the IC-746PRO. Select the desired operation mode as 
follows. 


To select a mode of operation, push the desired mode 
switch momentarily. Push the switch again to toggle 
between USB and LSB, CW/CW-R and RTTY/RTTY- 
R, AM and FM, if necessary. Push the switch for 1 sec. 
to toggle between CW and CW-R, RTTY and RTTY-R, 
or to select data mode, if necessary. 

See the diagram below right for the order of selection. 


Y Microphone signals are muted when data mode is 
4% selected. 


Selecting SSB mode 
Push [SSB] to select USB or LSB. 
*USB is selected first when above 10 MHz; or LSB is se- 
lected first when below 10 MHz operation. 
e After USB or LSB is selected, push [SSB] to toggle be- 
tween USB and LSB. 
eAfter USB or LSB is selected, push [SSB] for 1 sec. to 
select USB data or LSB data mode, respectively. 


Selecting CW/RTTY mode 
> Push [CW/RTTY] to select CW or RTTY. 
After CW/CW-R or RTTY/RTTY-R is selected, push 
[CW/RTTY] to toggle between CW and RTTY. 
eAfter CW or RTTY is selected, push [CW/RTTY] for 
1 sec. to toggle between CW and CW reverse, or, RTTY 
and RTTY reverse mode, respectively. 


¢Selecting AM/FM mode 
> Push [AM/FM] to select AM or FM. 
¢After AM or FM is selected, push [AM/FM] to toggle be- 
tween AM and FM mode. 
eAfter AM or FM is selected, push [AM/FM] for 1 sec. to 
select AM data or FM data mode, respectively. 


@ Volume setting 


» Rotate [AF] control to output a suitable audio level. 


AF-2-RF/SQL 


[SSB] [CW/RTTY] [AM/FM] 


SSB 
® USB ~~. > USB <-------- ~ LSB gcne-ce ® LSB 
CWI/RTTY 
CW-R CW f/s-------- ~|RTTY RTTY-R 
AM/FM 
OAM <__--- > AM ~<------- > FM 2-27 ® FM 


Push mode switch 
momentarily. 


Push mode switch 
for 1 sec. 


[AF] control 
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@ Squelch and receive (RF) sensitivity 


Adjusts the RF gain and squelch threshold level. The 

squelch removes noise output from the speaker 

(closed position) when no signal is received. 

¢The squelch is particularly effective for FM. It is also avail- 
able for other modes. 

¢The control can be set as the RF gain control only (squelch 
is fixed open) or squelch control (RF gain is fixed at maxi- 
mum) in set mode (p. 82). See below right. 

¢The 11 to 12 o’clock position is recommended for any set- 
ting of the [RF/SQL] control. 


OPERATION 


Can be used in all modes. 
Functions as noise squelch or S-meter 
squelch in AM and FM; S-meter 


SET MODE 


RF+SQL 
(default) 


squelch only in other modes. 


=» Operates as a squelch control. 


sal ¢RF gain is fixed at max. sensitivity. 
=» Operates as an RF gain control in 
SSB, CW and RTTY. 
AUTO *Squelch is fixed open. 


=» Operates as a squelch control in AM 
and FM. 
¢RF gain is fixed at max. sensitivity. 


Adjusting RF gain (Receive sensitivity) 

Normally, [RF/SQL] is set to the 11 o’clock position. 

Rotate [RF/SQL] to the 11 o’clock position for maxi- 

mum sensitivity. 

¢Rotating counterclockwise from the maximum position re- 
duces sensitivity. 

¢The S-meter indicates receive sensitivity. 


Adjusting squelch (Removing non-signal noise) 

Rotate [RF/SQL] clockwise when receiving no signal, 

until the noise just disappears. 

[RX] indicator light goes out. 

¢Rotating [RF/SQL] past the threshold point invokes the S- 
meter squelch— this allows you to set a minimum signal 
level needed to open the squelch. 


[RF/SQL] control 


eWhen setting as RF gain/squelch control 
Noise squelch (FM mode) 


as Recommended level 


Squelch i = 
open. et 
x . ae Maximum 
i RF gain 


RF gain ——__}, |; . 
adjustable 
range 


S-meter 
squelch 


eWhen functioning as RF gain control (Squelch is 
fixed open; SSB, CW, RTTY only) 


x 


Maximum 
RF gain 


Adjustable 
range 


Minimum RF gain y x 


eWhen functioning as squelch control (RF gain is 
fixed at maximum) 


Noise squelch Noise squelch (FM mode) 


threshold —— 
S-meter squelch 
(FM mode) a threshold 
Squelch is pine 
Bpan: squelch 


Deep 


Shallow 
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3 __sBASIC OPERATION 


@ Basic transmit operation 


Before transmitting, monitor your selected oper- 
ating frequency to make sure transmitting won’t 
cause interference to other stations on the same 
frequency. It’s good Amateur practice to listen 
first, and then, even if nothing is heard, ask “is 
the frequency in use” once or twice, before you 


begin operating on that frequency. 


© Transmitting 


Before transmitting, monitor your selected operating 
frequency to make sure transmitting won’t cause inter- 
ference to other stations on the same frequency. 


@ Push [TRANSMIT] or [PTT] (microphone) to trans- 
mit. 
¢The [TX] indicator lights red. 

(2) Push [TRANSMIT] again or release [PTT] (micro- 
phone) to return to receive. 


© Microphone gain adjustment 


Before transmitting, monitor your selected operating 
frequency to make sure transmitting won’t cause inter- 
ference to other stations on the same frequency. 


@ Push [PTT] (microphone) to transmit. 
¢Talk into the microphone at your normal voice level. 

(2) While talking into the microphone, rotate [MIC 
GAIN] so that the ALC meter reading doesn’t go 
outside the ALC zone (see right). 

(3) Release [PTT] (microphone) to return to receive. 


[TRANSMIT] [TX] indicator 


[MIC GAIN] [RF PWR] 


1...3...5...7...9. «+20. .+40..+60 


TERED 
rey ess Sees paris 


ALC idcusunaeaaaanninnil 
Pe 


ALC zone 
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@ Operating SSB 


@ Push a band key to select the desired band. 

@ Push [SSB] to select LSB or USB. 
«Below 10 MHz LSB is automatically selected; above 

10 MHz USB is automatically selected. 

(3) Rotate [AF] to set audio to a comfortable listening 
level. 

@ Rotate the tuning dial to tune a desired signal. 
¢S-meter indicates received signal strength. 

(©) Push [TRANSMIT] or [PTT] (microphone) to trans- 
mit. 
¢The TX indicator lights red. 

(©) Speak into the microphone at your normal voice 
level. 
¢ Adjust [MIC GAIN] at this step, if necessary. 

@ Push [TRANSMIT] or release [PTT] (microphone) to 
return to receive. 
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[TRANSMIT] 


[TX] indicator _ Band keys 


[MIC GAIN] [SSB] Tuning dial 
een or “USB” appears 
@yY =‘ LsBusB ) 
us ares rer 
606, OGL eees 
s 1 3 5.07009. +20. .4+40..+60 (BLANK) 
Po...... zor socttrteee 100% VFOA t 
Atc[ ] 
SWR ges pecceseguecessesesseees oS cx 


© Convenient functions for receive 


¢Preamp and attenuator (p. 48) 

» Push [P.AMP/ATT] several times to set the pre- 
amp OFF, preamp 1 ON or preamp 2 ON. 
¢“PAMP@,” “P.AMP@®” or “P.AMP” appears when the 

preamp 1, preamp 2 or preamp is set to ON, respec- 
tively. (depending on operating frequency band) 

> Push [P.AMP/ATT] for 1 sec. to set the attenuator 
ON. 
¢Push [P.AMP/ATT] momentarily to turn the attenuator 

OFF. 
e“ATT” appears when the attenuator is set to ON. 


¢Noise blanker (p. 51) 
> Push [NB] to turn the noise blanker ON and OFF. 
e“NB” appears when the noise blanker is set to ON. 
¢Push [NB] for 1 sec. to enter noise blanker set mode. 


¢Noise reduction (p. 53) 
> Push [NR] to turn the noise reduction ON and OFF. 
¢Rotate [NR] control to adjust the noise reduction level. 
e“NR” appears when the noise reduction is set to ON. 


e Auto notch filter (p. 53) 
= Push [@3/NOTCH] to turn the auto or manual 
notch function ON and OFF. 
Rotate [NOTCH] control to set the attenuating fre- 
quency for manual notch operation. 


¢Twin PBT (passband tuning) (p. 52) 
=» Rotate [TWIN PBT] controls (inner/outer). 
¢Push [PBTC] to clear the settings. 


AGC (auto gain control) (p. 49) 

=» While is selected with [MENU], push 
[F1 ] several times to select AGC @, 
AGC @, AGC & or AGC OFF. 


eVSC (voice squelch control) (p. 54) 
=» While is selected with [MENU], push 
[F5 Er] to turn the VSC function ON and OFF. 
eThe VSC indicator appears when the voice squelch 
function is set to ON. 


© Convenient functions for transmit 
eSpeech compressor (p. 58) 


=» While #11 is selected with [MENU], push 
[F3 to turn the speech compressor ON and 
OFF. 
e“COMP” appears when the speech compressor is set 
to ON. 


VOX (voice operated transmit) (p. 55) 
Push [VOX/BK-IN] to turn the VOX function ON 
and OFF. 
¢“VOX” appears when the VOX function is set to ON. 


¢ Transmit quality monitor (p. 57) 
Push [MONITOR] to turn the monitor function ON 
and OFF. 
e“MONI” appears when the monitor function is set to 
ON. 


e Audio tone control (p. 89) 
=» While is selected with [MENU], push [F4 
TRH], select an item with [F1 4] and [F2 #] then 
rotate the tuning dial to adjust the audio tone. 


26 


27 


4 RECEIVE AND TRANSMIT 


@ Operating CW 


@ Push a band key to select the desired band. 
(2) Push [CW/RTTY] to select CW. 
eAfter CW mode is selected, push [CW/RTTY] for 1 sec. 
to toggle between CW and CW-R modes. 
(3) Rotate [AF] to set audio to a comfortable listening 
level. 
@) Rotate the tuning dial to simultaneously tune a de- 
sired signal and its side tone. 
¢S-meter indicates received signal strength. 
(©) Push [TRANSMIT] to transmit. 
¢The TX indicator lights red. 
© Use the electric keyer or paddle to key your CW sig- 
nals. 
¢The Po meter indicates transmitted CW signal strength. 
@ Adjust CW speed with [KEY SPEED]. 
Push [TRANSMIT] to return to receive. 


[TRANSMIT] 


[TX] indicator ie Band keys 


Tuning dial 


[KEY SPEED] pid or “CW-R” appears 
[ DY cw-! 
ns ararerers 
60, LOLs, cous 
s 1...3...5...7...9. .+20..+40..+60 (BLANK) 
bee mieiaerhs aoc 89 dana gaacerars 100% VFOA ' 
gee aaa wo Ics 


Convenient functions for receive 


ePreamp and attenuator (p. 48) 
= Push [P.AMP/ATT] several times to set the pre- 
amp OFF, preamp 1 ON or preamp 2 ON. 
¢“PAMP@,” “P.AMP@®” or “P.AMP” appears when the 
preamp 1, preamp 2 or preamp is set to ON, respec- 
tively. (depending on operating frequency band) 
> Push [P.AMP/ATT] for 1 sec. to set the attenuator 
ON. 
¢Push [P.AMP/ATT] momentarily to turn the attenuator 
OFF. 
e“ATT” appears when the attenuator is set to ON. 


¢Noise blanker (p. 51) 
> Push [NB] to turn the noise blanker ON and OFF. 
¢“NB” appears when the noise blanker is set to ON. 
Push [NB] for 1 sec. to enter noise blanker set mode. 


¢Noise reduction (p. 53) 
> Push [NR] to turn the noise reduction ON and 
OFF. 
¢Rotate [NR] control to adjust the noise reduction level. 
e“NR” appears when the noise reduction is set to ON. 


e Auto notch filter (p. 53) 
Push [Z3/NOTCH] to turn the auto or manual 
notch function ON and OFF. 
Rotate [NOTCH] control to set the attenuating fre- 
quency for manual notch operation. 


¢Twin PBT (passband tuning) (p. 52) 
=» Rotate [TWIN PBT] controls (inner/outer). 
¢Push [PBTC] to clear the settings. 


AGC (auto gain control) (p. 49) 

=» While is selected with [MENU], push 
[F1 ] several times to select AGC @, 
AGC @, AGC & or AGC OFF. 


(p. 21) 
is selected with [MENU], push 


i] to turn the 1% function ON and OFF. 


e14 function 
=» While 
[FS 1. 


© Convenient functions for transmit 
¢Break-in function (p. 56) 
> Push [VOX/BK-IN] several times to set the break- 


in OFF, semi break-in or full break-in. 
°“BK-IN” or “G@ BK-IN” appears when the semi break-in 


or full break-in is set to ON, respectively. 


© About CW reverse mode 


CW reverse mode receives CW signals with a reverse 
side CW carrier point like that of LSB and USB modes. 


Use when interfering signals are near a desired signal 
and you want to change the interference tone. 


@ Push [CW/RTTY] several times to select CW mode. 
@ Push [CW/RTTY] for 1 sec. to select CW or CW-R 
mode. 
¢Check the interfering tone. 


© About CW pitch control 


The received CW audio pitch and monitored CW audio 
can be adjusted to suit your preference (300 to 900 Hz 
in 25 Hz steps) without changing the operating fre- 
quency. 


¢ About keying speed 


The transceiver’s internal electronic keyer speed can 

be adjusted from 6 to 60 wpm. 

=» Rotate [KEY SPEED] clockwise to increase keying 
speed; counterclockwise to decrease keying speed. 


© CW side tone function 


When the transceiver is in the receive condition (and 
the break-in function is OFF— p. 56) you can listen to 
the tone of your CW signal without actually transmit- 
ting. This allows you to match your transmit signal ex- 
actly to another station’s. This also convenient for CW 
practice. CW side tone level can be adjusted in keyer 
set mode (p. 33). 
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Push for 1 sec. 


CW/RTTY 


Interference Desired signal Interference Desired signal 
CW mode (LSB side) CW-R mode (USB side) 


A, 000000 


[KEY SPEED] 
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4 RECEIVE AND TRANSMIT 


@ Electronic keyer functions 


The transceiver has a number of convenient functions 
for the electronic keyer that can be accessed from the 
memory keyer menu. 


@ Push [CW/RTTY] to select CW mode. 

(2) Push [MENU] to select f44 

(3) Push [F4 “] to select the memory keyer menu. 
eThe selectable menu can be changed with the keyer 

send menu in the set mode. (p. 87) 

@) Push one of the multi-function keys ([F1] to [F5]) to 
select an item in the memory keyer menu. See the 
diagram below. 


¢Push [MENU] to return to the previous indication. [MENU] [CW/RTTY] 
© IN CW MODE 
DY ei ¢ Keyer send menu (p. 30) 
=, ay ain «wT a, =m, 
1I~rnne ris : | 
—_ —_ ee 4 
L Uf cee - M4 — i 
s 104636665 00070069. 2 +20. .440. .+60 (BLANK) 
PO 122 oss go eee i00% VFOA F3 F4 [Fs ) 
ALCL, J i] 
ee eee rere 3 cH 
P.AMP AGC FILTER 
o 


¢ Edit menu (p. 31) 


¢ Contest number set mode (p. 32) 


ee eee) ee) 


i 
mrs ed 


EHEHEEHEHE EERE ERE eee See 


Came eee eee 


eueuuuan 
f Push [MENU] 


¢ Memory keyer menu v Push 


[F4] 


¢ Keyer set mode (p. 33) 
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© Memory keyer send menu 


Pre-set characters can be sent using the keyer send 
menu. Contents of the memory keyer are set using the 
edit menu. 


¢ Transmitting 


@ While F141 is selected in CW mode, push [F4 } 
to select the memory keyer menu. 
(2) Push [F2 *}.4"] to select the keyer send menu. 
@ Push [TRANSMIT] to set the transceiver to trans- 
mit, or set the break-in function ON (p. 56). 
(4) Push one of the function keys ([F1] to [F4]) to send 
the contents of the memory keyer. 
¢Pushing a function key for 1 sec. repeatedly sends the 
contents; push any function key to cancel the transmis- 
sion. 
¢The contest number counter, above [F5], is incremented 
each time the contents are sent. 
¢Push [F5] to reduce the contact number count by 1 when 
resending contents to unanswered calls. 
y For your information 
4% \Nhen an external keypad is connected to the 
ZY pin 3 and pin 7 of the [MIC] connector, the pro- 
Y grammed contents, Mi—M4, can be transmitted 
ZG without selecting the keyer send menu. 
Y See p. 87 for details. 


(5) Push [MENU] 2 times to return to }*/4. 


M1 send indication 


Ls) 


Repeat send indication 


Li Repeat indicators 


M8 send indication 
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s (BLANK) 
La Bertie eerie Botte tte 100% VFOA t 
atc[ J i 
s 
Osun patigiesatas iuuauayiagie dees a CH 
P,AMP AGC FILTER 
iM] 


M2 send indication 


(ae 


M2 send indication 


Count up trigger I LL Counter 


indicator 


M4 send indication 
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© Editing a memory keyer 


The contents of the memory keyer memories can be 
set using the memory keyer edit menu. The memory 
keyer can memorize and re-transmit 4 CW key codes 
for often-used CW sentences, contact numbers, etc. 
Total capacity of the memory keyer is 50 characters 
per memory channel. 


¢Programming contents 


@ Push [MENU] to select f'}1, then push [F4 i: 
select the memory keyer menu. 

(2) Push [F3 “] to select edit menu. 
*Memory keyer contents of the Channel 1 (f11) is indi- 

cated. 

¢Push [F5] to manually increment the contest number. 

(3) Push [F1] to select the desired memory keyer chan- 
nel to be edited. 

@ Input the desired character by rotating the tuning 
dial or by pushing the keypad for number input. 

¢ Selectable characters (with the tuning dial); 


NOTE: 

“” ig used to transmit a following word with no 

space such as ar. Put “~” before a text string 

such as “AR, and the string “AR” is sent with no 
pace. 

“” is used to insert the CW contact number. The 

contact number automatically increments by 1. 

This function is only available for one memory 

keyer channel at a time. Memory keyer channel 

4, M2 used “+” by default. 


RAGA MM 


(5) Push [F2 4] or [F3 i] to move the cursor back- 
wards or forwards, respectively. 

© Repeat steps @) and ©) to input the desired charac- 
ters. 

@ Push [MENU] 2 times to return to f*#4. 


Pre-programmed contents 
CH Contents 


¢ Edit menu 


s 
Po...... aor soctt ttt 100% VFOA fi 
ALc[, ] i 
SWR 
Laegmeegaass’ gulosretuieeens 66 CH 
P.AMP AGC FILTER 
iM] 


Fi. 


ail 
Ny 
au) 
wo 


| | F4 | | Fs) 


| 


| Move cursor left/right | Input space 
Clear character 


Select M1 to M4 


¥ M2 default indication 


When inputting an asterisk, 
the counter is incremented by 1. 


¥ M8 default indication 


¥ M4 default indication 


Example display— when inputting QSL TU 
DE JA3YUA TEST into M3. 


© Contest number set mode 


This menu is used to set the contest (serial) number 
and count up trigger, etc. 


¢Setting contents 


@ Push [MENU] to select f41, then push [F4 |: 
select the memory keyer menu. 

@ Push [F4 } ] to enter the contest number set 
mode. 


] to 


@ Set the desired condition using the tuning dial. 
¢Push [F3] for 1 sec. to select a default condition or value. 


(5) Push [MENU] 2 times to return to }*/4. 
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10643.06500.70669. +20. .4+40. +60 
s BLANK 
Po...... onceteee Boerne ed 400% VFOA t 
ALC ] i 
SWR 
| egeing were: pad eieeeeeee at 06 CH 


Fi F2 F3 Fa F5 
( LI LI ia 


Set item up/down 


lis 


This item sets the numbering system used for contact 
(serial) numbers— normal or morse cut numbers. 


: Does not use morse cut number 
(default) 

: Sets 1 as A, 9as N and O as O. 

: Sets 1 as A, 9 as N and O as T. 

: Sets 9 as N and O as O. 

: Sets 9 as N and OasT. 


2.5 a 

This selects which of the four memory slots will have 
the contest serial number exchange. The count up 
trigger allows the serial number to e automatically in- 
cremented after each complete serial number ex- 


change is sent. 
M1, M2, M3 and M4 can be set. (default: M2) 


3. Preaerh Mi 

This item shows the current number for the count up 

trigger channel set above. 

¢Rotate the tuning dial to change the number, or push 
[F3: ‘| for 1 sec. to reset the current number to 001. 
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© Keyer set mode 


This set mode is used to set the CW side tone, mem- 
ory keyer repeat time, dash weight, paddle specifica- 
tions, keyer type, etc. 


¢Setting contents 


@ Push [MENU] to select f'41, then push [F4 kf", DY ea 
select the memory keyer menu. =, — <<.) — =) =, 
® Push [F5 SETI to sele 23°9nnc Mr 
(3) Push [F1.&] or [F2 *] to select the desired set item. £ I. ag “gj —/, “go “go 
@) Set the desired condition using the tuning dial. 3 i aaa es aia 
*Push [F3] for 1 sec. to select a default condition or value. cl se VFOA ‘ 
6) Push [MENU] 2 times to return to rit : cote statiacty ererrerrre erry oo . Vcu 
P.AMP ote FILTER 


Set item up/down 


This item sets the CW side tone output level. 
°0 to 100% in 1% steps can be selected. 


zs te PRLEE EI bes a bii als 
This item sets the CW side tone level limit. When the 
[AF] control is rotated above a specified level, the CW 

side tone does not increase. 


CW side tone level is limited. (default) 
CW side tone level is not limited. 


3. fet 


When sending CW using the repeat timer, this item | 


sets the time between transmission. 
¢1 to 60 sec. in 1 sec. steps can be selected. 


¢1:1:2.8 to 1:1:4.5 (in 0.12 steps) can be selected. 


Keying weight example: Morse code “kK” 


DOT (fixed*) 
Weight setting: DASH | DASH | 
1:1:3 (default) 
Weight setting: j *SPACE and DOT length can be 
Adjusted _| _ ‘....1.. adjusted with [KEY SPEED] only. 
Adjustable range Fr SPACE (fixed*) 
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4 


This item sets the envelop time period which the out- 


put power becomes the set transmit power. 
¢2, 4, 6 or 8 msec. can be selected. 


e About rise time 


TX 
Key action 
Rx ! 


= See 


Tx output power | -._.__-- i__f_1._____ Set Tx power level 


: f Time 
Rise time 


This item sets the paddle polarity. 
Normal and reverse polarity can be selected. 


7.4 


This item selects the keyer type for [ELEC-KEY] con- 
nector on the front panel. 
eELEC-KEY, BUG KEY and Straight key can be selected. 


This item allows you to set the microphone [UP]/[DN] 
keys to be used as a paddle. 


[UP]/[DN] switches can be used for CW. 
[UP]/[DN] switches cannot be used for 
CW. 


NOTE: When “fi?” is selected, the frequency and 
memory channel cannot be changed using 
the [UP]/[DN] switches. 
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@ Operating RTTY (FSK) 


Before operating RTTY, be sure to consult the manual 
that comes with your TNC. 


@ Push a band key to select the desired band. 

(2) Push [CW/RTTY] several times to select RTTY. 
eAfter RTTY mode is selected, push [CW/RTTY] for 

1 sec. to toggle RTTY and RTTY-R modes. 

(3) Rotate [AF] to set audio to a comfortable listening 
level. 

@) Rotate the tuning dial to tune a desired signal. 
¢S-meter indicates received signal strength. 
elf the received signal cannot be demodulated, try select- 

ing RTTY-R mode. 

(6) Push [TRANSMIT] to set the transceiver to the 
transmit condition or transmit a SEND signal from 
your TNC. 
¢The TX indicator lights red. 
¢The Po meter indicates transmitted RTTY signal strength. 

© Operate the connected PC or TNC (TU) to transmit 
RTTY (FSKk) signals. 
¢ Adjust [MIC GAIN] at this step, if necessary. 

@ Push [TRANSMIT] to return to receive. 


[TRANSMIT] 


[TX] indicator _ Band keys 


[CW/RTTY] 
“RTTY” or “RTTY-R” appears J 


Tuning dial 


s BLANK 
PO sessing aeaeens gy ona e eee 160% vEGn 1 
ALe[ ] 
swR bcu 
rege gers grcesstesenesees _ 


© Convenient functions for receive 


¢Preamp and attenuator (p. 48) 

Push [P.AAMP/ATT] several times to set the pre- 
amp OFF, preamp 1 ON or preamp 2 ON. 
¢“PAMP@,” “P.AMP@” or “P.AMP” appears when the 

preamp 1, preamp 2 or preamp is set to ON, respec- 
tively. (depending on operating frequency band) 

> Push [P.AMP/ATT] for 1 sec. to set the attenuator 
ON. 
ePush [P.AMP/ATT] momentarily to turn the attenuator 

OFF. 
e“ATT” appears when the attenuator is set to ON. 


¢Noise blanker (p. 51) 
> Push [NB] to turn the noise blanker ON and OFF. 
¢“NB” appears when the noise blanker is set to ON. 
Push [NB] for 1 sec. to enter noise blanker set mode. 


¢Noise reduction (p. 53) 
Push [NR] to turn the noise reduction ON and 
OFF. 
¢Rotate [NR] control to adjust the noise reduction level. 
e“NR” appears when the noise reduction is set to ON. 


¢Twin PBT (passband tuning) (p. 52) 
=» Rotate [TWIN PBT] controls (inner/outer). 
¢Push [PBT C] to clear the settings. 


AGC (auto gain control) (p. 49) 

=» While is selected with [MENU], push 
[F1 £#%x"] several times to select AGC ®@, 

AGC @), AGC & or AGC OFF. 


¢% function (p. 21) 
=» While #11 is selected with [MENU], push 
[F3 {.-"<4] to turn the 1% function ON and OFF. 


© Convenient functions for transmit 


¢ Transmit quality monitor (p. 57) 
Push [MONITOR] to turn the monitor function ON 
and OFF. 
e“MONI” appears when the monitor function is set to 
ON. 


RECEIVE AND TRANSMIT 4 


MRTTY functions 


The transceiver has a number of convenient functions 
for the RTTY operation that can be accessed from the 
RTTY menu. 


@ Push [CW/RTTY] to select RTTY mode. 
@ Push [MENU] to select #14 
@ Push [F4 ] to select the RTTY menu. 

() Push one of the multi-function keys ([F2], [F4] or 
[F5]) to select an item in the RTTY menu. See the 
diagram below. 
¢Push [MENU] to return to the previous indication. 


[MENU] [CW/RTTY] 
¢ IN RTTY MODE 


s 
7 odes ee a Fo0% VFOA ' 
WH sot civ etendg tagavis iveees & Fou 
ee ae as Switches RTTY filter ON and OFF. 
ounumn x 
a 
F1 L[ F2 F3 ] Fa | | F5 . Push (FI F2 [ F3 Fa FS) 
Push [F4] | as 
° RTTY menu » Push .RTTY filter set mode (p. 37) 
ae a [F4] for 
| or TL. | = 1 sec, | 


Fd F2 F3 


(Fi F2 [ Fs | | F4 FS) 


Push [F2] | 
¢ RTTY decoder screen (p. 38) 


| 


© About RTTY reverse mode 


Received characters are occasionally garbled when 
the receive signal is reversed between MARK and 
Space. This reversal can be caused by incorrect TNC 
connections, setting, commands, etc. To receive re- 
versed RTTY signals correctly, select RTTY-R mode. 


Push °¢RTTY set mode (p. 39) 
[FS] 


F1 L[ F2 | F3 ] | Fa F5 Fi | F2 | F3 | Fa F5 


™ While RTTY mode is selected, push [CW/RTTY] Normal Reverse 
for 1 sec. to select the RTTY reverse mode. {70Hz | 2125Hz ! 1 9195Hz 1170 Hz 
e“RTTY-R” appears when the RTTY reverse mode is se- 
lected. 


¢Push [CW/RTTY] for 1 sec. again to select the normal 
RTTY mode. Space Mark BFO BFO Space Mark 
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ORTTY filter/Twin peak filter 


The transceiver has 5 RTTY filters in addition to nor- 
mal IF filters. The passband width can be selected 
from 1 kHz, 500 Hz, 350 Hz, 300 Hz and 250 Hz. 
When the RTTY filter is turned ON, the RTTY tuning 
meter can be used. 

Moreover, the twin peak filter changes the receive fre- 
quency response by boosting 2 particular frequencies 
(2125 and 2295 Hz) for better copying of desired 
RTTY signals. 


eRTTY filter and twin peak filter setting 


@ Push [CW/RTTY] to select RTTY mode. 
eAfter RTTY mode is selected, push [CW/RTTY] for 1 sec. 
to select RTTY-R mode. 
(2) Push [MENU] several times to select 1. 
(3) Push [F4 ] to select RTTY menu. 
@) Push [F4 § fi] to turn the RTTY filter ON and OFF. 
eWhen the RTTY filter is turned ON, the normal IF filter 
number indication (@, @ or &) disappears. 
(©) Push [F4 FT] for 1 sec. to enter RTTY filter set 
mode (see below). 


@) Rotate the tuning dial to select the RTTY filter width 
from 1 kHz, 500 Hz, 350 Hz, 300 Hz and 250 Hz. 
¢Push [F3] for 1 sec. to select a default value. 


¢The received audio volume may become greater when 
the twin peak filter is turned ON. 
() Rotate the tuning dial to turn the twin peak filter 
function ON and OFF. 
Push [MENU] 2 times to return to fj. 


*RTTY filter set mode 


s (BLANK) 
Po...... pores sottttttee 400% VFOA ' 
ALC [BNNCOOOOMNOOOOOMNE] 1 
SWR 
adi ins ANas dag Uanvepesiveents os cH 
P.AMP = AGC FILTER 
o 


F1 a F2 | F3 F4 F5 ) 


RTTY filter indicator 

ALC [mECOOOOmmO00ooman] 
<___ ———>> 

Rotate the tuning dial to the 

point where both sides of the 

dots appear equally. 


Push [F4] 


Disappears when the RTTY 
filter is turned OFF. 


This item sets the RTTY filter width. 
e250, 300, 350, 500 Hz and 1 kHz can be selected. 


2 "T 


This item turns the twin 


peak filter ON and OFF. 


© RTTY decoder 


The transceiver has an RTTY decoder for Baudot 
(mark freq.: 2125 Hz, shift freq.: 170 Hz, 45 bps). 


An external terminal unit (TU) or terminal node con- 
nector (TNC) is not necessary for receiving a Baudot 
signal. 


@ Push [CW/RTTY] to select RTTY mode. 
eAfter RTTY mode is selected, push [CW/RTTY] for 1 sec. 
to select RTTY-R mode. 
@ Push [MENU] several times to select F414. 
@ Push [F4 | to select RTTY menu. 
@ Push [F4 _] to turn the RTTY filter ON. 
The RTTY decoder does not function when the RTTY fil- 
ter is turned OFF. 
©) Push [F2 ™] to turn the RTTY decoder ON. 
¢*RTTY decoder screen appears. 
© Push [F2] to freeze the current screen. 
“00” appears while the function is in use. 
@ Push [F3] for 1 sec. to clear the displayed charac- 
ters. 
Push [MENU] to exit the RTTY decoder screen. 


¢Setting the decoder threshold level 


Adjust the RTTY decoder threshold level if some char- 
acters are displayed when no signal is received. 


@ Call up the RTTY decoder screen as described 
above. 
(2) Push [F1 

condition. 
@) Rotate the tuning dial to adjust the RTTY decoder 
threshold level. 
¢Push [F3] for 1 sec. to select the default condition. 
@ Push [MENU] to exit the RTTY decoder screen. 


F] to select the threshold level setting 


Y The number of line of text can be selected from 2 or 
ZY 3 in the display. The UnShift On Space (USOS) 
% function and new line code can be set in the RTTY 
4 set mode. (p. 39) 
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s (BLANK) 
FO! c sesengesentas so cct tte 100% VFOA ' 
ALc[ " ] i 
SWR 
Ssdsdgaarpeeseeys miayisisseuseten co CH 
P.AMP = AGC FILTER 
iM] 


F1 F2 F3 Fa FS 
Push [F2] | 


| 


Appears while the RTTY decoder screen is freezed 
with [F2] operation. 
Push [F3] to erase the displayed characters. 


F1 l|[ F2 | | F3 a F4 | | F5 


Threshold level indication 
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ORTTY set mode 


This set mode is used to set the mark and shift fre- 
quencies, keying type, decode USOS function, etc. 


¢Setting contents 

@ Push [MENU] to select f'41, then push [F4 } 
select the RTTY menu. 

(2) Push [F5 : 

@) Push [F1#] 

@) Set the desired condition using the tuning dial. 
¢Push [F3] for 1 sec. to select a default condition or value. 

(©) Push [MENU] 2 times to return to f*#4. 


Set item up/down 


1.5 


Sets the mark frequency for RTTY operation. 
©1275, 1615 and 2125 Hz are selectable. 


2. i fa fee 


Sets the shift frequency for RTTY operation. 
¢170, 200 and 425 Hz are selectable. 


Selects the keying polarity from normal and reverse. 


Key open/close = Mark/Space 
‘ Key open/close = Space/Mark 


4. Casey Les 
Turn the USOS (UnShift On Space) function ON/OFF 


Decode as letter code 
Decode as character code 


OD. [astute id LOL TEE 
Selects the new line code of the internal RTTY decoder. 
CR: Carriage Return; LF: Line Feed 


CR, LF and CR+LF 
CR+LF only 


6. Dasece TET 
Selects the number of the decoder indication from 2 
or 3 lines. 


@ Operating AM 


@ Push a band key to select the desired band. 

@ Push [AM/FM] to select AM. 

(3) Rotate [AF] to set audio to a comfortable listening 
level. 

@ Rotate the tuning dial to tune a desired signal. 
¢S-meter indicates received signal strength. 
¢The default tuning step for AM mode is 1 kHz; this can 

be changed using the tuning step program mode. (p. 21) 

©) Push [TRANSMIT] or [PTT] (microphone) to trans- 
mit. 
¢The TX indicator lights red. 

(©) Speak into the microphone at your normal voice 
level. 
¢ Adjust [MIC GAIN] at this step, if necessary. 

@ Push [TRANSMIT] or release [PTT] (microphone) to 
return to receive. 
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[TRANSMIT] 


[TX] indicator _ Band keys 


[MIC GAIN] [AM/FM] Tuning dial 
Appears 
DY oe + | 

Lert arera rire 
—ILIILILIL LOLs 

S| 3. 645...724.9..+20..+40..+60 (BLANK) 

Seas mp resoantt ar eon 1 

SWR ges pecceseguesessesesseees oS cx 


© Convenient functions for receive 


¢Preamp and attenuator (p. 48) 

» Push [P.AMP/ATT] several times to set the pre- 
amp OFF, preamp 1 ON or preamp 2 ON. 
¢“PAMP@,” “P.AMP@®” or “P.AMP” appears when the 

preamp 1, preamp 2 or preamp is set to ON, respec- 
tively. (depending on operating frequency band) 

> Push [P.AMP/ATT] for 1 sec. to set the attenuator 
ON. 
¢Push [P.AMP/ATT] momentarily to turn the attenuator 

OFF. 
e“ATT” appears when the attenuator is set to ON. 


¢Noise blanker (p. 51) 
> Push [NB] to turn the noise blanker ON and OFF. 
e“NB” appears when the noise blanker is set to ON. 
¢Push [NB] for 1 sec. to enter noise blanker set mode. 


¢Noise reduction (p. 53) 
> Push [NR] to turn the noise reduction ON and OFF. 
¢Rotate [NR] control to adjust the noise reduction level. 
e“NR’” appears when the noise reduction is set to ON. 


¢ Auto notch filter (p. 53) 
= Push [@3/NOTCH] to turn the auto or manual 
notch filter ON and OFF. 
Rotate [NOTCH] control to set the attenuating fre- 
quency for manual notch operation. 


elF shift (p. 52) 
=» Rotate [TWIN PBT] controls (inner only). 
¢Push [PBTC] to clear the settings. 


AGC (auto gain control) (p. 49) 

= While fii is selected with [MENU], push [F1 
] several times to select AGC @, AGC 
AGC & or AGC OFF. 


eVSC (voice squelch control) (p. 54) 
=» While is selected with [MENU], push 
[F5 Er] to turn the VSC function ON and OFF. 
¢The VSC indicator appears when the voice squelch 
function is set to ON. 


& Convenient functions for transmit 


eSpeech compressor (p. 58) 
=» While fii is selected with [MENU], push [F3 
rm to turn the speech compressor ON and 


OFF. 
¢“COMP” appears when the speech compressor is set 
to ON. 


VOX (voice operated transmit) (p. 55) 
Push [VOX/BK-IN] to turn the VOX function ON 
and OFF. 
¢“VOX” appears when the VOX function is set to ON. 


¢Transmit quality monitor (p. 57) 
> Push [MONITOR] to turn the monitor function ON 
and OFF. 
e“MONI” appears when the monitor function is set to 
ON. 


rotate the tuning dial to adjust the audio tone. 
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@ Operating FM 


@ Push a band key to select the desired band. 

(2) Push [AM/FM] to select FM. 

(3) Rotate [AF] to set audio to a comfortable listening 
level. 

@) Rotate the tuning dial to tune a desired signal. 
¢S-meter indicates received signal strength. 

(©) Push [TRANSMIT] or [PTT] (microphone) to trans- 
mit. 
¢The TX indicator lights red. 

© Speak into the microphone at your normal voice 
level. 
¢ Adjust [MIC GAIN] at this step, if necessary. 

@ Push [TRANSMIT] or release [PTT] (microphone) to 
return to receive. 


[TRANSMIT] 


[TX] indicator _" keys 


[MIC GAIN] [AM/FM] Tuning dial 


Appears | 


©} Convenient functions for receive 


¢Preamp and attenuator (p. 48) 
Push [P.AMP/ATT] several times to set the pre- 
amp OFF, preamp 1 ON or preamp 2 ON. 
°“P. AMP@&®,” “P.AMP®” or “P.AMP” appears when the 
preamp 1, preamp 2 or preamp is set to ON, respec- 
tively. (depending on operating frequency band) 
> Push [P.AMP/ATT] for 1 sec. to set the attenuator 
ON. 
¢Push [P.AMP/ATT] momentarily to turn the attenuator 
OFF. 
e“ATT” appears when the attenuator is set to ON. 


¢Noise blanker (p. 51) 
> Push [NB] to turn the noise blanker ON and OFF. 
e“NB” appears when the noise blanker is set to ON. 
¢Push [NB] for 1 sec. to enter noise blanker set mode. 


¢Noise reduction (p. 53) 
> Push [NR] to turn the noise reduction ON and OFF. 
¢Rotate [NR] control to adjust the noise reduction level. 
e“NR” appears when the noise reduction is set to ON. 


¢ Auto notch filter (p. 53) 
Push [EZ3/NOTCH] to turn the auto or manual 
notch filter ON and OFF. 
Rotate [NOTCH] control to set the attenuating fre- 
quency for manual notch operation. 


°VSC (voice squelch control) (p. 54) 
=» While is selected with [MENU], push 
[F5 i, to turn the VSC function ON and OFF. 
The VSC indicator appears when the voice squelch 
function is set to ON. 


© Convenient functions for transmit 


¢Speech compressor (p. 58) 
= While fii is selected with [MENU], push [F3 
to turn the speech compressor ON and 


OFF. 
¢“COMP’” appears when the speech compressor is set 
to ON. 


VOX (voice operated transmit) (p. 55) 
™ Push [VOX/BK-IN] to turn the VOX function ON 
and OFF. 
¢“VOX” appears when the VOX function is set to ON. 


¢Transmit quality monitor (p. 57) 
Push [MONITOR] to turn the monitor function ON 
and OFF. 
e“MONI” appears when the monitor function is set to 
ON. 


e Audio tone control (p. 89) 
ri is selected with [MENU], push [F4 
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© Tone squelch operation 


Tone squelch operation is a method of communica- DY ea 

tions using selective calling. Only received signals hav- wv-=a2 = = = ™ 

ing a matching tone will open the squelch. Before | Lt i E pa (| 1 HH | 

communicating using tone squelch, all members of 4 Ln fees “Lg, “go Li | 

your party must agree on the tone squelch frequency ries ey ERR (BLANK) 

to use. atc i me 

OW Aaah cp saestng tees tectaats sé cu 

@ Push [AM/FM] to select FM mode. PAM (fee FILTER 
: F TSQL a 

(2) Push [MENU] several times to select }*/1. |= 

@ Push [F4 Tri] several times to turn the tone 

squelch function ON. 


°“TSQL” appears 
() Push [F4 ° 
set mode. 
©) Push [F1 several times until * 
appears, if necessary. 
© Rotate the tuning dial to select the desired tone 
squelch frequency. 
¢Push [F3] for 1 sec. to select the default frequency. 
@ Push [MENU] to return to F414. 
Communicate in the usual manner. 


‘| for 1 sec. to enter tone frequency Ce as SE 


¢ Available tone squelch frequencies (Unit: Hz) 


67.0 | 85.4 | 107.2 | 136.5 | 165.5 | 186.2 | 210.7 | 254.1 
69.3 | 88.5 | 110.9 | 141.3 | 167.9 | 189.9 | 218.1 
71.9 | 91.5 | 114.8 | 146.2 | 171.3 | 192.8 | 225.7 
74.4 | 94.8 | 118.8 | 151.4 | 173.8 | 196.6 | 229.1 
77.0 | 97.4 | 123.0 | 156.7 | 177.3 | 199.5 | 233.6 
79.7 | 100.0 | 127.3 | 159.8 | 179.9 | 203.5 | 241.8 
82.5 | 103.5 | 131.8 | 162.2 | 183.5 | 206.5 | 250.3 
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© DTCS operation 

DTCS function is an another method of communica- 
tions using selective calling. Only received signals hav- 
ing a matching 3-digit code will open the squelch. 


@ Push [AM/FN] to select FM mode. 
(2) Push [MENU] several times to select 


(3) Push [F4 Tj] several times to turn the DTCS 
function ON. 
¢“DTCS” appears 

@ Push [F4 -4] for 1 sec. to enter tone frequency 
set mode. 

(©) Push [F1 Tr] several times until { 


appears, if necessary. 
© Rotate the tuning dial to select the desired DTCS 
code number and push [F5] to select the desired 
oo ie olallly. 
ii : Normal polarity is used for both transmit and 
receive. 
: : Normal polarity is used for transmit, reversed 
polarity is used for receive. 
i; : Reversed polarity is used for transmit, normal 
polarity is used for receive. 
* : Reversed polarity is used for both transmit 
and receive. 
¢Push [F3] for 1 sec. to select the default code and polar- 
ity. 
@) Push [MENU] to return to fii. 
Communicate in the usual manner. 


e Available tone codes 

023 | 072 | 152 | 244 | 311 | 412 | 466 | 631 
025 | 073 155 | 245 | 315 | 413 | 503 | 682 
026 | 074 156 | 246 | 325 | 423 | 506 | 654 
031 | 114 | 162 | 251 | 331 | 431 | 516 | 662 
032 | 115 | 165 | 252 | 332 | 432 | 523 | 664 
036 116 172 | 255 | 343 | 445 | 526 | 703 
043 | 122 | 174 | 261 | 346 | 446 | 532 | 712 
047 125 | 205 | 263 | 351 452 | 546 | 723 
051 131 212 | 265 | 356 | 454 | 565 | 731 
053 132 223 | 266 | 364 | 455 | 606 | 732 
054 | 134 | 225 | 271 | 365 | 462 | 612 | 734 
065 | 143 | 226 | 274 | 371 | 464 | 624 | 743 


071 145 | 243 | 306 | 411 | 465 | 627 | 754 


P BLANK 
1D ewer hanes seeae socct ttt 100% VFOA t 
ALC [ ] 
SWR 
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P.AMP _AGC FILTER 


DTCS 


Push [F4] for 1 seo. | 


F1 ag 2 | | F3 UW ah [ F5 


Select a code with the tuning dial. | 


Push [F5] to select the polarity 


@ Repeater operation 


A repeater amplifies received signals and retransmits 
them at a different frequency. When using a repeater, 
the transmit frequency is shifted from the receive fre- 
quency by an offset frequency. A repeater can be ac- 
cessed using split frequency operation with the shift 
frequency set to the repeater’s offset frequency. 


@ Push a band key to select the desired band. 

@ Push [A/B] to select VFO A. 

(3) Push [AM/FM] to select FM. 
¢Pushing [AM/FM] toggles between AM and FM. 

@ Rotate the tuning dial to set the repeater transmit 
frequency. 

(5) While {1}, is selected, push [F2 } 
to set the offset direction. 
¢“DUP—’ or “DUP+” appears 
°0.100 MHz for HF, 0.500 MHz for 50 MHz and 

0.600 MHz for 144 MHz band is set by default in set 
mode. (p. 83) 

© Push [F4 
°“T” appears. 
¢Set the tone frequency in tone frequency set mode in 

advance, if desired. (p. 45) 88.5 Hz is set by default. 
To transmit a 1750 Hz European repeater tone, 
push [F4 4] while transmitting. 

@ Communicate in the normal way. 


*] several times 


-{] to turn the repeater tone ON. 


© One-touch repeater function 


This function allows you to set repeater operation with 
push of one switch. 


To set the transceiver for repeater operation using 
the one-touch repeater function, follow the steps @) 
to @ as above, then push [F2 “] for 1 sec. 


Y Set the offset shift direction and frequency in ad- 
G vance (p. 83) as well as the tone frequency (see 
Zp. 45). 
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| Push [F2] for 1 sec. 


P.AMP _AGC ‘DUP-- FILTER 
re ‘ ' a 


Appears 
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¢ Transmit frequency monitor check 


You may be able to receive the other party’s transmit 
signal directly without having to go through a repeater. 
This function allows you to check this. 


=» While receiving, push and hold [XFC] to see if you 

can receive the other party’s transmit signal directly. 

eWhile holding [XFC], the offset direction and frequency 
are displayed on the multi-function switch indicator. 


© Repeater tone frequencies 


The transceiver’s repeater tone frequency is set to 
88.5 Hz by default. This can be changed if desired. 


@ While F441 -{] to turn the 
tone encoder ON. 
e“T” appears. 

(2) Push [F4 7% ] for 1 sec. to select the tone fre- 
quency set mode. 

@) Push [F1 Ti] several times to select ft; 


j :-, if necessary. 

@) Rotate the tuning dial to select the desired fre- 
quency. (see the table at right) 

(©) Push [MENU] to return to fii. 


© Storing a non standard repeater 


@ Turn the auto repeater function OFF in the set 
mode. (p. 84) 

(2) Push [AM/FM] to select FM mode. 

(3) Push [V/M], then [A/B] to select VFO A. 

(4) Rotate the tuning dial to set the repeater output fre- 
quency. 
*Set the tuning step if desired. 

(5) Push [A/B] to select VFO B. 

© Rotate the tuning dial to set the repeater input fre- 
quency. 

@ Push [A/B] to select VFO A. 

Push [SPLIT] to turn the split function ON. 

-{] to turn the previously set tone en- 


coder ON. 
Rotate [M-CH] to select the desired memory chan- 
nel. 


e“BLANK” appears when a blank channel is selected. 
() Push [MW] for 1 sec. to store the contents in the se- 
lected memory channel. 


e Available tone frequencies (Unit: Hz) 
67.0 | 85.4] 107.2 | 136.5 | 165.5 | 186.2 | 210.7 | 254.1 
69.3 | 88.5] 110.9 | 141.3 | 167.9 | 189.9 | 218.1 
71.9 | 91.5] 114.8 | 146.2 | 171.3 | 192.8 | 225.7 
74.4 | 94.8] 118.8 | 151.4 | 173.8 | 196.6 | 229.1 
77.0 | 97.4] 123.0 | 156.7 | 177.3 | 199.5 | 233.6 
79.7 | 100.0 | 127.3 | 159.8 | 179.9 | 203.5 | 241.8 
82.5 | 103.5 | 131.8 | 162.2 | 183.5 | 206.5 | 250.3 


[AM/FM] [SPLIT] [A/B] [M-CH] 


© Auto repeater function 


This function automatically activates the repeater set- 
tings (DUP- or DUP+ and/or tone encoder ON/OFF) 
when the operating frequency falls within the general 
repeater output frequency range and deactivates them 
when outside of the range. 


Set the auto repeater function ON-1 or ON-2 in set 
mode in advance (p. 84). When set ON-1 or ON-2, re- 
peater settings are automatically activated according 
to the table below. 


ON-1 automatically sets the duplex setting and ON-2 
automatically sets the duplex setting and tone encoder 
automatically. 


¢Frequency range and offset direction 


FREQUENCY RANGE DUPLEX DIRECTION 
145.200-145.495 MHz minus duplex 
146.610—146.995 MHz minus duplex 
147.000-147.395 MHz plus duplex 
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FUNCTIONS FOR RECEIVE 


@ Simple band scope 


The band scope function allows you to visually check 
signal conditions around a specified frequency. The IC- 
746PRO’s band scope function can be used in any op- 
erating mode and frequency band. Sweep indicator 


Band scope indicator + 
Frequency indicator mark 
Sweep step indicator 


INDICATOR 


DESCRIPTION 


Sweep 


While the band scope is “sweeping,” “i um” appears. Received 


audio is not emitted from the speaker while the band scope is “sweeping.” 


Band scope in- 


Indicates the relative strength of signals and their location in relation to the center (displayed) 
frequency. Signal strength is relative to the S-meter level, S1 to S9, with each vertical dot in the 


indicator mark 


dicator band scope indicator equal to one segment of the S-meter. Signal activity is measured +30 
steps from the center frequency with each step equal to the selected sweep step. 
After a sweep, indicates the relative position of the selected frequency. When the selected fre- 
Frequency 


quency is outside of the sweep range, “sz” or “g” indicator flashes. After changing the fre- 
quency, push [F3] for 1 sec. to automatically return to the center frequency. 


Sweep step 


Indicates the selected sweep step. 0.5, 1, 2, 5, 10, 20 and 25 kHz are selectable. Each dot of 
the band scope indication is approx. equal to the selected sweep step. 


The band scope measures receive signal conditions 
over a specified range on either side of a selected fre- 
quency in either VFO or memory modes. 


@® Rotate the tuning dial to tune a frequency. 
(2) While fi. is selected, push [F5 ° t 
band scope menu. 
¢Starts sweeping automatically with the previously se- | ] —/, g g Lg, i | Lt | 
lected sweeping step. gees 


(3) Push [F5 * 
sweep step. 


2 

¢During sweep, received signals cannot be heard. ae ie a 100% VFOA ' 
] several times to select the desired SUR ccgigdvig statcnig aseeeseateann od cx 
~°P.AMP age ; FILTER 


@) Push [F1] to start sweeping, then stop automatically 
after sweeping. 
¢Push [F1] for 1 sec. to start continuous sweeping. In this 
case, it is necessary to push [F1] to stop sweeping. 
*During sweep operation “; 


‘| to select the am: im, au. am 


ri?’ appears and received | 


signals cannot be heard. 

elf there is a lot of signal noise, turn the preamp OFF and Sweep start/stop Sweep step selection 
the attenuator ON to reduce the signal input level and 
improve the readability of the band scope. 


(©) When rotating the tuning dial and you finding a sig- 
nal you wish to communicate on, then just commu- 
nicate in the normal way. 
elf you want to return to the previous frequency (before 

rotating the tuning dial), push [F3] for 1 sec. 
elf the selected frequency is set outside of the sweeped 
range, “sl” or “is 


Sweep indicator 


flashes. 


© While receiving, if you want to update the band con- 
ditions, repeat steps 3) and @ as above. 


@ Preamp/Attenuator 


The preamp amplifies received signals in the front end 
circuit to improve the S/N ratio and sensitivity. Set this 
to preamp 1 or preamp 2 when receiving weak signals. 
The attenuator prevents a desired signal from distor- 
tion when very strong signals are near the desired fre- 
quency or when very strong electric fields, such as 
from broadcasting stations, are near your location. 
These can both set independently for each band. 


» Push [P.AMP/ATT] several times to set the preamp 
OFF, preamp 1 ON or preamp 2 ON. 
eWhen the preamp is ON, either “PAMP @&” or 
“P.AMP @” appears in the function display. 
When operating on the 144 MHz band, the preamp can 
only be set to ON or OFF only— there is no preamp 1 
and preamp 2. 


P.AMP. | Regular preamp, the most effective for 1.8 to 
a 21 MHz bands without IMD corruption. 
P.AMpP. | High-gain preamp, the most effective for 24 
@ | to 50 MHz bands. 
P.AMP Preamp activates for the VHF band (144 to 
. 146 MHz range; 108 to 174 for the USA version). 


> Push [P.AMP/ATT] for 1 sec. to set the attenuator ON. 
e“ATT” appears in the display when the function is set ON. 
¢Push [P.AMP/ATT] momentarily to set the attenuator OFF. 
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P.AMP/ATT 


Push (_) 


P.AMP/ATT 


Push (_) | | Push (_) for 1sec. 


P.AMP/ATT 


P.AMP/ATT P.AMP/ATT 


ATT 
ON 


Regarding the use of the “P.AMP @” 

The “P.AMP @?” is a high gain receive amplifier. When the 
“P.AMP ®” is used during times of strong electric fields, dis- 
tortion sometimes results. In such cases, use the trans- 
ceiver with the “P.AMP 1” or “P.AMP OFF” setting. 


The “P.AMP @’ is most effective when: 

eUsed on bands above 24 MHz and when electric fields are 
weak. 

*Receive sensitivity is insufficient during low gain, or while 
using a narrow band antenna (such as small loop, a Bever- 
age antenna or a short Yagi antenna, etc.) is used. 


BRIT function 


The RIT (Receive Increment Tuning) function compen- 
sates for off-frequencies of the communicating station. 
The function shifts the receive frequency up to 
+9.99 kHz in 10 Hz steps without moving the transmit 
frequency. 

*See € on p. 4 for function description. 


@ Push [RIT] to turn the RIT function ON and OFF. 
e“RIT” and the shifting frequency appear when the func- 
tion is ON. 
(2) Rotate the [RIT/ATX] control. 
Push [CLEAR] for 1 sec. to reset the RIT frequency. 
«Push [CLEAR] momentarily to reset the RIT frequency 
when the quick RIT clear function is ON. (p. 86) 
¢Push [RIT] for 1 sec. to add the shift frequency to the op- 
erating frequency. 


RIT monitor function 


When the RIT function is ON, pushing and holding 
[XFC] allows you to monitor the operating frequency 
directly (RIT is temporarily cancelled). 


[CLEAR] 


s eR 

© ocecesanccesces en se eeceees A a es ik 

atc[ 4 a 7 IC 1 iFOA ‘ 

BWA ces Sioa tcseesecthdsveshs a OIE F Fou 
Appears~ 
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@ AGC function 


The AGC (auto gain control) controls receiver gain to 
produce a constant audio output level even when the 
received signal strength is varied by fading, etc. 


The transceiver has 3 AGC characteristics (time con- 
stant; fast, mid, slow) for non-FM modes. 


% The FM mode AGC time constant is fixed as ‘FAST’ 
Y (0.1 sec.) and AGC time constant cannot be se- 
4G lected. 


Z 
Y 


© AGC speed selection 


] several times 
or AGC OFF. 


to select AGC @, AGC ), AGC 


Y “AGC OFF” appears when AGC time constant OFF 
Y is set with one of FAST, MID or SLOW setting in 
% AGC set mode. 


Setting the AGC time constant 


@ Select the desired mode other than FM mode. 

(2) While F441. is selected, push [F1 ™] for 1 sec. to 
enter AGC set mode. 

(3) Push one of [F2 rerzr], [F3 rites] or [F4 = 
lect the desired AGC speed to be set. 


] to se- 


eAn underline appears below the time constant indication. 
@) Rotate the tuning dial to set the desired time con- 
stant. 
*AGC time constant can be set between 0.1 to 8.0 sec. 
(depends on mode) or turned OFF. 


tively. 
(©) Select another mode other than FM. Repeat steps 
(3) and ©) if desired. 
(©) Push [MENU] to exit the AGC set mode. 


Selectable AGC time constant (unit: sec.) 
Mode Default Selectable AGC time constant 


0.3 (FAST) 
2.0 (MID) 


OFF, 0.1, 0.2, 0.3, 0.5, 0.8, 1.2, 1.6 


B 
2 2.0, 2.5, 3.0, 4.0, 5.0, 6.0 


OFF, 0.1, 0.2, 0.3, 0.5, 0.8, 1.2, 1.6 


ey 2.0, 2.5, 3.0, 4.0, 5.0, 6.0 


1.2 (SLOW) 


0.1 (FAST) 
0.5 (MID) 
1.2 (SLOW) 


3.0 (FAST) 


OFF, 0.1, 0.2, 0.3, 0.5, 0.8, 1.2, 1.6 
2.0, 2.5, 3.0, 4.0, 5.0, 6.0 


RTTY 


OFF, 0.3, 0.5, 0.8, 1.2, 1.6, 2.0, 2.5 


AM_ [5.0 (MID) 3.0, 4.0, 5.0, 6.0, 7.0, 8.0 
7.0 (SLOW) | 2 4:0 5-0: 6.0 7.0, 8. 
FM |0.1 (FAST) | Fixed 


[F1 | 
a : Medium AGC speed 
AGC : Slow AGC speed 
AGC : Fast AGC speed 
G 
AGC-OFF. Ac is not activated 
f DY USB 
a, a Rf 7, 
Gxt rari iit 
66, Oe eees 
1 BoeeSeeeZeee9e - +20. .+40..+60 
eae is ro 
SW dag dtta tig iiacaasat ins os cx 
P.AMP AGC FILTER 
o 


| Push [F1] for 1 sec. 


Appears under the selected AGC Selected mode 
speed’s time constant indication. 


¢ When AGC fast is selected 


F1 F2 | F3 F4 LL FS) 


Push [F2] for 1 sec. to select the default value in 
this case. 


@ IF filter selection 


The transceiver has 3 passband width IF filters for 
each mode. 


For SSB and CW modes, the passband width can be 
set within 50 to 3600 Hz in 50 or 100 Hz steps. A total 
of 41 passband widths are available. 


For RTTY mode, the passband width can be set within 
50 to 2700 Hz in 50 or 100 Hz steps. A total of 32 
passband widths are available. 


For AM and FM modes, the passband width is fixed 
and 3 passband widths are available independently. 


Y The filter selection is automatically memorized in 
% each mode. 


% The PBT shift frequencies are automatically memo- 
% tized in each filter. 


> IF filter selection 


@ Select the desired mode. 
@ For RTTY mode, turn OFF the RTTY filter. 
@ Push [FILTER] several times to select the IF filter 
@,Bo0 @. 
The selected passband width and filter number is dis- 
played in the LCD. 


Y By pushing [PBTC], the set filter passband width, 
ZB,” and shifting value “&” is indicated. 
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[FILTER] 


! FILTER , 
1 
1 


PMP = AGC 
o 


The selected filter width is indicated 
for approx. 1 sec. when [FILTER] is 


pushed. Filter selection 


¢ Filter passband width setting (SSB, CW and RTTY mode only) 


@ Select SSB, CW or RTTY mode. 
¢Passband widths for AM and FM modes are fixed and 
cannot be set. 
@ For RTTY mode, turn OFF the RTTY filter. 
@ Push [FILTER] for 1 sec. to enter filter set mode. 
@ Push [FILTER] several times to select the desired 
IF filter number. 
(8) While pushing [F1 4,i], rotate the tuning dial to set 
the desired passband width. 
¢In SSB and CW modes, the passband width can be set 
within the following range. 
50 to 500 Hz 50 Hz steps 
600 to 3600 Hz 100 Hz steps 
eIn RTTY mode, the passband width can be set within the 
following range. 
50 to 500 Hz 50 Hz steps 
600 to 2700 Hz 100 Hz steps 
¢Push [F-3] for 1 sec. to select the default value. 
©) Repeat steps @ to © if desired. 
@ Push [MENU] to exit the filter set mode. 


4 The PBT shift frequencies are cleared when the 
Y passband width is changed. 


GY This filter set mode screen graphically displays the 
Y PBT shift frequencies and CW pitch operations. 


¢ Filter set mode indication 


Shows the selected filter and passband width. 


¢ Indication while setting 


Reverses 


While pushing [F1 £4] 
passband width. 


Appears 


rotate the tuning dial to set 
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@ IF (DSP) filter shape 


The type of IF (DSP) filter shape for SSB and CW can 
be selected independently from soft and sharp. 


@ Push [SSB] or [CW/RTTY] to select SSB, CW or 
RTTY mode. 

(2) Select the filter set mode. 
¢Push [FILTER] for 1 sec. 
¢ Operating mode can be selected in this step. 

(3) Push [FILTER] several times to select the desired 
IF filter. 

@) Push the [F5] to select the filter shape from “: , 
and “: eo” 

(6) Push [MENU] to exit the set mode. 


@ Noise blanker 


The noise blanker eliminates pulse-type noise such as 
from car ignitions. The noise blanker is not available 
for FM mode. 


@ Push [NB] to turn the noise blanker ON. 
¢[NB] indicator appears. 
(2) Push [NB] for 1 sec. to enter the NB level set mode. 
(3) Rotate the tuning dial to adjust the noise blanker 
level. 
¢Noise blanker level is indicated with bar meter and digit 
in %,’ 
(4) Push [NB] to exit the noise blanker set mode. 
(5) Push [NB] to turn the noise blanker OFF. 
¢([NB] indicator disappears. 


G When using the noise blanker, received signals may 
4% be distorted if the noise blanker level setting has 
Y been too high. 


@ Meter peak hold function 


The S-meter has a peak level holding function. The 
peak level of the received signal strength is indicated 
for 0.5 sec. (approx.). This function can be deactivated 
in set mode if desired. (p. 82) 


Push [F5] 
| i 4 


[NB] 


“NB” appears while noise blanker is activated. 


P.AMP = AGC {- FILTER 
a © NB a 


Shows noise blanker level 


1...3...5...7 +40..+60 
po UTEETTHT uu 
ees Ca Rey ee nee eee eas F 
on : i 
i savgecgneasts qanilatearnesiees os cH 
P,AMP | AGC FILTER 
iM] 


Shows peak level for approx. 0.5 sec. 


Hi Twin PBT operation 


General PBT (Passband Tuning) function electronically 
narrows the IF passband width by shifting the IF fre- 
quency to slightly outside of the IF filter passband to 
reject interference. This transceiver uses the DSP cir- 
cuit for the PBT function. Moving both [TWIN PBT] 
controls to the same position shifts the IF. 


= The LCD shows the passband width and shift fre- 
quency graphically. 

» Push [FILTER] for 1 sec. to enter the filter set mode. 
Current passband width and shift frequency is dis- 
played in the filter set mode screen. 

=» To set the [TWIN PBT] controls to the center posi- 
tions, push [PBTC] for 1 sec. 


The variable range depends on the passband width 
and mode. The edge of the variable range is half of the 
passband width, and PBT is adjustable in 25 or 50 Hz 
steps. These controls function as an IF shift control 
while in AM mode and when the RTTY filter is turned 
ON. Only the inner control may function in this case. 
IF shift is adjustable in 20/40 Hz steps in RTTY (RTTY 
filter is turned ON) or 150/300/500 Hz steps in AM. 


¢[TWIN PBT] should normally be set to the center positions 
(PBT setting is cleared) when there is no interference. 
NOTE: In the “center” PBT position on CW, it it normal 
for the graphic display’s center line to be slightly to the 
left side of PBT envelope, if a CW filter selection of 
800 Hz or above is selected. 

When PBT is used, the audio tone may be changed. 

¢Not available for FM mode. 

eFor AM and RTTY (with RTTY filter ON) modes, 
[TWIN PBT] inner control only can be activated, and 
functions as an IF shift function. 

eWhile rotating [TWIN PBT], noise may occur. This comes 
from the DSP unit and does not indicate an equipment 
malfunction. 

¢By pushing [PBTC] momentarily indicates the passband 
width, “@,” and shifting value, “&§” of the filter being used. 


MMMAAAARAAAAANNOONNNN 
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[TWIN PBT] control 


Passband width and shifting value are 
indicated while [TWIN PBT] is operated. 


Appears when PBT is used. 


¢ Filter set mode indication 


Shows the selected filter and passband width. 


¢ Indication while PBT setting 


Appears when passband is shifted. 
*By pushing [PBTC] for 1 sec., the shifted value returns 
to the default setting, and the “dot” disappears. 


PBT OPERATION EXAMPLE 


Passband 


Center 


IF center frequency 


pass band 


interference desired signal inteference desired signal 


Passband IF shift 
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@ Noise reduction 


The noise reduction function reduces noise compo- 
nents and picks out desired signals which are buried 
in noise. The received signals are converted to digital 
signals and then the desired signals are separated 
from the noise. 


@ Push the [NR] switch to turn the noise reduction 
ON. 
e“NR’” appears. 

(2) Rotate the [NR] control to adjust the noise reduction 
level. 

(3) Push the [NR] switch to turn the noise reduction 
OFF. 
e“NR’” disappears. 


Y Deep rotation of the [NR] control results in audio sig- 
Z nal masking or distortion. Set the [NR] control for 
% 

Y maximum readability. 


7 
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@ Notch function 


This transceiver has auto and manual notch functions. 
The auto notch function automatically attenuates more 
than 3 beat tones, tuning signals, etc., even if they are 
moving. The manual notch can be set to attenuate a 
frequency via the [NOTCH] control. 


Push [E3/NOTCH] to toggle the notch function be- 
tween auto, manual and OFF in SSB and AM 
modes. 

> Push [EY/NOTCH] to turn the manual notch function 
ON and OFF in CW mode. 

> Push [€3/NOTCH] to turn the auto notch function ON 
and OFF in FM mode. 

*Set to attenuate a frequency for manual notch via the 
[NOTCH] control. 

¢“E3 NOTCH” appears when auto notch is in use. 

¢“NOTCH” appears when manual notch is in use. 


% WNhile operating the manual notch, noise may be 
GY heard. This comes from the DSP unit and does not 
4% indicate an equipment malfunction. 


@ Dial lock function 


The dial lock function prevents accidental changes 
caused by the tuning dial. 


> Push [LOCK/SPCH] to turn the dial lock function ON 
and OFF. 
¢“LOCK” indicator lights while the dial lock function is ac- 
tivated. 


[NR] [NR] 


P.AMP = AGC FILTER 
a iM] a 


Appears 


[GY/NOTCH] [NOTCH] 


P.AMP = AGC EXYNOTCH FILTER 
a iM] a 


Notch function indicators 


Lights while the dial lock function is activated. 


[LOCK/SPCH] 


@ Voice squelch control function 


This function is useful when you don’t want unmodu- 
lated signals. When the voice squelch control function 
is activated, the receiver checks received signals for 
voice components. 


If a receiver signal includes voice components, and the 
tone of the voice components changes within 1 sec., 
squelch opens. If the received signal includes no voice 
components or the tone of the voice components does 
not change within 1 sec., squelch closes. 


=» While ff is selected with [MENU], push [F5 i #3 
to switch the VSC (Voice Squelch Control) function 


ON and OFF. 
¢“VSC” appears when the function is activated. 


eThe VSC function activates for phone modes 
(SSB, AM and FM). 

¢The VSC function can also be used for scanning 
operation in AM or FM mode (p. 70). 


My 
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VSC indicator 


1000360050067 009. +20. .440..+60 
2 
Oi icveatign Scsanes Pee 100% VFOA ' 
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Push [F5] to turn the VSC function ON and OFF. 
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@ VOX function 


The VOX (Voice-Operated Transmission) function 
switches between transmit and receive with your voice. 
This function provides an opportunity to input log en- 
tries into your computer, etc., while operating. 


¢Using the VOX function 

@ Select a phone mode (SSB, AM, FM). 

(2) Push [VOX/BK-IN] to turn the VOX function ON or 
OFF. 


© Adjusting the VOX function 


® Select a phone mode (SSB, AM, FM). 

(2) Push [VOX/BK-IN] to turn VOX function ON. 

(3) Push [VOX/BK-IN] for 1 sec. to enter VOX set 
mode. 

@ Select the §, ‘r, item using [F1 &] or [F2 #]. 

©) While speaking into the microphone, rotate the tun- 
ing dial to the point where the transceiver is contin- 
uously transmitting. 

-Push [F3] for 1 sec. to select the default value. 

©) Push [F2 #] to select 4 -¢ item. 

@ While receiving, rotate the tuning dial to the point 
where the transceiver does not switch to transmit 
with the speaker output. 

-Push [F3] for 1 sec. to eelea mG default value. 

Push [F2 #'] to select i r “tug LEM. 

@) Adjust the VOX aislay & pte a convenient interval be- 
fore returning to receive. 

- Select the VOX delay item using the tuning dial. 
-Push [F3] to select the default value. 
Push [MENU] to return to previous indication. 


FUNCTIONS FOR TRANSMIT 


PAMP AGC FILTER 
a o a 


Appears 


ae eee 
Shows VOX gain level 


F1 F2 | F3 Fa L 5 | 
Shows anti-VOX gain level —' 


Shows VOX delay time 


@ Break-in function 


The break-in function is used in CW mode to automat- 
ically toggle the transceiver between transmit and re- 
ceive when keying. The IC-746PRO is capable for full 
break-in or semi break-in. 


© Semi break-in operation 

During semi break-in operation, the transceiver selects 
transmit when keying, then automatically returns to re- 
ceive after a pre-set time from when you stop keying. 


@ Push [CW/RTTY] to select CW or CW-R mode. 
@ Push [VOX/BK-IN] several times to turn the semi 
break-in function ON. 
°“BK-IN” appears. 
@) Set the break-in delay time (the delay from transmit 
to receive). 
Push [VOX/BK-IN] for 1 sec. to select break-in 
delay program mode. 
=» Rotate the tuning dial to select the desired delay. 
¢Push [F3] for 1 sec. to select to the default value. 
() Push [MENU] to return to the previous menu. 


wy When using a paddle, rotate [KEY SPEED] to adjust 
Y the keying speed. 


© Full break-in operation 

During full break-in operation, the transceiver automati- 
cally selects transmit while keying and returns to receive 
immediately after keying is finished. 


@ Push [CW/RTTY] to select CW or CW-R mode. 

@ Push [VOX/BK-IN] several times to turn the full 
break-in function ON. 
°“GBBK-IN’ appears. 


G When using a paddle, rotate [KEY SPEED] to adjust 
ZY the keying speed. 
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Break-in indicator 


Shows break-in delay time L__| 


DY cw 
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Full break-in indicator 
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@ ATX function 


The ATX function shifts the transmit frequency up to 
+9.99 kHz in 10 Hz steps without moving the receive 
frequency. 

*See @ on p. 4 for function description. 


@ Push the [ATX] switch to turn the ATX function ON 
and OFF. 
e“ATX” and shift frequency appear when the function is 
ON. 
(2) Rotate the [RIT/ATX] control. 
*To reset the ATX frequency, push [CLEAR] for 1 sec. 
¢Push [CLEAR] momentarily to reset the ATX frequency 
when the quick RIT clear function is ON. (p. 86) 
¢To add or subtract the ATX frequency to the displayed 
frequency, push [ATX] for 1 sec. 


Y When RIT and ATX are ON at the same time, the 
ZY [RIT/ATX] control shifts both the transmit and re- 
% ceive frequencies from the displayed frequency at 
Y the same time. 


© ATX monitor function 


When the ATX function is ON, pushing and holding 
[XFC] allows you to monitor the operating frequency di- 
rectly (ATX is temporarily cancelled). 


@ Monitor function 


The monitor function allows you to monitor your trans- 
mit IF signals in any mode through the speaker. Use 
this to check voice characteristics while adjusting SSB 
transmit tones. (p. 89) The CW sidetone functions re- 
gardless of the [MONITOR] switch setting. 


@ Push [MONITOR] to switch the monitor function ON 
and OFF. 

¢“MONI” appears when the monitor function is ON. 

(2) Set the monitor level. 

> Push [MONITOR] for 1 sec. to select monitor pro- 
gram mode. 

» Rotate the tuning dial for the clearest audio out- 
put while pushing [PTT] and speaking into the mi- 
crophone. 
¢Push [F93] for 1 sec. to select the default value. 

(3) Push [MENU] to return to the previous menu. 


[CLEAR] 


VFOB 


Monitor indicator 


Shows monitor level 


m@ Speech compressor 


The speech compressor increases average RF output 
power, improving signal strength and readability in 
SSB, AM or FM. 

When adjusting the compression level, it is necessary 
to turn the COMP meter ON in the set mode, in ad- 
vance (p. 82). 


eIn SSB mode 

@ Select USB or LSB mode and adjust [MIC GAIN] to 
a suitable level. 

(2) While f44 is selected, push [F3 ¢ 
speech compressor ON. 
¢“COMP” appears. 

(3) Push [F3 }£] for 1 sec. to select compression 
level set mode. 

@ While speaking into the microphone, rotate the tun- 
ing dial, so that the COMP meter reads within the 
COMP zone with your normal voice level. 
¢Push [F3] for 1 sec. to select the default value. 

Y When the COMP meter peaks above the COMP 
Y zone, your transmitted voice may be distorted. 
(6) Push [MENU] to return to f 


‘] to turn the 


ein AM/FM mode 

@ While f44 is selected, push [F3 £ 
speech compressor ON. 
¢“COMP?” appears. 

(2) Push [F3 f##£] for 1 sec. and set the compression 
level as “1” in advance. 

@) While speaking into the microphone, rotate [MIC 
GAIN], so that the COMP meter does not exceed 
the center dot whether you speak softly or loudly. 

@ While speaking into the microphone, rotate the tun- 
ing dial, so that the COMP meter reads within the 
COMP zone with your normal voice level. 
¢Push [F3] for 1 sec. to select the default value. 

Y When the COMP meter peaks above the COMP 
Y zone, your transmitted voice may be distorted. 


©) Push [MENU] to return to 


‘] to turn the 
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FILTER 
a 


Compressor indicator 


Shows compression level 


: " "| <———— COMP meter 


COMP level zone 
*The SWR meter functions as the COMP meter 
when COMP meter is set to ON in the set mode. 


P.AMP = AGC FILTER 
a ao a 


COMP 


ALC [NHHNHHEOREREOERED] 
PELL LLL 


K—>| 
Adjust [MIC GAIN], so that the COMP meter does 
not exceed this zone. 


ALC (NHHHHHEEREEEEOEHED] 
TULLE ELL 


Adjust the 
that the CO 
level zone. 


: 1 with the tuning dial so 
meter does not exceed the COMP 


@ Transmit filter width selection (SSB mode only) 


The transmit filter width for SSB mode can be selected 
from wide, middle and narrow. 


@ Select USB or LSB mode. 

(2) Push [MENU] to select f11,, if necessary. 

@) Push [F4 TE] for 1 sec. to select the transmission 
passband width. 
One of 


i is di playe 
¢ Transmit filter width: NAR 


2.2 kHz 
MID 2.4 kHz 
WIDE 2.8 kHz 


(oft Je Fe fap rs) el Fe FS) 


Push [F4] 1 


The selected transmit filter width 
is displayed for approx. 1 sec. 


Push [F4] for 1 sec. to select the transmit filter width. 
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6 FUNCTIONS FOR TRANSMIT 


@ Split frequency operation 


Split frequency operation allows you to transmit and 
receive in the same mode on two different frequencies. 
The split frequency operation is basically performed 
using 2 frequencies in VFO A and VFO B. 


The following is an example of setting 21.290 MHz for 
receiving and 21.310 MHz for transmitting. 


@) Set 21.290 MHz (USB) in VFO A. 
(2) Push [SPLIT] to turn the split function ON, then 
push [A/B] for 1 sec. 
*The equalized transmit (VFO B) frequency and “SPLIT” 
appear on the LCD, and the [SPLIT] indicator lights. 
(3) While pushing [XFC] rotate the tuning dial to set the 
transmit frequency to 21.310 MHz. 
¢The transmit frequency can be monitored while pushing 
[XFC]. 
@ Now you can receive on 21.290 MHz and transmit 
on 21.310 MHz. 


To change the transmit and receive frequencies, push 
[A/B] to exchange the VFO A and VFO B. 


CONVENIENT 


¢Direct shift frequency input 
The shift frequency can be entered directly. 


@® Push [F-INP]. 
(2) Enter the desired shift frequency with the digit 
keys. 
¢1 kHz to 1 MHz can be set. 
eWhen you require a minus shift direction, push 
[GENE ¢] in advance. 
(3) Push [SPLIT]. 
¢The shift frequency is input in the sub readout and the 
split function is turned ON. 


[Example] 
To transmit on 1 kHz higher frequency: 
- Push [F-INP], [1.8 1] then [SPLIT]. 
To transmit on 3 kHz lower frequency: 
- Push [F-INP], [GENE ¢ ], [7 3] then [SPLIT]. 


¢Split lock function 

Accidentally releasing the [XFC] switch while rotating 
the tuning dial changes the receive frequency. To pre- 
vent this, use both the split lock and dial lock func- 
tions to change the transmit frequency only. The split 
lock function cancels the dial lock function while 
pushing [XFC] during split frequency operation. 


The dial lock’s effectiveness during split frequency 
operation can be selected in the set mode for both 
receive and transmit frequencies; or only the receive 


frequency. (p. 83) 
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[SPLIT] Lights during split operation 


[XFC] Tuning dial [A/B] 


Shows transmit (VFO B) frequency Appears 


¢ While pushing [XFC] 


Shows shift frequency and direction 
Shows transmit (VFO B) frequency 


e After setting up 
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@ Quick split function 


When you push the [SPLIT] switch for 1 sec., split fre- 
quency operation is turned ON, the undisplayed VFO 
is automatically changed according to the plus/minus 
shift frequency programmed in set mode (p. 83) or 
equalized when 0 kHz (default value) is programmed 
as the split shift frequency. Quick split operation is 
turned ON by default but can be turned OFF in set 
mode (p. 83). 


(@ Suppose you are operating at 21.290 MHz (USB) in 
VFO A. 

@ Push [SPLIT] for 1 sec. 
¢ Split frequency operation is turned ON. 
¢The VFO and VFO B are equalized. 

(3) While pushing [XFC], rotate the tuning dial to set 
the frequency offset between transmit and receive. 
¢When [XFC] is released, the receive frequency is indi- 

cated. 


¢% Split offset frequency setting 


By setting an often-used split frequency offset in ad- 
vance, you can use the quick split function to select split 
operation at the push of one switch. 


Set the split offset frequency in advance in set mode 
(p. 83, item 12). The example at right shows the split 
offset is set to +0.020 MHz. 


Push [SPLIT] for 1 sec. to activate the quick split 
function. 
¢The transmit frequency is offset from the receive fre- 
quency according to the offset in set mode. 


& Split lock function 


The split lock function is convenient for changing only 
the transmit frequency. When the split lock function is 
not used, accidentally releasing [XFC] while rotating the 
tuning dial, changes the receive frequency. The split 
lock function is ON by default, but can be turned OFF 
in set mode. 


@ While split frequency operation is ON, push 
[LOCK/SPCH] to activate the split lock function. 
(2) While pushing [XFC], rotate the tuning dial to 

change the transmit frequency. 
elf you accidentally release [XFC] while rotating the tuning 
dial, the receive frequency does NOT change. 


FUNCTIONS FOR TRANSMIT 


¢ Setting the frequency while pushing [XFC] 


DY USB 
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Shows shift frequency and direction 
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Shows transmit frequency for split operation 
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[XFC] Tuning dial [LOCK/SPCH] 
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6 FUNCTIONS FOR TRANSMIT 


@ Measuring SWR 


The IC-746PRO has a built-in circuit for measuring an- 
tenna SWR— no external equipment or special adjust- 
ments are necessary. 


The IC-746PRO can measure SWR in 2 ways— spot 
measurement and plot measurement are available. 


© Spot measurement 


@ Push [TUNER] to turn the antenna tuner OFF. 
(2) Turn the COMP meter OFF. 
> Push [MENU] for 1 sec. to enter set mode. 
Push [F1 


] or [F2 #] several times to select the 


» Rotate the tuning dial to set the COMP meter OFF. 
> Push [MENU] to exit set mode. 

(3) Push [CW/RTTY] several times to select RTTY 
mode. 

() Push [TRANSMIT] or [PTT] on the microphone. 

(6) Rotate [RF PWR] clockwise past the 12 o’clock po- 
sition for more than 30 W output power (30%). 

© Read the SWR on the SWR meter. 

@ Push [TRANSMIT] or release [PTT] to receive. 


Y The built-in antenna tuner matches the transmitter 
Y, to the antenna when the SWR is lower than 3:1. 


} Plot measurement 


Plot measurement allows you to measure the SWR 
over an entire band. 


@ While f*3 is selected with [MENU], push [F3 3,45). 
¢SWR graph screen appears. 

(2) Rotate [RF PWR] clockwise past the 12 o’clock po- 
sition for more than 30 W output power (30%). 

(3) Set the center frequency for the SWR to be mea- 
sured. 

@ Push [F5] for 1 sec. several times to select the de- 
sired measuring step from 10, 50, 100 and 500 kHz. 

(6) Push [F3] several times to select the desired num- 
ber of measuring steps from 3, 5, 7, 9, 11 and 13 
steps. 

© Push [F1] to start the measuring. 

@) Push [TRANSMIT] or push and hold [PTT] on the 
microphone to measure the SWR. 
eFrequency marker, “A,” appears below SWR graph. 
eRTTY mode is automatically selected. 

When pushing [TRANSMIT] again or releasing 
[PTT], the frequency marker and frequency indica- 
tion move to the next frequency to be measured. 

(Q) Repeat steps @ and (8) to measure SWR over the 
entire frequency range. 

When the measured SWR is less than 1.5:1, the 
antenna is well matched with the transceiver in the 
measured frequency range. 


The best match is in this range. 


Fil F2 F3 Fa F5 


| Push [F3] 


Push [F5] to select 
SWR measuring step. 


Push [F 1] to start 
measuring. 


Push [F3] to select number of SWR measuring steps. 


¢ Measuring (after pushing [F1]) 


Frequency marker appears and moves after meas- 
urement. 

“When mesurement points is/are set outside of the oper- 
atable frequency band, the frequency marker flashes. 


Typical display SWR varying between 1 and 2, 
full scale up to SWR 4.0:1. 
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m@ Memory channels 


The transceiver has 101 memory channels (plus 1 call All 101 memory channels are tuneable which means 
channel). The memory mode is very useful for quickly the programmed frequency can be tuned temporarily 
changing to often-used frequencies. with the tuning dial, etc. in memory mode. 
MEMORY 
MEMORY TRANSFER OVER- 
CHANNEL CHANNEL CAPABILITY TO VFO WRITING CLEAR 
NUMBER 
Regular memory 7 One frequency and one mode 
channels i in each memory channel. Yes is Yes 
Scan edge One frequency and one mode in 
memory P1, P2 each memory channel as scan Yes Yes No 
channels edges for programmed scan. 
Call channel Cc Same as regular. No Yes No 


@ Memory channel selection 


In VFO mode 


@ Push [V/M] to select VFO mode, if necessary, then 
rotate [M-CH] to select a memory channel number. 
eAll memory channels including blank channels can be 

selected. 
e“BLANK” appears when no information has been pro- 
grammed into a memory channel. 

(2) Push [V/M] to select memory mode. 
¢“MEMO” and contents of the memory channel appear. 


[V/M] [M-CH] 
In memory mode 
@ Push [V/M] to select memory mode. * During VFO mode : 
(2) Rotate [M-CH] to select a memory channel. DY USB 
eAll memory channels including blank channels can be Se oe oe oe 
selected : ee | srora cara 
«Memory channels can also be selected using the micro- U Uy i ag “Lg, “go “go 
phone [UP]/[DN] keys. gg Ve1eeeBeee 729. #20. 440. +60 BLANK 
Ne design weeseee 89 Sasideavbyuente 100% VFOA t 
BWEL ss og cheat ecctageseaets so cu 


Disappears when a channel is programmed. 


¢ During memory mode 


DY USB 
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7 ~~ MEMORY OPERATION 


@ Programming a memory 


Memory channel programming can be preformed ei- 
ther in VFO mode or in memory mode. 


© Programming in VFO mode 


@ Set the desired frequency and operating mode in 
VFO mode. 

(2) Rotate [M-CH] to select the desired memory chan- 
nel. 
e“BLANK” appears if the selected memory channel is a 

blank channel (and does not have contents). 

(3) Push [MW] for 1 sec. to program the displayed fre- 
quency and operating mode into the memory chan- 
nel. 
°3 beeps are emitted when memory programming is suc- 

cessful. 


© Programming in VFO mode 


@ Select the desired memory channel with [M-CH] in 
memory mode. 
¢Memory channel contents appear in the display. 
e“BLANkK” appears and no frequency readout is displayed 

if the selected memory channel is a blank channel (and 
does not have contents). 

(2) Set the desired frequency and operating mode in 
memory mode. 
¢To program a blank channel, use direct frequency entry 

with the keypad or memo pads, etc. 

(3) Push [MW] for 1 sec. to program the displayed fre- 
quency and operating mode into the memory chan- 
nel. 
°3 beeps are emitted when memory programming is suc- 

cessful. 


m@ Memory clearing 


Any unnecessary memory channels can be cleared. 
The cleared memory channels become blank chan- 
nels. 


@ Select memory mode with [V/M]. 
(2) Select the desired memory channel with [M-CH]. 
(3) Push [M-CL] for 1 sec. to clear the contents. 
The programmed frequency and operating mode disap- 
pear. 
°3 beeps are emitted when memory clearing is success- 
ful. 
@ To clear other memory channels, repeat steps @) 


and @). 


[MW] 
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[V/M] [M-CH] 


¢ [EXAMPLE]: Programming 7.088 MHz/LSB 
into memory channel 12. 


DY LSB 


eee! gait sisinegaesidelse sxeqoan = 
sel S VFOA ia 
SWR 
cores tigueetss aoe ences = © cu 
P.AMP = AGC FILTER 
iM) 


¢ [EXAMPLE]: Programming 21.280 MHz/USB 
into memory channel 18. 
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P.AMP AGC FILTER 
a iM] a 


O-O-0-O-DODO0O 1¢ 


[V/M] [M-CH] 


@ Selecting the call channel 


By default 145.00000 MHz/FM is programmed into the 
call channel. However, this can be changed to suit 
your operating preference. (see below) 


@ Push [CALL] to select the call channel. 
°“C” appears. 
(2) Push [CALL] again to return to the previous mode. 


@ Programming the call channel 


The call channel is programmed in the same way reg- 
ular memory channels are. It’s convenient to program 
a most-often-used frequency into the call channel for 
quick recall. As with memory channels, the call chan- 
nel can also hold split frequencies. 


@ Rotate [M-CH] to select the call channel. 
°“C” appears. 

@ Select the desired frequency and operating mode 
to program into the call channel. 

@) Push [MW] for 1 sec. to program the displayed fre- 
quency and operating mode into the call channel. 
¢3 beeps are emitted when memory programming is suc- 

cessful. 


Y \IMPORTANT!: When the call channel is selected 
ZG with the [CALL] switch, the frequency CANNOT be 
Z changed using the tuning dial, band keys or keypad 
% input. However, when the call channel is selected 
7, vsing [M-CH] in memory mode, the frequency CAN 
GZ be changed. 


MEMORY OPERATION 


“C” appears 
[MW] 
Lf Lt ] = fe) ¢ y 
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[V/M] [M-CH] 
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7 ~~ MEMORY OPERATION 


@ Frequency transferring 


The contents of a memory channel (frequency, oper- 
ating mode, etc.) can be transferred to the VFO. 


Frequency transferring can be performed in either VFO 
mode or memory mode. 


© Transferring in VFO mode 


This is useful for transferring programmed contents to 
VFO. 


@ Select VFO mode with [V/M]. 
(2) Select the memory channel to be transferred with 
[M-CH]. 
e“BLANK” appears if the selected memory channel is a 
blank channel. In this case transferring is impossible. 
(3) Push [V/M] for 1 sec. to transfer the frequency and 
operating mode. 
¢3 beeps are emitted. 


© Transferring in memory mode 


This is useful for transferring frequency and operating 
mode while operating in memory mode. 


When you have changed the frequency or operat- 

ing mode in the selected memory channel: 

¢Displayed frequency and mode are transferred. 

¢Programmed frequency and mode in the memory 
channel are not transferred, and they remain in the 
memory channel. 


OC WA A 


Select the memory channel to be transferred with 
[M-CH] in memory mode. 
¢And, set the frequency or operating mode if required. 
(2) Push [V/M] for 1 sec. to transfer the frequency and 
operating mode. 
¢3 beeps are emitted when the transferring is successful. 
¢Displayed frequency and operating mode are transferred 
to the VFO. 
(3) To return to VFO mode, push [V/M] momentarily. 


© 
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[V/M] [M-CH] 


TRANSFERRING EXAMPLE IN VFO MODE 
Operating frequency : 21.320 MHz/USB (VFO) 
Contents of M-ch 16 : 14.018 MHz/CW 
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TRANSFERRING EXAMPLE IN MEMORY MODE 
Operating frequency : 14.020 MHz/CW (M-ch 16) 
Contents of M-ch 16 : 14.018 MHz/CW 
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Push [V/M] for 1 sec. 
then push [V/M] 
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m@ Programming scan edges 


Memory channels P1 and P2 are the program scan 
edges. They are used to program an upper and lower 
frequency for programmed scan (p. 71). By default, P1 
is programmed with 0.50000 MHz and P2 is pro- 
grammed with 29.99999 MHz. If P1 and P2 are pro- 
grammed with the same frequencies, programmed 
scan will not proceed. 


[EXAMPLE]: Programming 14.00000 MHz into P1 
and 14.35000 MHz into P2. 


@ Push [V/M] to select VFO mode, if necessary. 
(2) Rotate [M-CH] to select scan edge P1. 
@) Rotate the tuning dial to set 14.00000 MHz as the 
lower frequency. 
(4) Push [MW] for 1 sec. to program 14.00000 MHz 
into scan edge P1. 
°3 beeps are emitted. 
(5) Rotate [M-CH] to select scan edge P2. 
© Rotate the tuning dial to set 14.35000 MHz as the 
upper frequency. 
@ Push [MW] for 1 sec. to program 14.35000 MHz 
into scan edge P2. 
°3 beeps are emitted. 
When programmed scan is activated (p. 71) scanning 
will search the frequencies between 14.00000 MHz and 
14.35000 MHz for signals. 
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[V/M] [MW] 


Tuning dial [M-CH] 


* After steps @ to @ 
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7 ~~ MEMORY OPERATION 


@ Assigning memory names 


All memory channels (including scan edges) can be 
tagged with alphanumeric names of up to 9 characters 
each. 


[EXAMPLE]: Programming “DX spot” into memory 


channel 99. 
@ Push [V/M] to select memory mode, if necessary. 
(2) Rotate [M-CH] to select memory channel 99. 
(3) Push [MENU] several times to select P #2. 
@) Push [F2 to select the memory name screen. 
(5) Push [F1 ‘| to edit memory channel name. 
eA cursor appears and blinks. 
¢Memory channel names of blank channels cannot be 
edited. 
© Push [F1] several times to select the type of char- 
saab for input. 
” inputs capital letters A to Z. 
” inputs small letters a to z. 
"is used to input other characters—!#$%&¥?” 
"*A4—H#/.,:5;=<>()[]{}1_7 are available. 
¢Use the keypad to directly input numerals, “O” to “9,” in- 
cluding a decimal point. 
@ Rotate the tuning dial to select the first character for 
input. 
Push [F2 4] or [F3 i] to move the cursor forwards 
or backwards, respectively. 
¢Push [F5 « ] to input a space and [F4 
the selected character. 
() Repeat steps @) to (8) to program another memory 
channel’s name, if desired. 
Push [MENU] to set the memory channel name and 
return to the memory name menu. 
¢Push [MENU] 1 more times to return to ff. 


to delete 


[MENU] Tuning dial [M-CH] 
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¢ During assigning a memory name 


F5 


, ) 
Input space 
ake a character 
Move cursor forwards 
Move cursor backwards 


Selects character type 


¢ After assigning a memory name 


m@ Memo pads 


The transceiver has a memo pad function to store fre- 
quency and operating mode for easy write and recall. 
The memo pads are separate from memory channels. 
The default number of memo pads is 5, however, this 
can be increased to 10 in set mode if desired. (p. 85) 


Writing frequencies and operating 
modes into memo pads 


» Push [MP-W] to store the displayed frequency and 
operating mode into a memo pad. 
¢Each push of [MP-W] stores a frequency and mode into 
the next available memo pad; when you write a 6th (or 
11th) frequency and operating mode, the oldest written 
frequency and operating mode are automatically erased 
to make room for the new settings. 


¢ Displayed frequency and mode 
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In this example, pushing [MP-W] enters 21.28000 MHz 
USB into the top memo pad and erases the oldest 
memo pad (21.34724 MHz LSB). 


Recalling a memo pad 


=» Push [MP-R] to recall a memo pad. 
¢Each push of [MP-R] recalls a memo pad, starting from 
the most recently written. 


¢ VFO or memory mode 
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% NOTE: Each memo pad must have its own unique 
Z combination of frequency and operating mode; 
Y memo pads having identical settings cannot be writ- 
G ten. 


¢ Stored in next available memo pad 


¢ Memo pads 
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@ Scan types 


PROGRAMMED SCAN 


Repeatedly scans between two scan edge frequencies 
(scan edge memory channels P1 and P2). 


Scan edge Scan edge 
P1 or P2 P2 or P1 


- - 
baie ot en le See EER Se ee 


This scan operates in VFO mode. 


AF SCAN 


Repeatedly scans within AF span area. 


Start frequency 
—AF frequency 7. +AF frequency 
Scan Scan 
>» ae eer 
Jump 


This scan operates in both VFO and memory modes. 


MEMORY SCAN 
Repeatedly scans all programmed memory channels. 


SEL BLANK 
or cD 
(od) (wor) God 


SEL SEL 


This scan operates in memory mode. 


SELECT MEMORY SCAN 


Repeatedly scans all selected memory channels. 


This scan operates in memory mode. 


@ Preparation 


Channels 

For programmed scan: 

Program scan edge frequencies into scan edge mem- 
ory channels P1 and P2. 


For AF scan: 
Set the AF span (AF scan range) in the scan screen. 


For memory scan: 
Program 2 or more memory channels except scan 
edge memory channels. 


For select memory scan: 

Designate 2 or more memory channels as select mem- 
ory channels. To designate the channel as a select 
memory channel, choose a memory channel, then 
push [F3 ] in the scan screen, or push [F5 ] 
in the memory name screen. 


¢Scan resume ON/OFF 

You can select the scan to resume or cancel when de- 
tecting a signal, in set mode. Scan resume ON/OFF 
must be set before operating a scan. See p. 70 for 
ON/OFF setting and scan resume condition details. 


¢Scan speed 


Scan speed can be selected from 2 levels, high or low, 


in set mode. See p. 70 for details. 


¢Squelch condition 


SCAN 
STARTS 
WITH 


PROGRAMMED 
SCAN 


MEMORY SCAN 


The scan continues 
until it is stopped 
sirens manually, and does 
not pause even if it 
detects signals. 


Scan pauses on 
each channel when 
the scan resume is 
ON; not applicable 
when OFF. 


SQUELCH 


Scan stops when detecting a signal. 


If you set scan resume ON in scan set 
mode, the scan pauses for 10 sec. when 
CLOSED detecting a signal, then resumes. When a 
signal disappears while scan is paused, 
scan resumes 2 sec. later. 


HM Voice squelch control function 


This function is useful when you don’t want unmodu- 
lated signals pausing or cancelling a scan. When the 
voice squelch control function is activated, the receiver 
checks received signals for voice components. 


If a receiver signal includes voice components, and the 
tone of the voice components changes within 1 sec., 
scan pauses (or stops). If the received signal includes 
no voice components or the tone of the voice compo- 
nents does not change within 1 sec., scan resumes. 


=» While ff is selected with [MENU], push [F5 i, 
to switch the VSC (Voice Squelch Control) function 
ON and OFF. 
¢“VSC” appears when the function is activated. 


¢The VSC function activates for any scan. 
¢The VSC function resumes the scan on unmodu- 
lated signals, regardless of whether the scan re- 
sume condition is set to ON or OFF. 


WG 


m@ Scan set mode 


When the squelch is open, scan continues until it is 
stopped manually— it does not pause on detected sig- 
nals. When squelch is closed, scan stops when de- 
tecting a signal, then resumes according to the scan 
resume condition. Scan speed and the scan resume 
condition can be set using the scan set mode. 


@ Push[MENU] to select PF. 
@ Push [F1 “7#-]] to select scan menu. 
@) Push [F5 ET] to select scan set mode. 
@ Push [F1 «] or [F2 #] to select « 
item. 
©) Rotate the tuning dial to select scan speed from 
nigh and low. 
? : scan is faster 
: scan is slower 
© Push [F2 ‘] to select 
@ Rotate the tuning dial to select scan resume func- 
tion from ON and OFF. 
:when detecting a signal, scan pauses for 
10 sec., then resumes. When a signal disap- 
pears, scan resumes 2 sec. later. 
-” : when detecting a signal, cancels scanning. 
Push [MENU] to return to scan menu. 


SCANS 


VSC indicator 
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Push [F5] to turn the VSC function ON and OFF. 


F1 i F2 F3 | | F4 


| Push [F1] 
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Push [F5] | 
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8 SCANS 


@ Programmed scan/Fine programmed scan (VFO mode) 


Programmed scan searches for signals between scan 
edge memory channels P1 and P2. The default fre- 
quencies for these memories are 0.500000 MHz and 
29.99999 MHz, respectively. See p. 66 for scan edges 
programming. 


@ Push [V/M] to select VFO mode, if necessary. 
(2) Select the desired operating mode. 
¢The operating mode can also be changed while scan- 
ning. 
(3) Push [TS] to select a tuning step. 
¢The tuning step can also be changed while scanning. 
(4) Push [MENU] to select | 
(5) Push [F1 #4] to select the scan menu. 
°See p. 69 for scan condition. 
elf the [RF/SQL] control function is set as “AUTO,” the 
squelch is always open in SSB, CW and RTTY modes. 
© Push [F1 i] to start the programmed scan. 
¢The MHz and kHz decimal points blink while scanning. 
@ When the scan detects a signal, the scan stops, 
pauses or ignores it depending on the resume, VSC 
setting and the squelch condition. 
To cancel the scan, push [F1 
¢Rotating the tuning dial during scan also cancels scan 
operation. 


\\ 


Y If the same frequencies are programmed into the 
ZG scan edge memory channel P1 and P2, pro- 
ZY grammed scan does not start. 


WS 


© About the Fine programmed scan 


During programmed scan, when a signal is received, 
scan continues, but the tuning step is temporarily set to 
10 Hz. 


@ Follow steps @ to © above to start programmed 
scan. 

(2) During programmed scan, push [F3 § T}4] to switch 
between programmed scan and fine programmed 
scan operation. 

(3) Push [F1 £7] to cancel the scan. 

*Rotating the tuning dial during scan also cancels scan 
operation. 


[TS] [V/M] 


[MENU] 
Mode keys 


Tuning dial 


Fi F2 | F3 | F4 ia F5 ) 


i] Push [F1] 


(Fi [ F2 ] F3 F4 F5 3) 


| Push [F1] 


Push [F3] to switch 
between programmed 
scan and fine pro- 
grammed scan. 


SCANS 


m@ Memory scan operation (Memory mode) 


Memory scan searches through memory channel 1 to 
99 for signals. Blank (unprogrammed) memory chan- 
nels are skipped. 


@ Push [V/M] to select memory mode, if necessary. 
@ Push [MENU] to select ff. 
@) Push [F1 i744] to select the scan menu. 
¢See p. 69 for scan condition. 
elf the [RF/SQL] control function is set as “AUTO,” the 
squelch is always open in SSB, CW and RTTY modes. 
(4) Push [F1 fF] to start the memory scan. 
¢The MHz and kHz decimal points blink while scanning. 
eAt least 2 memory channels must be programmed for 
memory scan to proceed. 
©) To cancel the scan, push [F1 
¢Rotating the tuning dial during scan also cancels scan 
operation. 


m@ Select memory scan 


Select memory scan searches through memory chan- 
nels set as “select,” for signals. See below for setting 
and deleting select memory channels. 


@ Follow the steps @ to @ above to start memory 
scan. 
(2) During memory scan, push [F3 “=. ] to switch be- 
tween memory scan and select memory scan. 
eAt least 2 memory channels must be set as the select 
channel. 
(3) Push [F1 fF] to cancel the scan. 
¢Rotating the tuning dial during scan also cancels scan 
operation. 


% Setting/Cancelling select memory channels 


All memory channels, except scan edges (P1 and P2), 
can be set as a select memory channels. 


=» While the scan menu is selected, push [F3 =" ] to 
set/cancel the displayed memory channel as a se- 
lect channel; or while memory name screen is indi- 
cated, push [F5 "1 ] to set/cancel the displayed 
memory channel as a select memory channel. 
e“SEL” appears when the channel is set as a select mem- 


ory channel. 
e“SEL” disappears when cancelled. 
¢Push [F3 + : ] for 1 sec to cancel all select 


memory settings. 


[MENU] Tuning dial [V/M] 


Push [F3] to switch 
between memory scan 
and select memory 
scan. 


vitae Ba keee ag atest Rie ange 1 
acl ] ie 
iergigary ccs grtiieeanessiee as MEMO ov 
P.AMP AGC FILTE! 
a iM] a 


Push [F3] to set/cancel as a select channel. 


Select memory inidcator 
¢ Memory name screen 


Push [F3] to set/cancel as a select channel. 
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8 SCANS 


@ AF scan operation and Fine AF scan 


AF scan searches for signals within the specified 
range with the displayed VFO or memory channel fre- 
quency as for center frequency. The frequency range 
is specified by the span. 


@ Push [V/M] to select VFO mode or memory mode, 
as desired. 

(2) Set center frequency of the AF scan. 

(3) Push [MENU] to select } 

@ Push [F1 #754] to select the scan menu. 
°See p. 69 for scan condition. 
elf the [RF/SQL] control function is set as “AUTO,” 

squelch is always open in SSB, CW and RTTY aig 

©) Set the AF span by pushing [F4 “F#-]]. 
e+5 kHz, +10kHz, +20 kHz, +50 kHz, +100 kHz, 

+500 kHz and +1 MHz are selectable. 

© Push [F2 <i] to start the AF scan. 
¢Decimal points blink while scanning. 

@ When the scan detects a signal, the scan stops, 
pauses or ignores it depending on the VSC, resume 
setting and the squelch condition. 

Push [F2 <i&] to cancel the AF scan. 
¢Rotating the tuning dial during scan also cancels scan 

operation. 


© About the Fine AF scan 


During AF scan, when a signal is received, scan con- 
tinues, but the tuning step is temporarily set to 10 Hz. 


@ Follow steps @ to © above to start programmed 
scan. 
(2) During AF scan, push [F3 F TE] to switch between 
AF scan and fine AF scan operation. 
(3) Push [F2 iF] to cancel the scan. 
¢Rotating the tuning dial during scan also cancels scan 
operation. 


Keypad [V/M] 


[MENU] Tuning dial 


F1 F2 | F3 | F4 | F5 ) 


| Push [F1] 


Push [F2] to start/cancel the scanning. 


—_——————"\—*1-\-\—1-/-/-/-/- 


Push [F3] to switch 
between programmed 
scan and fine pro- 
grammed scan. 


ANS ala! ed 


SCANS 


M@ Tone scan/DTCS code scan operation 


By monitoring a signal that is being operated with a re- 
peater, tone squelch or DTCS, you can determine the 
tone frequency necessary to open a repeater or the 
squelch. 


@ Push [AM/FM] to select FM mode. 

@ Push [MENU] several times to select f*14. 

@ Push [F4 for 1 sec. to enter tone set mode. 

(Push [F1 to select the tone type to be 
Seanad: 


= a for 

tone ties and ‘ ” for DTCS code can be 
selected. 

eWhen selecting DTCS code to be scanned, push [F5] 
several times to select the DTCS code polarity. 

Normal polarity for both transmit and receive. 

Normal polarity for transmit and reverse polarity 

for receive. 

feL-P: Reverse polarity for transmit and normal polarity 

for receive. 
”: Reverse polarity for both transmit and receive. 
© Push [Fe | i] to Start the t ne scan function 


#2? blinks when repeater tone scan, 
tone squelc scan or DTCS code scan is operated, re- 
spectively. 

(©)When a matched tone or code is found, the scan 

pauses and the tone frequency or code is set for the 
selected tone as in step @). 


Y When the tone scan or DTCS code scan is operated 
% in memory or call channel mode, the detected tone fre- 
Y quency or code can be used temporarily. 

GY 10 keep the detected tone frequency or code setting 
Y tor memory contents, you must over-write the memory 
@ or call channel. 


@ Push [F2 -{] to cancel the tone scan function. 
¢Rotating the tuning dial during scan also cancels scan 
operation. 


Push [F1] several times to select tone type. 


e Repeater tone scan 


Push [F2] to start/cancel the scan. 


¢ Tone squelch tone scan 
| Se eee = 


(Ft ] [ F2 F3 [ F4 


Push [F2] to start/cancel the scan. 


¢ DTCS code scan 
=== 


Push [F2] to start/cancel the scan. | 
Push [F1] several times to select polarity. 


8 


74 


mm 9 ANTENNA TUNER OPERATION 
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@ Antenna connection and selection 


The IC-746PRO has 2 antenna connectors for the 
HF/50 MHz bands, [ANT1] and [ANT2], and 1 antenna 
connector for the 144 MHz band; a total of 3 antenna 
connectors. 

For each operating band the IC-746PRO covers, there 
is a band memory which can memorize a selected an- 
tenna. When you change the operating frequency be- 
yond a band, the previously used antenna is automat- 
ically selected (see below) for the new band. This 
function is convenient when you use 2 antennas for HF 
and 50 MHz bands operation. 


e Antenna select function: “Auto” 
Once an antenna has been selected for use with a 144MHz =. 21/28/50 MHz 3.5/7 MHz 
band by pushing [ANT], the antenna is automatically 
selected whenever that band is accessed. 


[EXAMPLE]: a 3.5/7 MHz antenna is connected to 
[ANT1], a 21/28/50 MHz antenna is connected to NTL ae 
[ANT2]. When the antenna selector function is set to 


“Auto,” an antenna is automatically selected when [6g] 2 wep 
changing bands. O00 BS il il 


0000 0. 


es 9 OO09 °% 


0000 


e Antenna select function: “Manual” 
When “Manual” is selected, you can use the [ANT1] 144 MHz band 50 MHz band HF bands 
and [ANT2], however, band memory does not func- 
tion. In this case you must select an antenna manu- 
ally. However, the 144 MHz antenna will still be AH-4 


selected automatically. [ANT2}| [ANT4] 


[EXAMPLE]: an optional antenna tuner and HF an- —= 
tenna are connected to [ANT1] and a 50 MHz an- LY 
tenna is connected to [ANT2]. O00 <B> il iM 


0000 0. 


es 9 OO00 °% 


0000 


e Antenna select function: “OFF” 
In this case, only [ANT1] and the 144 MHz antenna 
connector can be used. [ANT] switch does not func- 
tion. 


@ Antenna tuner operation 


The internal automatic antenna tuner matches the 
transceiver to the connected antenna automatically. 
Once the tuner matches an antenna, the variable ca- 
pacitor angles are memorized as a preset point for each 
frequency range (100 kHz steps). Therefore, when you 
change the frequency range, the variable capacitors are 
automatically preset to the memorized point. 


4% CAUTION: NEVER transmit with the tuner ON 
% when no antenna is connected. This will damage 
% the transceiver. Be careful of the antenna selection. 


ISS 


© TUNER OPERATION 


Push [TUNER] to turn the internal antenna tuner 
ON. The antenna is tuned automatically when the 
antenna SWR is higher than 1.5:1. 
¢When the tuner is ON, the “TUNE” indicator appears. 


¢MANUAL TUNING 
During SSB operation at low voice levels, the internal 
tuner may not be tuned correctly. In such cases, man- 
ual tuning is helpful. 


= Push [TUNER] for 1 sec., to start manual tuning. 
eA side tone is emitted and “TUNE” indicator blinks while 
tuning. 
elf the tuner cannot reduce the SWR to less than 1.5:1 
after 20 sec. of tuning, the [TUNER] switch indicator 
goes out. 


e AUTOMATIC TUNER START (HF bands only) 
If you want to deactivate the tuner under conditions 
of VSWR 1.5:1 or less, use the auto tuner start func- 
tion and turn the tuner OFF. This function activates 
the tuner automatically when the SWR exceeds 1.5:1. 


This function is turned ON in set mode. (p. 84). 


¢PTT TUNER START 
The tuner is always tuned when the PTT is pushed 
after the frequency is changed (more than 1% from 
last-tuned frequency). This function removes the 
“oush and hold [TUNER]’ operation and activates for 
the first transmission on a new frequency. 


This function is turned ON in set mode. (p. 84). 


e Antenna tuner of the IC-PW1 
When using an external antenna tuner such as the 
IC-PW1’s tuner, tune with the external antenna tuner, 
while the internal tuner is turned OFF. After tuning is 
completed, turn the internal tuner ON. Otherwise, 
both tuners tune simultaneously and correct tuning 
may not be obtained. 


See the instruction manual included with each an- 
tenna tuner for their respective operations. 
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[TUNER] 


NOTES: 

eThe internal antenna tuner can only tune the HF and 
50 MHz bands— the 144 MHz band cannot be tuned. 

¢NEVER transmit without an antenna properly connected 
to antenna port in use. 

¢When 2 antennas are connected, select the antenna to 
be used with [ANT]. 

elf the SWR is higher than about 1.5:1 when tuning above 
100 kHz on an antenna’s preset point, push [TUNER] for 
1 sec. to start manual tuning. 

¢The internal tuner may not be able to tune in AM mode. In 
such cases, push [TUNER] for 1 sec. to manually tune. 


If the tuner cannot tune the antenna 

Check the following and try again: 

ethe [ANT] connector selection. 

ethe antenna connection and feedline. 

ethe unaltered antenna SWR.. (Less than 3:1 for HF bands; 
Less than 2.5:1 for 50 MHz band) 

ethe transmit power. (8 W for HF bands; 15 W for 50 MHz 
band) 

ethe power source voltage/capacity. 


If the tuner cannot reduce the SWR to less than 1.5:1 
after checking the above, perform the following: 
*repeat manual tuning several times. 
etune with a 50 dummy load and re-tune the antenna. 
eturn power OFF and ON. 
eadjust the antenna cable length. 
(This is effective for higher frequencies in some cases.) 
¢Some antennas, especially for low bands, have a nar- 
row bandwidth. These antennas may not be tuned at the 
edge of their bandwidth, therefore, tune such an an- 
tenna as follows: 


[Example]: Suppose you have an antenna which has an 
SWR of 1.5:1 at 3.55 MHz and an SWR of 3:1 at 3.8 MHz. 


@ Push [TUNER] to turn the antenna tuner ON. 

@) Select CW mode. 

@ Turn OFF the break-in function. (p. 56) 

@ Push [TRANSMIT] to set to the transmit condition. 
® Set 3.55 MHz and key down. 

© Set 3.80 MHz and key down. 

@ Push [TRANSMIT] to return to the receive condition. 
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9 ANTENNA TUNER OPERATION 


@ Optional external tuner operation 
© AH-4 HF/50 MHz AUTOMATIC ANTENNA TUNER 


The AH-4 matches the IC-746PRO to a long wire an- 

tenna more than 7 m/23 ft long (3.5 MHz and above). 

See the AH-4 instruction manual for AH-4 installation and 
antenna connection details. 


NEVER operate the AH-4 without an antenna wire. 
The tuner and transceiver will be damaged. 


NEVER operate the AH-4 when it is not grounded. 


Transmitting before tuning may damage the trans- 
ceiver. Note that the AH-4 cannot tune when using a 
% i long wire or multiple of the operating frequency. 


g When connecting the AH-4, the antenna connector 
ZY assignments are [ANT2] for the internal tuner and 
Y [ANT 1] for the AH-4. The antenna indicator in the 
Y LCD displays “EXT” when the AH-4 is connected 
4 and selected. 


IIOMMOHY 


©} AH-4 operation 


G Tuning is required for each frequency. Be sure to 
ZY re-tune the antenna before transmitting when you 
% change the frequency— even slightly. 


® Set the desired frequency in an HF or 50 MHz 
band. 
¢The AH-4 may not operate on frequencies outside of 
ham bands. 
(2) Push [TUNER] for 1 sec. 
e“TUNER’ blinks while tuning. 
(3) “TUNE” appears constantly when tuning is com- 
plete. 
eWhen the connected wire cannot be tuned, the “TUNE” 
indicator goes out, and the AH-4 is bypassed. At that 
point the antenna wire connection root is to the trans- 
ceiver directly, and not via AH-4 antenna tuner. 
@ To bypass the AH-4 manually, push [TUNER]. 


AH-4 setting example: 


For mobile operation 
~— Optional AH-2b 
antenna element 


=O} © 


For outdoor operation 


% L WARNING: HIGH VOLTAGE! 


Z NEVER touch the antenna element while tuning or 
GY transmitting. 


MOVs 


[TUNER] 


¢ Connecting the AH-4 
Coaxial cable (from AH-4) 


Transceiver 


ed! 


Ground 


Control cable 


Long wire or optional AH-2b 
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@ Connections 


@ When connecting to [DATA] 


¢ When using a PC application 
-————— © DATA IN a TX AUDIO —{ 
—~<—— @ GND GND Connect to serial port, parallel 


@ DATA OUT (9600 b RX AUDIO port, speaker jack, microphone 
( pS | jack and line IN/OUT jack, etc. 


© P SQL* —— SQL See the instruction manual of the 
® AF OUT (1200 bps)-----! application for details. 
@ PTTP PTT { 


¢ When using a TNC TNC 
——— © DATA IN 0} — TX AUDIO — 
—~<~—— @ GND GND 
O Oldelelelele 
[S SERRE IO} 


Sea 
an @ DATA OUT (9600 bps}—— RX AUDIO — p—> 


RS-232C 


7 - ©PSAL* — SQL 
bea kisaitedisc © AF OUT (1200 bps)-----! 
@ PTTP PTT *When connecting the squelch line, consult the necessary manual (TNC, etc.) 


@ When connecting to [ACC(1)] 


¢ When using a PC application 
RTTY RTTY OUTPUT -———] Connect to serial port, parallel 


port, speaker jack, microphone 
AK One on jack and line IN/OUT jack, etc. 
© g& AF AUDIO INPUT 

ay ah SEND PTT 


See the instruction manual of the 
¢ When using a TNC 


PC 


application for details. 


TNC or scan converter 


RS-232C 


RTTY RTTY OUTPUT — 
nf — Uap 5 oFfeeeaL_| 
a ——p | 
ae AF AUDIO INPUT — | O OF ee EEE OC) 
St SEND PTT 


Rear panel view 


@ When connecting to [MIC] 
¢ When using a PC application 


MIC inpuT —(}—{}— aupio OUTPUT— Connect to serial port, parallel 
AF OUTPUT AF INPUT port, speaker jack, microphone PC 


q : ‘ , 
oO MIC GND jack and line IN/OUT jack, etc. 
® ® J GND GND pea eaiagrealt manual of the 
application for details. 
2 @ y pp 
PTT* PTT* 
¢ When using a TNC 
MIC INPUT —O-O-AFsK OUTPUT — TNC or scan converter 
Ls yy AF OUTPUT AF INPUT RS-232C 
K 
| ‘OO MIC GND 
SS A (ssH#eLJO 
209 »/) one 


PTT* PTT* 


cans SQL ---------------SQL INPUT ------ “When using the VOX function, no need to connect. Refer to the instruction 
manual of the external equipment (TNC, etc.). 
When connecting the squelch line, consult the necessary manual (TNC, etc.). 
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10 DATACOMMUNICATION 


@ Packet (AFSK) operation 


Before operating packet (AFSK) be sure to consult the 
operating manual that came with your TNC. 


@ Connect a TNC and PC. (p. 78) 
(2) Push a band key to select an operating band. 
(3) Push [SSB] or [AM/FM] to select the desired operat- 
ing mode. 
eAfter LSB or USB is selected, push [SSB] for 1 sec. to 
select LSB data or USB data mode, or after AM or FM is 
selected, push [AM/FM] for 1 sec. to select AM data or 
FM data mode. 
¢Generally, LSB is used on HF bands and FM is used for 
packet operation on the VHF band. 
(Rotate the tuning dial to tune the desired signal. 
©)Transmit your AFSK signals using your computer’s 
keyboard. 
¢Rotate [RF PWR] to set the output power. 
¢Relative strength of the transmitted signal is indicated in 
the Po meter while operating the TNC. 
eWhen operating in SSB (data) mode, adjust output 
power so that the ALC reading in the ALC meter stays 
in the ALC zone. 


NOTE: When connecting a TNC to the ACC socket 
on the rear panel, select SSB (LSB/USB) data mode 
or disconnect the microphone and rotate [MIC 
GAIN] fully counterclockwise. 


MAAK 


MQ 


ZY When SSB data mode is selected, the audio input 
from the [MIC] connector is automatically cut, and 
GY the audio input from the [ACC(1)] is used. 

Z Also, when the SSB data mode is selected, the fixed 
Y setting listed below are selected automatically; 
Speech compressor : OFF 

¢Transmit bandwidth : MID 

¢Tx tone (Bass) :0 

°Tx tone (Treble) :0 


WW{WQAA A 


[TRANSMIT] [TX] indicator Band keys 


[MIC GAIN] [SSB] [AM/FM] Tuning dial 


Selected mode indicator appeHle 


@Y OO ssusB AMFM 
(etc cCsirerir 
6 OO COCOC Lees 
‘ 10003005 eee7e 009. .+20. +40. .+60 (BLANK] 
ie caer ag soecess 5 cos eerene 400% VFOA H 


© Frequency indication during AFSK operation 


When operating AFSK in SSB mode, the indicated fre- 
quency is the signals carrier point. 


¢ Example— LSB/LSB data mode 
Mark freq.: 2125 Hz 
Shift freq.: 200 Hz 


2325 Hz 


200 Hz 2125 Hz 
~< >|~< 


Carrier point 
(Displayed frequency) 


@ Adjusting the TNC output level 


When setting data transmission speed to 9600 bps, 
the data signal coming from the TNC is applied exclu- 
sively to the internal limiter circuitry to automatically 
maintain band width. 


NEVER apply data levels from the TNC of over 0.6 V 
p-p, otherwise the transceiver will not be able to main- 
tain the band width and may possibly interfere with 
other stations. 


© Using with a level meter or synchroscope 


When using a level meter or synchroscope, adjust the 
TX audio output level (DATA IN level) from the TNC as 
follows. 


0.4 V p-p (0.2 Vrms) : recommended level 
0.2-0.5 V p-p (0.1-0.25 Vrms) : acceptable level 


© Not using a measuring device 


@ Connect the transceiver to a TNC. (p. 78) 

(2) Enter a test mode (“CAL,” etc.) on the TNC, then 
transmit some test data. 

(3) When the transceiver fails to transmit the test data 
or transmits sporadically (TX indicator doesn’t light 
or flashes): 

-Decrease the TNC output level until the transmit 
indicator lights continuously. 

When transmission is not successful even though 

the TX indicator lights continuously: 

- Increase the TNC output level. 


@ Data transmission speed 


For data communication (in FM mode), the transceiver 
can be set to to a maximum data speeds of 9600 bps 
(or less; 1200, 2400 or 4800 bps). 


@ Push [MENU] for 1 sec. to enter set mode 
(2)Push 
fLeavi item. 
Rotate the tuning dial to turn the 9600 bps mode ON 
and OFF. 
: 9600 bps of data speed 
- + 1200, 2400 or 4800 bps of data speed 
(default) 
(4) Push [MENU] to return to previous indication. 
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Select with the tuning dial 
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m@ General set mode 


© Entering set mode 


Set mode is used for programming infrequently 
changed values or conditions of functions. 


eSet mode operation 

@ Push [MENU] several times to select the function 
menu indication, if necessary. 

(2) Push [MENU] for 1 sec. to enter the set mode. 


@) Set the desired condition using the tuning dial. 


¢Push [F3] for 1 sec. to select a default condition or value. 
(6) Push [MENU] to exit the set mode. 


© Set mode items 


[MENU] Tuning dial 


This item adjusts the contrast of the LCD from 0% to 
100% in 1% steps. 
(default: 50%) 


This item adjusts the brightness of the LCD from 0% 
to 100% in 1% steps. 
(default: 50%) 


This item adjusts the volume level for confirmation 
beep tones from 0% to 100% in 1% steps. When the 
beep tones, item 6. Fass (p. 82), are turned OFF, 
this setting has no effect. 

(default: 50%) 


4. ieee Loe 

This item allows y 
for confirmation beep tones. Confirmation beep tones 
are linked to the [AF] control until a specified volume 
level is reached—further rotation of the [AF] control 


will not increase the volume of the beep tones. 


Confirmation beep ON (default) 
Confirmation beep OFF 


This item is used for a simple frequency check of the 
transceiver. 


Calibration marker ON 
Calibration marker OFF (default) 


See p. 94 for calibration procedure. 


y Turn the calibration marker OFF after checking the 
% frequency of the transceiver. 


@ General set mode (continued) 


SET MODE 


11 


6. aes 

A beep sounds each time a switch is pushed to con- 
firm it. This function can be turned OFF for silent op- 
eration. 


Confirmation beep ON (default) 
Confirmation beep OFF 


The volume level can be set in 3. & 
(p. 81) 


7.5 

A beep sounds when an operating frequency enters 
or exits an amateur band. This functions independent 
of the confirmation beep setting (above). 


Band edge beep ON (default) 
Band edge beep OFF 


The volume level can be set in 3. & 
(p. 81) 


The [RF/SQL] control can be set as the RF/squelch 
control (default), the squelch control only (RF gain is 
fixed at maximum) or ‘Auto’ (RF gain control in SSB, 
CW and RTTY; squelch control in AM and FM). 


[RF/SQL] control as RF/squelch con- 
trol (default) 

[RF/SQL] control as squelch control 
[RF/SQL] control as RF gain control 
in SSB, CW and RTTY; squelch con- 
trol in AM and FM 


OFF. When set to ON (default), peak meter readings 
are displayed for about 0.5 sec. 


10. ¢ 
This item turns the COMP meter indication ON and 
OFF during transmit. When set to ON, the COMP 


meter is displayed instead of the SWR meter. 
(default: OFF) 
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11. SETMODE 


@ General set mode (continued) 


11. 


When this. item is set to ON, pushing [SPLIT] for 1 
sec. sets the transmit frequency aug the Se hg 
frequency and the split offset, set in ‘ rocr4 
sxext. item below, and activates the split 
tomatically. 


Quick split ON (default) 
Quick split OFF 


12. © To 
This item sets the offset icinarenes between transmit 
and receive frequencies) for the quick split function. 


The offset frequency can be set from —9.999 MHz to 
+9.999 MHz in 1 kHz steps. 


13.3 


When this i itern i is ON, thi tuning dial can be used to 
adjust the transmit frequency while pushing [XFC] 
even while the dial lock function is activated. 


Split lock function ON 
Split lock function OFF (default) 


This item sets the ‘offset (siferenee between transmit 
and receive frequencies) for duplex operation. How- 
ever, this setting is used to input the repeater offset 
for an HF band only. 


The offset frequency can be set from 0.000 MHz to 
9.999 MHz in 1 kHz steps. 


1.4 


This item Sais thé eee (difference between transmit 
and receive frequencies) for duplex operation. How- 
ever, this setting is used to input the repeater offset 
for a 50 MHz band only. 


The offset frequency can be set from 0.000 MHz to 
9.999 MHz in 1 kHz steps. 


16. | 


This iter sets the offeet iiferenca between transmit 
and receive frequencies) for duplex operation. How- 
ever, this setting is used to input the repeater offset 
for a 144 MHz band only. 


The offset frequency can be set from 0.000 MHz to 
9.999 MHz in 1 kHz steps. 


@ General set mode (continued) 


SET MODE 
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This item turns the one touch repeater function ON 
: ra it) and OFF. 


When [F2 fF] is pushed for 1 sec. in fi}, the se- 
lected offset direction and the programmed duplex 
offset frequency (depending on the operating fre- 
quency band) is set with the displayed frequency. 


This item turns the auto repeater function to ON-1 
(auto duplex setting), ON-2 (auto duplex setting and 
activating tone encoder) or OFF. 


See p. 46 for details concerning the auto repeater 
function. 


19. [- Fe ae 
The internal antenna tuner has an automatic start ca- 
pability which starts tuning if the SWR is higher than 


1.5-3:1 in the HF bands. 


When “OFF” is selected, the tuner remains OFF even 
when the SWR is poor (1.5—-3:1). When “ON” is se- 
lected, automatic tune starts even when the tuner is 
turned OFF. 


be started automatically at the moment the PTT is 
pushed after the operating frequency is changed 


(more than 1% from the last-tuned frequency). 


21. gm. Piet 
This item turn the 9600 bps data transmission capa- 
bility ON and OFF. 


: For 9600 bps data transmission. 
: For the regular audio (or slower data) 
transmission only. 
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11. SETMODE 


@ General set mode (continued) 


22. P Sand hacky 
You can set the antenna connector selection to auto- 
matic, manual or non-selection (when using 1 an- 
tenna only for the HF/50 MHz bands). 


: The antenna switch is activated and 
the band memory memorizes the se- 
lected antenna. (default) 

; 1: The antenna switch is activated and 
selects an antenna manually. 

: The antenna switch is not activated 
and does not function. The [ANT 1] con- 
nector is always selected in this case. 


When the optional UT-102 voice SYNTHESIZER UNIT iS 
installed, you can select between English and Japan- 
ese as the language. 


: Announces in English (default) 
: Announces in Japanese 


See p. 90 for unit installation. 


24. ' 


When the optional UT-102 voice SYNTHESIZER UNIT iS 
installed, you can select between faster or slower 
synthesizer output. 


: Announces faster (default) 
: Announces slower 


See p. 90 for unit installation. 


When the optional UT-102 voice SYNTHESIZER UNIT iS 
installed, you can have frequency, mode and signal 
level announcement. Signal level announcement can 
be deactivated if desired. 


: Announces operating frequency, mode 
and receiving signal level. (default) 

: Announces operating frequency and 
mode only. 


See p. 90 for unit installation. 


26. | 8 eee ee es | ee 
This item sets the number of memo pad channels 
available. 5 or 10 memo pads can be set. 


=; :5 memo pads (default) 
if: 10 memo pads 


m@ General set mode (continued) 


SET MODE 
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a7.f 


This item sets the auto tuning step function. When ro- 
tating the tuning dial rapidly, the tuning step automat- 
ically changes several times as selected. 


There are 2 type of auto tuning steps: HIGH (Fastest) 
and LOW (Faster). 


: Auto tuning step is turned ON. 
Approx. 5 times fastest tuning step 
during rapid rotation (default) 

: Auto tuning step is turned ON. 
Approx. 2 times faster tuning step dur- 
ing rapid rotation 

: Auto tuning step is turned OFF. 


28.74 TE LIND & cd 
This item sets the rate at which frequencies are 
scanned when the microphone [UP]/[DN] switches 
are pushed and held. High or low can be selected. 


: High speed (default, 50 tuning 
steps/sec.) 
: Low speed (25 tuning steps/sec.) 


29. [: Foch eR Maca BA ade Slee Samco 
This item selects the RIT/ATX frequency clearing in- 
struction with [PBTC]. 


: Clears the RIT/ATX frequency when 
[PBTC] is pushed momentarily. 

: Clears the RIT/ATX frequency when 
[PBTC] is pushed for 1 sec. (default) 


30. F 


This item turns the PBT shifting value indication ON 
and OFF during [TWIN PBT] control operation. When 
set to ON, the shifting value is displayed above the 
multi-function switches. 

(default: ON) 


31.5 AB OG} 
This item turns the IF filte 
OFF when selecting with [FILTER]. When set to ON, 
the filter width is displayed above the multi function 


switches. 
(default: ON) 
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11. SETMODE 


@ General set mode (continued) 


32. te oo mond Manet EB Sanet Santen’ oH Sata Safe FH cee 
This item selects the displayed frequency shift func- 
tion from ON and OFF. 


When this function is activated, the receiving signal 
can be kept in receive even when the operating mode 
is changed between SSB and CW. 


: The displayed frequency shifts when 
the operating mode is changed be- 
tween SSB and CW. 

: The displayed frequency does not shift. 
(default) 


ZY The frequency shifting value may differ according 
Y to the CW pitch setting. 


Selects the carrier 
USB. 


: The carrier point is set to LSB side. 
(default) 
: The carrier point is set to USB side. 


34. . LES HE 
This item selects the appearing menu when [F4 i} 
is pushed in [*{1 at first, from jE) 5 Fecal 


:Selects memory’ keyer 
menu first (default) 

: Selects keyer SEND menu 
first 


35.5 


This item sets the external keypad capability. 


: External keypad does not func- 
tion. (default) 

+: Pushing one of external keypad 
switches, transmits the desired 
keyer memory contents during 
CW mode operation. 


For your information 

The diagram as at right shows the equivalent circuit of 
an external keypad and connects to pin 3 and pin 7 
of the [MIC] connector (p. 12) 


4.7kQ 2.2KEQ 1.5kQ-1.5kQ 
+5% +5% +5% +5% 


To [MIC] connector pin @) 
> 


To [MIC] connector pin @) 
> 


1 i] 
I 1 
I 1 
1 I 
I i] 
I i) 
10 1 

1 
; { S4 S3 s2 s1 ; 
1% (Tama? (rama)? (r2M2)? (TH/Mt) 1 
I vf 
I + 
I i 
I q 


USER EXTERNAL KEYPAD 


@ General set mode (continued) 


SET MODE 
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36. fT! 


This item sets the data transfer rate. 300, 1200, 4800, 
9600, 19200 bps and “Auto” are available. 


: Auto baud rate (default) 
: 300 bps 

: 1200 bps 

: 4800 bps 

: 9600 bps 

: 19200 bps 


When “Auto” is selected, the baud rate is automati- 
cally set according to the connected controller or re- 
mote controller. 


its own Icom standard address in hexadecimal code. 
The IC-746PRO’s address is 66h. 


When 2 or more IC-746PRO’s are connected to an 
optional CT-17 ci-v LEVEL CONVERTER, rotate the tun- 
ing dial to select a different address for each IC- 
746PRO in the range Oth to 7Fh. 


Transceive operation is possible with the IC-746PRO 
connected to other Icom HF transceivers or receivers. 


: Transceive ON (default) 
: Transceive OFF 


When “ON” is selected, changing the frequency, op- 
erating mode, etc. on the IC-746PRO automatically 
changes those of connected transceivers (or re- 
ceivers) and vice versa. 


When connecting the IC-746PRO to the IC-735 for 

transceive operation, you must change the operating 

frequency data length to 4 bytes. 

¢This item must be set to “ON” only when operating the 
transceiver with the IC-735. 


: 4 bytes of frequency data 
: 5 bytes of frequency data (default) 
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11. SETMODE 


Tone control set mode 


¢ Entering tone control set mode 


Tone levels (bass and treble) for each transmit and re- 
ceive audio can be set for each phone mode indepen- 
dently. 


eSet mode operation 

@ Push [MENU] several times to select f*#". 

(2) Push [F4 Tr] to select the tone control set mode. 

#.] or [F2 #] to select the desired item. 

(4) Push [SSB] or [AM/FM] to select the desired oper- 
ating mode. 

©) Set the desired condition using the tuning dial. 
¢Push [F3] for 1 sec. to select a default value. 

(©) Push [MENU] to exit the set mode. 


Tone control set mode items 


1 Ts 


This item adjusts the bass level of the transmit audio 
tone from —5 dB to +5 dB in 1 dB steps. 


2. bed Tangs 


This item adjusts the treble level of the transmit audio 
tone from —5 dB to +5 dB in 1 dB steps. 


This item adjusts the bass level of the receive audio 
tone from —5 dB to +5 dB in 1 dB steps. 


4. Treide 
This item adjusts the treble level of the receive audio 


tone from —5 dB to +5 dB in 1 dB steps. 


OPTION INSTALLATION 12 


@ Opening the transceiver’s case 


Follow the case and cover opening procedures shown 
here when you want to install an optional unit or adjust 
the internal units, etc. 


gy, CAUTION: DISCONNECT the DC power cable 
Y from the transceiver before performing any work on 
Y the transceiver. Otherwise, there is danger of elec- 
% tric shock and/or equipment damage. 


@ Remove the 2 screws from the left side of the trans- 
ceiver to remove the carrying handle as shown at 
right. 


SWRWawars 
SSE 


Sc. 


(2) Remove the 6 screws from the top of the trans- 
ceiver and the 6 screws from the sides, then lift up ie 
the top cover. a 

@) Turn the transceiver upside down. 

@ Remove 6 screws from the bottom of the trans- 
ceiver, then lift up the bottom cover. 


@ UT-102 voICcE SYNTHESIZER UNIT 


The UT-102 announces the accessed readout’s fre- 

quency, mode, etc. (S-meter level can also be an- 

nounced— p. 85) in a clear, electronically-generated 

voice, in English (or Japanese). 

» Push [LOCK/SPCH] for 1 sec. to announce the fre- 
quency, etc. 


@ Remove the top and bottom covers as shown MAIN unit 


AS 
above. Ee eee jae 
(@ Remove the protective paper attached to the bot- ee SS 
tom of the UT-102 to expose the adhesive strip. Gi 2) an 
(3) Plug UT-102 into J1920 on the MAIN unit as shown oS Gia: 


in the diagram at right. 

(4) Adjust the trimmer, SPCH LVL: R1925 on the MAIN 
unit, to set the speech level if desired. Refer to the 
illustration at right. 

©) Return the top and bottom covers to their original 
positions. 
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12 OPTION INSTALLATION 


HM CR-338 HIGH STABILITY CRYSTAL UNIT 


By installing the CR-338, the total frequency stability 
of the transceiver will be improved. 


( Remove the bottom covers as shown on the previ- 
ous page. 

(2) Remove the 4 screws from the shield cover of the 
RF unit, and disconnect P2 (CHASSIS) from J761 
(MAIN), then lift up the shield cover. 


(3) Remove the 8 screws from the RF unit, disconnect 
J1, J121 and J151, then remove the RF unit. 

(@) Remove the supplied internal crystal and replace 
with the CR-338. 

(5) Return the RF unit, J1, J121 and J151 to their orig- 
inal positions. 


© Connect a frequency counter to the J262, 2LO IN, 
then adjust the reference frequency to be 
64.00000 MHz with the L1901 on the RF unit. 

@) Return the J262, shield cover, P2 and bottom cov- 
ers to their original positions. 


Shield cover 


P2 
(CHASSIS) 


TUNER wee 


(antenna tuner) 


connector J761 


Black belt 
y | 
an hs 


belt if 


Connect a frequency counter, then adjust 
the frequency to be 64.00000 MHz. 


@ Troubleshooting 


The following chart is designed to help you correct 
problems which are not equipment malfunctions. 


MAINTENANCE 1 3 


est Icom Dealer or Service Center. 


If you are unable to locate the cause of a problem or 
solve it through the use of this chart, contact your near- 


not start 


designated as select channels. 


lect channels for the scan. 


PROBLEM POSSIBLE CAUSE SOLUTION REF. 
Power does not come on |e Power cable is improperly connected. ¢ Re-connect the DC power cable correctly. p. 16 
ie when the [POWER] switch | « Fuse is blown. ¢ Check for the cause, then replace the fuse with | p. 93 
= | is pushed. the spare one. 
4 (Fuses are installed in the DC power cable and 
the internal PA unit.) 
No sounds come out from | * Volume level is too low. ¢ Rotate [AF] clockwise to obtain a suitable lis- | p. 23 
the speaker. tening level. 
¢ The squelch is closed. ¢ Turn [RF/SQL] to 10 o’clock position to open the | p. 24 
squelch. 
¢ The transceiver is in transmitting condition. ePush [TRANSMIT] to receive or check the] p. 25 
SEND line of an external unit, if desired. 
Sensitivity is too low, and |* The antenna is not connected properly. ¢ Re-connect to the antenna connector. _— 
only strong signals are au- | * The antenna for another band is selected. ¢ Select an antenna suitable for the operating fre- | p. 75 
dible. quency. 
Ww ¢ The antenna is not properly tuned. ¢ Push [TUNER] for 1 sec. to manually tune the | pgs. 76, 
= antenna. 77 
re) ¢ The attenuator is activated. ¢ Push [P.AMP/ATT] for 1 sec. to select “ATT OFF.” | p. 48 
Ww 
@ | Received audio is unclear | *Wrong operating mode is selected. ¢ Select a suitable operating mode. p. 23 
or distorted. ¢PBT function is activated. ¢Push [PBTC] for 1 sec. to reset the function p. 52 
¢ Noise blanker is turned ON when receiving a|* Push [NB] to turn the noise blanker OFF. p. 51 
strong signal. 
Preamp is activated. Push [P.AMP/ATT] once or twice to turn the] p. 48 
function OFF. 
¢ The noise reduction is activated and the [NR] | * Set the [NR] control for maximum readability. |p. 53 
control is too far clockwise. 
The [ANT] switch does not | «The antenna switch has not been activated. ¢Set the antenna switch in set mode to “Auto” or} p. 85 
function “Manual.” 
Transmitting is impossible. |*The operating frequency is not set to a ham | ¢Set the frequency to a ham band. p. 19 
band. 
Output power is too low. | « [RF PWR] is set too far counterclockwise ¢ Rotate [RF PWR] clockwise. p. 25 
¢ [MIC GAIN] is set too far counterclockwise ¢ Set [MIC GAIN] to a suitable position. p. 25 
¢The antenna for another band is selected. ¢Select an antenna suitable for the operating fre- | p. 75 
quency. 
¢The antenna is not properly tuned. «Push [TUNER] for 1 sec. to manually tune the | pgs. 76, 
= antenna. 77 
= 
M | No contact possible with |*RIT or ATX function is activated. ¢Push [RIT] or [ATX] to turn the function OFF. pgs. 48, 
g another station. 57 
co ¢ Split frequency and/or duplex function are acti- | *Push [SPLIT] and/or [F2 “] (in fFi}) to turn} pgs. 44, 
- vated. the function OFF. 59 
Transmit signal is unclear | * [MIC GAIN] is set too far clockwise ¢ Set [MIC GAIN] to a suitable position. p. 25 
or distorted. 
Repeater cannot be ac-|e Split frequency or duplex function is not acti- |* Push [SPLIT] and/or [F2 
cessed. vated. the function ON 
¢ Programmed subaudible tone frequency is | * Reset the frequency using set mode. p. 45 
wrong. 
Programmed scan does | *Squelch is open. ¢Set [RF/SQL] to the threshold point. p. 24 
not stop. ¢[RF/SQL] is assigned to RF gain control and | *Reset [RF/SQL] control assignment and set it to | pgs. 24, 
squelch is open. the threshold point. 82 
z Programmed scan does |The same frequencies have been programmed |*Program different frequencies in scan edge |p. 66 
ris not start. in scan edge memory channels P1 and P2. memory channel P1 and P2. 
n Memory scan does not}]*2 or more memory channels have not been|*Program more than 2 memory channels. p. 63 
start programmed. 
Select memory scan does |*2 or more memory channels have not been | *Designate more than 2 memory channels as se- | p. 72 
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13° MAINTENANCE 


PROBLEM POSSIBLE CAUSE 


SOLUTION REF. 


The displayed frequency | The dial lock function is activated. 
does not change properly. |* Aset mode screen is selected. 


DISPLAY 


¢The internal CPU has malfunctioned. 


¢ Push [LOCK/SPCH] to turn the function OFF. |p. 53 

¢Push [MENU] several times to exit the set|— 
mode. 

¢Reset the CPU. p. 94 


@ Fuse replacement 


lf a fuse blows or the transceiver stops functioning, try 
to find the source of the problem, and replace the dam- 
aged fuse with a new, rated fuse. 


The IC-746PRO has 2 types of fuses installed for 
transceiver protection. 

DC power cable fUSES ............::cceseeeeeeeeneees FGB 30A 
© CirCUitry FUSE «2.0... eee eeeeeeeeteeeeeeeeeteeeeteteeeeee FGB5A 


© DC power cable fuse replacement 


Refer the figure illustrated at right for the DC power 
cable fuse replacement. 


% Circuitry fuse replacement 


The 13.8 V DC from the DC power cable is applied to 
all units in the IC-746PRO, except for the power am- 
plifier, through the circuitry fuse. This fuse is installed in 
the PA unit. 


(@® Remove the top cover as shown on p. 90. 
(2) Remove the 11 screws from the PA shielding plate, 
then remove the plate. 


(3) Replace the circuitry fuse as shown in the diagram 
at right. 
@ Replace the PA shielding plate and top cover. 


@ Tuning dial brake adjustment 


The tension of the tuning dial may be adjusted to suit 
your preference. 


The brake adjustment screw is located on the right 
side of the tuning dial. See the figure at right. 


Turn the brake adjustment screw clockwise or counter- 
clockwise to obtain a comfortable tension level while 
turning the dial continuously and evenly in one direction. 


Y CAUTION: DISCONNECT the DC power cable 
Z from the transceiver when changing a fuse. 


@ Resetting the CPU 


When first applying power or when the function does 
not seem to be operating normally, reset the CPU as 
follows: 


@ Make sure the transceiver power is OFF. 

(2) While pushing [M-CL] and [F-INP], push [POWER] 
for 1 sec. to turn power ON. 
¢The internal CPU is reset. 
¢The transceiver displays its initial VFO frequency when 

resetting is complete. 

@) Correct the set mode settings after resetting, if de- 

sired. 


Y NOTE: Resetting CLEARS all programmed con- 
4 tents in memory channels and returns programmed 
Y values in set mode to default values. 


N 


SS 


@ Frequency calibration (approximate) 


A very accurate frequency counter is required to cali- 
brate the frequency of the transceiver. However, a 
rough check may be performed by receiving radio sta- 
tion WWYV, or other standard frequency signals. 

4% CAUTION: Your transceiver has been thoroughly 
adjusted and checked at the factory before being 
shipped. You should not calibrate frequencies, ex- 
4%, cept for special reasons. 


WAAL 


@ Push [SSB] to select USB mode. 

(2) Push [PBTC] for 1 sec. to clear the PBT settings 
and make sure that the RIT/ATX function is not ac- 
tivated. 

@) Set the frequency to the standard frequency station 
minus 1 kHz. 

When receiving WWV (10.000.00 MHz) as a standard 
frequency, set the operating frequency for 9.999.00 MHz. 
¢Other standard frequencies can also be used. 

(4) Push [MENU] several times to select f14 or PE, if 
necessary. 

© Push [MENU] for 1 sec. to select the set mode 
screen. 

© Push [F1 «&] or [F2 *] several times to select the 

: ~“p- item. 

@ Rotate the tuning dial clockwise to turn the calibra- 
tion marker ON. 
¢ Side tone may be heard. 

Adjust [CAL] pot on the rear side of the transceiver 
for a zero beat with the received standard signal. 
¢Zero beat means that two signals are exactly the same 

frequency, resulting in a single tone being emitted. 

@) Rotate the tuning dial counterclockwise to turn the 
calibration marker OFF. 

Push [MENU] to exit set mode. 
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[POWER] 


[MENU] [SSB] [PBTC] 


[RF/SQL] [AF] [P.AMP/ATT] [RIT] [CLEAR] 


¢ Calibration marker item 


) 


a) 


[F-INP] [M-CL] 
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1 4 CONTROL COMMAND 


m@ Remote jack (CI-V) information 
¢Cl-V connection example 


The transceiver can be connected through an optional IC-746PRO eae 
CT-17 Cl-V LEVEL CONVERTER to a personal computer = 3 9-15 V 
equipped with an RS-232C port. The lcom Communi- oO ee a 


cations Interface-V (CI-V) controls the following func- 
tions of the transceiver. 


Up to 4 Icom CI-V transceivers or transceivers can be A personal 


connected to a personal computer equipped with an computer 
RS-232C port. See p. 88 for setting the Cl-V condition : 


using set mode. 


¢Data format lo: 
The CI-V system can be operated using the following 
data formats. Data formats differ according to com- 
mand numbers. A data area or sub command is added 
for some commands. 


~ mini-plug cable 


Controller to IC-746PRO OK message to controller 
® ® © ®© © © @ 
FE|FE} 66 | EO | Cn | Sc | Dataarea FD FE|FE;} EO |} 66 | FB | FD 
S 83> > | 
wo 55 | os 
_ 28 8 #22 §8 <E, 8 2 0% 88 8 
od 52 L282 s§2 S&S see So os ve se = Ss 
sf $s oS 28 se SEG BY sf oo $s X BY 
E& 988 O&8 vE §8 55 ee Ee os gs © 4 
®@ q OTS Sw ct € ose EG @ w Se ee o EO 
fe: > 2a) oS 88 Ee gee so 3 65 25 38 So 
2g se 88 Es §8 355 938 28 88 SS 86 38 
a) 5 So 58 Ost io o o> Of GF 
| Ox 3G oo | | ze 
| | | | 
FE|FE} EO | 66 | Cn | Sc | Data area FD FE|FE} EO |} 66 | FA | FD 
® ® © © © © @ 
IC-746PRO to controller NG message to controller 
¢Command table 
Command | Sub command Description Command | Sub command Description 
00 — Send frequency data 07 BO Exchange VFO A and VFO B 
01 Same as Send mode data 08 = Select memory mode 
command 06 | 0001-0101* [Select memory channel 
02 = Read band edge frequencies *P1=0100, P2=0101 
03 _ Readoperatingfrequency | |  £x| | o102—~C—«*S Select the callchannel 
04 = Read operating mode 09 = Memory write 
05 = Set operating frequency OA = Memory to VFO 
06 00 Select LSB 0B _ Memory clear 
01 Select USB oC = Read offset frequency 
02 Select AM OD — Sot offset f 
03 Select CW et offset frequency 
04 Select RTTY OE 00 Scan stop 
05 Select FM 01 Programmed/memory scan start 
07 Select CW-R 02 Programmed scan start 
08 Select RTTY-R 03 AF scan start 
07 = Select VEO mode 12 Fine programmed scan start 
13 Fine AF scan start 
00 Select VFO A 
22 Memory scan start 
ot Sea e 23 Select memory scan start 
AO Equalize VFO A and VFO B “a ics Ser ae oe 


eCommand table (continued) 
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Command | Sub command Description Command | Sub command Description 
OE A1-A7 Set AF scan span (A1=+5 kHz, 16 12 AGC selection (O=OFF; 1=Slow; 
A2=410 kHz,A3=#20kHz, | fT 2: =Mid; 3=Fast) 
ee Nz ROO Ky | a | Noise blanker (O=OFF; 1=ON) __ | 
A6=+500 kHz, A7=+1 MHz) 40 Noise reduction (0=OFF; 1=ON) 
BO Setasnon-selectchannel | | 9 Pr777m 44. Auto notch (0=OFF: 1=ON) | 
B1 Set as select channel } -----7 2 -----P 2---- == 5-7-3 = 
Do Setscanresume OFF | | Le naeee 4 2 yotapatal |e Repeater tone Orne on), 4 
D3 SetscanresumeON | | L_LLee BS coe Tone squelch (O=OFF; 1=ON) __| 
OF 00 Turn the splitfunctionOFF | |  — L----- 5 eee Speech Somnpiesse ee ‘ON) | 
01 Turn the splitfuncionON | | Lio M3) Monitor (0=OFE, ISON) 
10 Select simplex operation = = | | =) L___Le 46 VOX function (O=OFF; 1=ON) ___| 
11 Select -DUP operation 47 Break-in (O=OFF; 1=semi break- 
12 Select+DUP operation | | | ft in, 2=fullbreak-in) 
10 00 Select10Hz(1Hz)tuningstep | |  |____- nee | Manual notch (O=OFF; 1=ON)___| 
01 Select 100 Hz tuning step 49 RTTY filter (O=OFF; 1=ON) 
02 SelectikHztuningstep = | | °° &4»|—% 4B. COtCS DTCS(0=OFF:1=ON)  —sS 
03 Select5kHztuningstep | |  =>[—7>77% 4¢..—C«™ VSC (O=OFF;1=ON)——ti‘(tstsCSOY 
oe Select 9 kHz TWA siep 19 00 Read the transceiver ID 
05 Select 10 kHz tuning step 7 60 Sandiicad 
06 Select 12.5 kHz tuning step eneseainemory contents (see 
07 Select20kHztuningstep § | |  [L____________| p. 97 fordetailsy == 
08 Select 25 kHz tuning step 01 Send/read band stacking register 
11 —_— Select/read attenuator (O=OFF, | | — — }-----=------} as ontents (see p. 97 for details) a 
1=ON) 02 Send/read memory keyer con- 
: tents (see p. 97 for details) 
" = ono oan aaa Sendiread the selected filter width | 
= = (0=50 Hz to 40/31=3600/2700 Hz) 
13 00 Announce with voice synthesizer | | = = [77777 O4s5e i Send/read the selected AGC time | 
01 (00=all data; 01=frequency and constant (O=OFF, 1=0.1/0.3 sec. to 
02 S-meter level; 02=receive mode) 13-6.0/8.0 sec \ 
14 01 + Level data |[AF] level setting (O={max.CCWto]| | = =  [fu777 0501..«*S:. Send/read LCD Contrast (0=0% to | 
Wise eet ce atl 255=max.CW) 255=100%) 
02 + Level data |[RF] level setting (O={max.CCWto| [| £7" 0502.—St«d*: Send/read LCD backlight (0=0% to | 
255=11 o’clock) 255=100%) 
03 + Level data |[SQL] level setting (O=11 o’clockto] | = = ~fu777 0503.—OtC«*C: Send/read beep ‘gain (O=min. to | 
Ws Sn diss Be 255=max.CW) id 255=max.) 
06 + Level data |[NR] level setting (O=min.to | | = fF ~~ 0504.—Ss«d: Send/read beep gain limit (O=OFF, | 
Wa cheetah? Ah cy 255=max.) 1=ON) 
07+Leveldata |Inside [TWIN PBT]settingorIF | | o FUT 0505.—SOt«*S: Send/read calibration marker __—| 
shift setting (O0={max. CCW, (O=OFF, 1=ON) 
Beer cee nen lep=contehesoe eC): 7... | 0506 ~—«(|Send/read confirmation beep _| 
08 + Level data | Outside [TWIN PBT] setting (O=OFF, 1=ON) 
(O=max. CCW, 128=center, = | fp 0507s Send/read bandedge beep 
Least te ol SINS 8 a one el] (0=OFF, 1=ON) 
09 + Level data |[CW PITCH] setting (0O=300Hz,| | = = 2  ) fru-7A 0508..~—~S*S: Send/read RF/SQL control set. | 
is Ot Otel deeper OEE). 3) <5) (0=Auto, 1=SQL, 2=RF+SQL) 
OA + Level data |[RF PWR] setting (O=mini.to = | fo frat 0509..—«SI Send/read meter peak holdset | 
owe Stee se es Pee). ee Dae 28-2 al (0=OFF, 1=ON) 
OB + Level data |[MIC GAIN] setting (O=mini.to =| | Fort Tt 0510... «I Send/read COMP meter set | 
ss apap tana! eld ee (0=OFF, 1=ON) 
OC + Level data [KEY SPEED] setting (O=slow fo) | °° {Rae 0511 Ss Send/read quick split set (0=0FF, 7 
Keates ks ee ee a ce ees 1=ON) 
OD + Level data [NOTCH] setting (O=low freq. to | fo fat 0512. Se nd/read split Offset 9.999 to | 
Hens tree Meets SPA eopenigh ME te cect er +9.999 MHz (see p. 98 for details) 
OE + Level data |COMP Level Delay setting (0=Oto} {| = = 2} }) = f---7- 0513 Shanes Send/read split lock set (0-OFF, 1 
Pieamer ree erate ial aya ae | 1=ON) 
Seas ceere|| | Ik 0514 Send/read dupiex offset 0.000 to | 
0 130=13.0d) 9.999 MHz for HF (see p. 98 for 
15 01 Read squelch condition details) 
02 Read S-meterlevel = ff 0515 ~~ “| Sendiread duplex offset 0.00010 | 
11 Read RF power meter 9.999 MHz for 50 MHz band (see 
12 Read SWR meter p. 98 for details) 
i OSU OG WEN es a! PS osi6 | Sendiread duplex offset 0.000 to | 
16 02 Preamp (O=OFF; 1=preamp 1; 9.999 MHz for 144 MHz band 
2=preamp 2) (see p. 98 for details) 
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14 CONTROL COMMAND 


eCommand table (continued) 


Command | Sub command Description Command | Sub command Description 
1A 0517 Send/read one touch repeater set 1A 0548 Send/read FM TX Tone (Treble) 
(0=DUP-, 1=DUP+) level (0=-5 to 10=+5) 
fo 0518 Send/readautorepeaterset | | | 0549 Send/read FM RX Tone (Bass) _ 
(O=OFF, 1=ON-1, 2=ON-2) level (0 =-5 to 10=+5) 
pes 0519 Send/readtuner auto startset | | | | 0550..—s« Send/read FM RX Tone (Treble) _ 
(O=OFF, 1=ON) level (0=-5 to 10=+5) 
kanes 0520, °— Send/read PTT tune set (O=OFF,| |  =$‘| | 0551s Send/read contact number style _ 
1=ON) (O=Normal, 1=190-ANO, 
Pay 0521 ~~‘ |Send/read 9600 bps mode set _| 2=190—ANT, 3=90—NO, 
(O=OFF, 1=ON) Mh ted ee Seatac Hele AS cee et wes he 
po 0522 —-*‘(|Send/read antenna selection _| 0552 Send/read count up trigger chan- 
(O=OFF, 1=Manual,2=Auto) =f fT nel (1=M1, 2=M2, 3=M3, 4=M4) _ 
os 0523. ~~ ~+|Send/readspeechlanguage _i| 0553 Send/read present number 
(O=English, 1=Japanese) | | |... if (17-9999) 
po 0524 ~——*| Send/read speech speed (0=Slow, | 0554 Send/read CW side tone gain 
1=Fast) (O=min. to 255=max.) 
re 0525 —_| Send/read S-level speech (0=OFF, | ) 0555. ~—__ | Send/read CW side tone gain limit 
1=ON) (0=OFF, 1=ON) 
li Bc 0526 | Send/read memo pad numbers _| 0556 Send/read CW keyer repeat time 
(0=5 ch, 1=10 ch) (1=1 sec. to 60=60 sec.) 
0527 Send/read main dial auto TS 0557 Send/read CW keyer dot/dash 
(O=OFF, 1=Low, 2=High) ratio (28=1:1:2.8 to 45=1:1:4.5) 
0528 Send/read mic. up/down speed _| 0558 Send/read rise time (0=2 msec., 
(O=Low, 1=High) 1=4 msec., 2=6 msec., 3=8 msec.) 
0529 Send/read quick RIT/ATX clear 0559 Send/read paddle polarity 
function (O=OFF,1=ON) | | | | (0=Normal, 1=Reverse) ec eterm.s 
0530 Send/read PBT shifting value _—| 0560 Send/read keyer type (0=Straight, 
Ae AA tara ed popup set (0=OFF, 1=ON) Yee ita ROY LE GEROV) 
0531 Send/read IF filter width popup 0561 Send/read mic. up/down keyer set 
set(O=OFF,1=ON) | FL (O=OFF, 1=ON) 
aa 0532 | Send/read SSB/CW synchronous | 0562 Send/read RTTY filter bandwidth 
tuning function (O=OFF, 1=ON) (0=250 Hz, 1=300 Hz, 2=350 Hz, 
ia 0533. ~—« | Send/read CW normal side set __| |____________ | 3=500 Hz, 4=1 kHz) 
(O=LSB, 1=USB) 0563 Send/read twin peak filter (O=OFF, 
inne 0534. ~—«|Send/read keyer 1st menu set _| Lect ceseee tate essd INS 2 a lea ar tyr WS 
(O=Keyer-root, 1=Keyer-send) 0564 Send/read RTTY mark frequency 
— 0585 ~~~“ | Sendiread extemal keypad set (01275 Hz, 1=1615 Hz, 
(O=OFF, 1=Keyer send) [Eee eee eN 2) 2 eee 
leans 0536 "| Sendiread GI-V transceive Set] 0565 | Send/read ATTY shift width 
Q=OFF,1=0N) | | Le (DoT OTe A200 Ne senttentle) 
fe ee 0537..~—~—SW«|' Send/read CI-V 731 mode set _—is| 0566 Send/read RTTY keying polarity 
(O=OFF,1=ON) | fe (Os Notmial, (SBR WOE) si). 
Loa 0536 ~~~ Sendiread speech compressor | 0567 | Sendiread ATTY decode USOS 
levelset(O=0to10=10) | | LL LLee ee ee (OROFE Te ON) yoo coorns > 
pase = ay 0539 A ay Send/read SSB TX Tone (Bass) ~T 0568 Send/read RTTY decode new line 
level(O=-5to10=45) = | | Lt code (O-Cr EE CBr le i-Crale) 
[are 0540 ~~~" Sendiread SSB TX Tone (Treble) | 0569 "|Send/read number of RTTY de- 
level (O=-5to10=+5) | | |__| coder line (O=2 lines, 1=3 lines) _ 
; 0541 —‘| Send/read SSB RX Tone (Bass) | 0570 Send/read scan speed (0=Low, 
level(Q=-Sto10=+5) =| | | _ aa! ee sda 
ee 0542 ~——«| Send/read SSB RX Tone (Treble) | 0571 Send/read scan resume (O=OFF, 
level(0=-5to10=+5) | |  |_ tO ec mine ate nae a es 
lege 0845 ~~~” [Sendiread AM TX Tone (Bass) "| 0572 "| Send/read NB level (0=0% to 
level(O=5to10=+5) | | |_____ ef 255=100%) 
fase 0544 ~~~ Sendiread AM TX Tone (Treble) | 0573 |Send/read VOX gain (0=0% to 
level (O=-5to10=+5) | | |[___f SPOON Bs eo Se anes 
ise 0545. _|Send/read AM RX Tone (Bass) | 0574 Send/read anti VOX gain (0=0% to 
level(O=-5to10=+5) | | 9 |_____ oi 255=100%) 
hia 0546 ~~~" Sendiread AM BX Tone (Treble) _| 0575 | Sendiread VOX delay (00.0 sec. 
level (O=-5to10=+5) | | |__| to20=2.0sec) 
f 0547. ~«*(|: Send/read FM TX Tone (Bass) ~~ 0576 Send/read Break-IN delay set 
level (0 =-5 to 10=+5) (20=2.0d to 130=13.0d) 


eCommand table (continued) 


Command | Sub command Description 
1A 0577 Send/read MONITOR level (0=0% 
to 255=100%) 
; 06 ~—«* | Send/read DATA mode (O=OFF, | 
1=ON) 
po 07. ~~—~—«*«(| Send/read SSB transmit band- | 
width (O=WIDE, 1=MID, 2=NAR) 
po 08 ——«(|Send/read DSP filter shape | 
(O= sharp, 1= soft) 
1B 00 Set/read repeater tone frequency 
(see p. 98 for details) 
01 Set/read TSQL tone frequency 
(see p. 98 for details) 
02 Set/read DTCS code and polarity 
(see p. 98 for details) 
1C 00 Set/read the transceiver’s condi- 
tion (O=Rx; 1=Tx) 
01 Set/read antenna tuner condition 
(O=OFF, 1=ON, 2=Start tuning or 
while tuning) 


© To send/read memory contents 

When sending or reading memory contents, additional code 
as follows must be added to appoint the memory channel. 
=» Additional code: 0000-0102 (0100=P1, 0101=P2, 0102=Call) 


© Band stacking register 

To send or read the desired band stacking register’s con- 
tents, combined code of the frequency band and register 
codes as follows are used. 

For example, when sending/reading the oldest contents in 
the 21 MHz band, the code “0703” is used. 


¢Frequency band code 


Code | Frequency band | Frequency range (unit: MHz) 
01 1.8 1.800000— 1.999999 
02 3.5 3.400000— 4.099999 
03 7 6.900000— 7.499999 
04 10 9.900000—-10.499999 
05 14 13.900000-14.499999 
06 18 17.900000-18.499999 
07 21 20.900000-21.499999 
08 24 24.400000-25.099999 
09 28 28.000000-29.999999 
10 50 50.000000-54.000000 
11 144 144.000000-148.000000 
12 GENE Other than above 

Register code 

Code Registered number 
01 1 (latest) 

02 2 
03 3 (oldest) 
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© Codes for memory keyer contents 
To send or read the desired memory keyer contents, the 
channel and character codes as follows are used. 


¢ Channel code 


Code Channel number 
01 M1 
02 M2 
03 M3 
04 M4 


¢ Character’s code 


Character | ASCII code Description 
0-9 30-39 Numerals 
A-Z 41-5A Alphabetical characters 
space 20 Word space 
/ 2F Symbol 
? 3F Symbol 
; 2C Symbol 
2E Symbol 
is 5E e.g., to send BT, enter 4254 
2A Inserts contact number (can be 
used for 1 channel only) 


© Codes for memory name contents 

To send or read the desired memory name settings, the char- 
acter codes, instructed codes for memory keyer contents as 
above, and follows are additionally used. 


¢ Character’s code— Alphabetical characters 


Character | ASCII code | Character | ASCII code 

a-z 61-7A _ _ 

¢ Character’s code— Symbols 

Character | ASCII code | Character | ASCII code 

| 21 # 23 

$ 24 % 25 

& 26 ¥ 5C 

? SF » 22 

, 27 . 60 

+ 2B - 2D 

: 3A : 3B 

= 3D < 3C 

> 3E ( 28 

) 29 [ 5B 

] 5D { 7B 

} 7D | 7C 

x 5F = 7E 
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© Split/Duplex frequency setting 
The following data sequence is used when sending/reading 
the split or duplex frequency setting. 


® @ @ @ 
xX : 0 xX : X O : X XX 
o 
| 8 ¢ 4 & 
ron) cs | = Y 
ro = oO °o <6 
of # = 5 = 
z= > §$ DF F BH 2.89 
2D co) so) 2 — a 
o N = N 2 5 Sst 
N x= x x= = = B+ | 
x= Oo °o x Out 
x = fed 
r-) ro) ro) ro) Zor 
- - _- oe - - Ao So 


*No need to enter for duplex frequency setting. 


© Repeater tone/tone squelch frequency setting 
The following data sequence is used when sending/reading 
the DTCS code and polarity setting. 


Or 2) @ 


Fixed digit: 0*9——> |o 
Fixed digit: 0*——> |o 
100Hz digit: 0-2—> | x 
10 Hz digit: 0-9—> | x 
1 Hz digit: 0-9 —~> |= 
0.1 Hz digit: O0-9—> | x 


*Not necessary when setting a frequency. 


© DTCS code and polarity setting 
The following data sequence is used when sending/reading 
the DTCS code and polarity setting. 


® 2) ©) 


Normal 
1= Reverse 


2nd digit: 0-7 ———~> | x 
3rd digit: 0-7 ———~> | x 


Transmit polarity: 

Receive polarity: 

0= Normal 

1= Reverse 

Fixed digit. 0 ———~> |o 
1st digit: 0-7 ———~> | x 


0 


General 
¢Frequency coverage 
Receive 


Transmit 


(Unit: MHz) 

0.030— 60.000000* 

108.000— 174.000000* 
1.800— 2.000000 
3.500— 3.999999 
7.000— 7.300000 
10.100— 10.150000 
14.000— 14.350000 
18.068— 18.168000 
21.000— 21.450000 
24.890— 24.990000 
28.000— 29.700000 
50.000— 54.000000 


144.000— 148.000000 


*Some frequency ranges are not guaranteed. 


Mode 
¢No. of memory ch. 


e Antenna connector 


*Operating temp. range 


¢Frequency stability 


¢Frequency resolution 
¢Power supply 
¢Power consumption 
Transmit 
Receive 


Dimensions 
(projections not incl.) 
¢Weight (approx.) 
eACC 1 connector 
eACC 2 connector 
¢DATA connector 
¢Cl-V connector 


¢ Transmitter 


: USB, LSB, CW, RTTY, AM, FM 
: 102 (99 regular, 2 scan edges and 1 


call) 


: SO-239x3 (2 for HF/50 MHz and 1 


for 144 MHz; 50 Q) 


: -10°C to +60°C ; +14°F to +140°F 
: Less than +7 ppm from 1 min. to 


60 min. after power ON. After 
that, rate of stability is less than 
+1 ppm/hr. at 25°C (+77°F). 
Temperature fluctuations 0°C to 
+50°C (+20°F to +122°F) less than 
+5 ppm. 


:1Hz 
: 13.8 V DC +15% (negative ground) 


Max. power 23.0A 
Standby 2.2A 
Max. audio 3.0A 


: 287(W)x120(H)x316.5(D) mm 


135/6(W)x4?%0(H)x12152(D) in 


: 9.0 kg; 19 Ib 13 oz 

: 8-pin DIN connector 

: 7-pin DIN connector 

: Mini DIN 6-pin 

: 2-conductor 3.5 (d) mm (%”) 


¢ Output power (continuously adjustable): 


SSB/CW/RTTY/FM 


AM 
¢Modulation system 
SSB 
AM 
FM 
¢ Spurious emission 


¢Carrier suppression 

eUnwanted sideband 
suppression 

e ATX variable range 

¢Mic. connector 

e ELEC-KEY connector 

¢KEY connector 

¢SEND connector 

eALC connector 


Less than 5 to 100 W 


Less than 5 to 40 W 


PSN modulation 


Low power modulation 
Phase modulation 


: 50 dB (HF bands) 


60 dB (50/144 MHz) 


: 40 dB 
: 55dB 


: +9.99 kHz 

: 8-pin connector (600 Q) 

: 3-conductor 6.35(d) mm (1%4”) 
: 3-conductor 6.35(d) mm (1%4”) 
: Phono (RCA) 

: Phono (RCA) 
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¢Receiver 
Receive system : Triple conversion 
superheterodyne system 


¢Intermediate frequencies: 


1st 64.455 MHz 
2nd 455 kHz 
3rd 36 kHz 
¢ Sensitivity (typical) 
SSB, CW, RTTY 0.16 pV*" (1.80-29.99 MHz) 


(10 dB S/N) 0.13 pV* (50 MHz) 

0.11 pV** (144 MHz) 

13 pV (0.5-1.799 MHz) 

2 uV*" (1.80-29.99 MHz) 

1 uV (50*7/144*° MHz) 

0.5 pV*" (28.0-29.99 MHz) 

0.25 uV* (50 MHz) 

0.18 uV* (144 MHz) 
“Pre-amp 1 is ON, **Pre-amp 2 is ON, **Pre-amp is ON 

¢Squelch sensitivity (Pre-amp: OFF): 


AM (10 dB S/N) 


FM (12 dB SINAD) 


SSB, CW, RTTY Less than 5.6 pV 
FM Less than 1.0 pV 
* Selectivity ; 


More than 2.4 kHz/—-6 dB 
Less than 3.6 kHz/-60 dB 
More than 500 Hz/-6 dB 
Less than 700 Hz/-60 dB 
More than 360 Hz/-6 dB 
Less than 650 Hz/-60 dB 
More than 6.0 kHz/—6 dB 
Less than 15.0 kHz/-60 dB 
More than 12.0 kHz/-6 dB 
Less than 20.0 kHz/-60 dB 
¢Spurious and image rejection ratio: 


SSB (BW: 2.4 kHz) 
CW (BW: 500 Hz) 
RTTY (BW: 350 Hz) 
AM (BW: 6 kHz) 


FM (BW: 15 kHz) 


HF/50 MHz More than 70 GB (except IF through 
on 50 MHz band) 
144 MHz More than 60 dB 


: More than 2.0 W at 10% distortion 
with an 8 Q load 

: 9.99 kHz 

: 3-conductor 6.35 (d) mm (14”) 

: 2-conductor 3.5 (d) mm (%”)/8Q 


¢AF output power 

(at 13.8 V DC) 
¢RIT variable range 
¢PHONES connector 
¢ Ext. SP connector 


e Antenna tuner 
¢Matching impedance range: 


HF bands 16.7 to 150 Q unbalanced 
(Less than VSWR 3:1) 
50 MHz band 20 to 125 Q unbalanced 


(Less than VSWR 2.5:1) 
Minimum operating input power 
: 8 W (HF bands) 
15 W (50 MHz band) 
: VSWR 1.5:1 or less 
: Less than 1.0 GB (after tuning) 


eTuning accuracy 
eInsertion loss 


All stated specifications are typical and subject to change without no- 
tice or obligation. 
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1 6 OPTIONS 


IC-PW1 HF/50 MHz ALL BAND 1 kW LINEAR AMPLIFIER 


Full-duty 1 kW linear amplifier including an automatic antenna tuner. Has 
automatic tuning and band selection capability. Full break-in (QSK) oper- 
ation is possible. The amplifier/power supply unit and the remote control 


unit are separated. 


PS-125 DC POWER SUPPLY 


Light weight switching regulator 
system power supply. 

* Output voltage: 13.8 V DC 

¢Max. current drain: 25 A 


AH-4 HF/50 MHz AUTOMATIC 
ANTENNA TUNER 


Specially designed to tune a long 
wire antenna for portable or mobile 
HF operation. The PTT tuner start 
function provides simple operation. 
¢|nput power rating: 120 W 


AH-2b ANTENNA ELEMENT 


A 2.5 m long an- 
tenna element for 
mobile operation 
with the AH-4. 
¢Frequency 
coverage: 

7-54 MHz bands 
with the AH-4 


SM-20 DESKTOP MICROPHONE 


Unidirectional, electret microphone 
for base station operation. Includes 
[UP]/[DOWN] switches and a low 


cut function. 
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SP-21 EXTERNAL SPEAKER 


CT-17 Cl-V LEVEL CONVERTER 


Designed for base station opera- 
tion. 

¢|nput impedance: 8 Q 

Max. input power: 5 W 


For remote transceiver control 
using a personal computer. You 
can change frequencies, operating 
mode, memory channels, etc. 


UT-102 VOICE SYNTHESIZER UNIT 
Announces the receive frequency, mode 
and S-meter level in a clear, electroni- 
cally-generated voice, in English (or 
Japanese). 


SP-20 EXTERNAL SPEAKER 

4 audio filters; headphone jack; can con- 
nect to 2 transceivers. 

¢Input impedance: 8 Q 

¢Max. input power: 5 W 


CR-338 HIGH STABILITY CRYSTAL 
UNIT 

Contains a temperature-compensating 

oven heater and crystal unit for improved 

frequency stability. 

¢Frequency stability: +0.5 ppm 


HM-36 HAND MICROPHONE 
Hand microphone equipped with 
[UP]/[DOWN] switches. 


Count on us! 


A-6085H-1US-@ Icom Inc. 
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